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w GENIO Maxi Green
6kVA / 8 – 20kVA

w AVARA Plus HIP
100 – 600kVA

w AVARA Modular Industrial
20 – 160kVA

w AVARA Plus
10 – 100kVA / 10 – 800kVA

w AVARA Multi
10 – 20kVA / 10 – 200kVA

w AVARA Modular
15 – 120kVA

w AVARA Master Static Bypass
800 – 3000kVA

w AVARA Master Switch MTS 3/3phasig
100 – 600A

w AVARA Master Switch MMS 1/1phasig
32 – 63 – 120A
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8.5. The foregoing warranty obligations are conditional upon the Buyer giving within 
a reasonable period notice in writing of any defects that have occurred and such 
notice reaching the Seller. Buyer shall prove within a reasonable period the 
presence of a defect, in particular he shall make available within a reasonable 
period to Seller all material and data in his possession. Upon receipt of such 
notice Seller shall, in the case of a defect covered by the warranty under 8.1 above, 
have the option to replace the defective goods or defective parts thereof or else 
to repair them on Buyer’s premises or have them returned for repair, or to grant 
a fair and reasonable price reduction.

8.6. Any expenses incurred in connection with rectifying defects (e. g. expenses for 
assembly and disassembly, transport, waste disposal, travel and siteto-quarters
time) shall be borne by Buyer. For warranty work on Buyer’s premises Buyer 
shall make available free of charge any assistance, hoisting gear, scaffolding and 
sundry supplies and incidentals that may he required. Replaced parts shall 
become the property of Seller.

8.7. If an article is manufactured by Seller on the basis of design data, design drawings, 
models or other specifications supplied by Buyer, Seller’s warranty shall be 
restricted to non-compliance with Buyers specifications.

8.8. Seller’s warranty obligation shall not extend to any defects due to assembly and 
installation work not undertaken by Seller, inadequate equipment, or due to non-
compliance with installation requirements and operating conditions, overloading 
of parts in excess of the design values stipulated by Seller, negligent or faulty 
handling or the use of inappropriate materials, nor for defects attributable to 
material supplied by Buyer. Nor shall Seller be li- able for damage due to acts of 
third parties, atmospheric discharges. Excess voltage and chemical influences. The 
warranty does not cover the replacement of parts subject to natural wear and tear. 
Seller accepts no warranty for the sale of used goods.

8.9. The warranty shall lapse immediately if, without written consent of Seller, Buyer 
himself or a third party not expressly authorised undertakes modifications or
repairs on any items delivered.

8.10. Claims acc. to § 933b ABGB are struck by the statute of limitation with lapse of 
the period mentioned under point 8.2.

8.11. The provisions of sub-paragraphs 8.1 to 8.10 shall apply, mutatis mutandis, to all 
cases where the obligation to repair defects has to be accepted for other reasons 
laid down by law.

9. Withdrawal from contract
9.1. Buyer may withdraw from the contract only in the event of delays caused by gross 

negligence on the part of Seller and only after a reasonable period of grace has 
elapsed. Withdrawal from contract shall be notified in writing by registered mail.

9.2. Irrespective of his other rights Seller shall be entitled to withdraw from the 
contract
a) if the execution of delivery or the inception or continuation of services to be 

rendered under the contract is made impossible for reasons within the 
responsibility of Buyer and if the delay is extended beyond a reasonable 
period of grace allowed;

b) if doubts have arisen as to Buyer’s creditworthiness and if same fails, on 
Seller’s request, to make an advance payment or to provide adequate security 
prior to delivery, or

c) if, for reasons mentioned in 5.4, the period allowed for delivery is extended by
more than half of the period originally agreed or by at least 6 months, or

d) if Buyer does not or does not properly meet the obligations imposed as per
paragraph 13.

9.3. For the reasons given above withdrawal from the contract shall also be possible in 
respect of any outstanding part of the delivery or service contracted for.

9.4. If bankruptcy proceedings are instituted against Buyer or an application for 
bankruptcy proceedings is not granted for insufficiency of assets, Seller may with-
draw from the contract without allowing a period of grace. If this withdrawal is 
taken, it shall take effect immediately upon the decision that the business will not 
be continued. If the business will be continued, a withdrawal shall not take effect 
until 6 months after the institution of bankruptcy proceedings or after an 
application for bankruptcy proceedings has not been granted for insufficiency of 
assets. In any case, the contract shall be terminated immediately unless the 
bankruptcy law to which Buyer is subject conflicts with this or if termination of 
the contract is necessary to prevent significant damages to Seller.

9.5. Without prejudice to Seller’s claim for damages including expenses arising prior 
to a lawsuit, upon withdrawal from contract any open accounts in respect of 
deliveries made or services rendered in whole or in part shall be settled according 
to contract This provision also covers deliveries or services not yet accepted by
Buyer as well as any preparatory acts performed by Seller. Seller shall, however, 
have the option alternatively to require the restitution of articles already 
delivered.

9.6. Withdrawal from contract shall have no consequences other than those stipulated 
above.

9.7. The assertion of claims on the ground of laesio enormis, error, or lapse of 
purpose by the Buyer is excluded.

10. Disposal of waste electrical and electronic equipment
10.1. The Buyer of electrical/electronic equipment for commercial purposes, 

incorporated in Austria, is responsible for the financing of the collection and 
treatment of waste electrical and electronic equipment as defined by the 
Ordinance Regulating the Handling of Waste Electrical Equipment, if he is him-
self the user of the electrical/electronic equipment. If the Buyer is not the end 
user, he shall transfer the full financial commitment to his customer by agree-
ment and furnish proof thereof to the Seller.

10.2. The Buyer incorporated in Austria shall ensure that the Seller is provided with
all information necessary to meet the Seller’s obligations as manufacturer/
importer, particularly according to §§ 11 and 24 of the Ordinance Regulating the 
Handling of Waste Electrical Equipment and the Waste Management Act.

10.3. The Buyer incorporated in Austria is liable vis-à-vis the Seller for any damage
and other financial disadvantages incurred by Seller due to Buyer’s failure to
meet or fully meet his financing commitment or any other obligations according 
to Article 10. The Buyer shall bear the burden of proof of performance of this 
obligation.

11. Seller’s liability
11.1. Outside the scope of the Product Liability Act, Seller shall be liable only if the 

damage in question is proved to be due to intentional acts or acts of gross 
negligence, within the limits of statutory provisions. Seller's total liability in cases 
of gross negligence is limited to the net value of the order or EUR 500,000, 
depending on which amount is lower.

11.2. For each incident of damage, Seller shall be liable for 25% of the net value of the
order or EUR 125,000, depending on which amount is lower.

11.3. Seller shall not be liable for damage due to acts of ordinary negligence nor for 
consequential damages or damages for pure economic loss, indirect damages, 
loss of production, financing costs, costs for replacement energy, loss of energy, 
data or information, loss of profits, loss of savings or interest, or damage 
resulting from third-party claims against buyer.

11.4. Seller shall not be liable for damages in case of non-compliance with instructions 
for assembly, commissioning and operation (such as are contained in instructions 
for use) or non-compliance with licensing requirements.

11.5. Claims that exceed the contractual penalties that were agreed on are excluded
from the respective title. The provisions of paragraph 11 apply exclusively for all 
claims by Buyer against Seller, regardless of the legal basis or entitlement, and 
also apply to all employees, subcontractors and subsuppliers of Seller.

12. Industrial property rights and copyrights
12.1. Buyer shall indemnify Seller and hold him harmless against any claims for any

infringement of industrial property rights raised against him if Seller 
manufactures an article pursuant to any design data, design drawings, models or 
other specifications made available to him by Buyer.

12.2. Design documents such as plans and drawings and other technical specifications
as well as samples, catalogues, prospectuses, pictures and the like shall remain the 
intellectual property of Seller and are subject to the relevant statutory provisions 
governing reproduction, imitation, competition etc. The provisions of 2.2 above
shall also cover design documents.

13. Compliance with export provisions
13.1. When passing on goods delivered by Seller to third parties (as well as any 

related documentation, regardless of the method of provision or the services 
performed by Seller [including technical support of any kind]), Buyer must 
comply with the applicable regulations of national and international (re-)export 
provisions. In any case, Buyer must observe the (re-)export provisions of Seller's
country of residence, the European Union and the United States of America.

13.2. If necessary for export controls, Buyer must provide Seller with all necessary
information immediately after being requested to do so, for example, 
information about the final recipient, final destination and purpose of the goods 
or services.

14. General
Should individual provisions of the contract or of these provisions be invalid the
validity of the other provisions shall not be affected. The invalid provision shall 
be replaced by a valid one, which comes as close to the target goal as possible.

15. Jurisdiction and applicable law
Any litigations arising under the contract including litigations over the existence
or non-existence thereof shall fall within the exclusive jurisdiction of the 
competent court at Sellers domicile; the competent court of the Bezirksgericht
Innere Stadt, Vienna, shall have exclusive jurisdiction if Seller is domiciled in
Vienna. The contract is subject to Austrian law excluding the referral rules. 
Application of the UN Convention on Contracts for the International Sale of 
Goods is renounced.

16. Proviso
The execution of the contract by Seller is subject to the condition that there are
no obstacles standing in the way of execution due to national or international
(re-)export provisions, and especially no embargos and/or other sanctions.
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8.5. The foregoing warranty obligations are conditional upon the Buyer giving within 
a reasonable period notice in writing of any defects that have occurred and such 
notice reaching the Seller. Buyer shall prove within a reasonable period the 
presence of a defect, in particular he shall make available within a reasonable 
period to Seller all material and data in his possession. Upon receipt of such 
notice Seller shall, in the case of a defect covered by the warranty under 8.1 above, 
have the option to replace the defective goods or defective parts thereof or else 
to repair them on Buyer’s premises or have them returned for repair, or to grant 
a fair and reasonable price reduction.

8.6. Any expenses incurred in connection with rectifying defects (e. g. expenses for 
assembly and disassembly, transport, waste disposal, travel and siteto-quarters
time) shall be borne by Buyer. For warranty work on Buyer’s premises Buyer 
shall make available free of charge any assistance, hoisting gear, scaffolding and 
sundry supplies and incidentals that may he required. Replaced parts shall 
become the property of Seller.

8.7. If an article is manufactured by Seller on the basis of design data, design drawings, 
models or other specifications supplied by Buyer, Seller’s warranty shall be 
restricted to non-compliance with Buyers specifications.

8.8. Seller’s warranty obligation shall not extend to any defects due to assembly and 
installation work not undertaken by Seller, inadequate equipment, or due to non-
compliance with installation requirements and operating conditions, overloading 
of parts in excess of the design values stipulated by Seller, negligent or faulty 
handling or the use of inappropriate materials, nor for defects attributable to 
material supplied by Buyer. Nor shall Seller be li- able for damage due to acts of 
third parties, atmospheric discharges. Excess voltage and chemical influences. The 
warranty does not cover the replacement of parts subject to natural wear and tear. 
Seller accepts no warranty for the sale of used goods.

8.9. The warranty shall lapse immediately if, without written consent of Seller, Buyer 
himself or a third party not expressly authorised undertakes modifications or
repairs on any items delivered.

8.10. Claims acc. to § 933b ABGB are struck by the statute of limitation with lapse of 
the period mentioned under point 8.2.

8.11. The provisions of sub-paragraphs 8.1 to 8.10 shall apply, mutatis mutandis, to all 
cases where the obligation to repair defects has to be accepted for other reasons 
laid down by law.

9. Withdrawal from contract
9.1. Buyer may withdraw from the contract only in the event of delays caused by gross 

negligence on the part of Seller and only after a reasonable period of grace has 
elapsed. Withdrawal from contract shall be notified in writing by registered mail.

9.2. Irrespective of his other rights Seller shall be entitled to withdraw from the 
contract
a) if the execution of delivery or the inception or continuation of services to be 

rendered under the contract is made impossible for reasons within the 
responsibility of Buyer and if the delay is extended beyond a reasonable 
period of grace allowed;

b) if doubts have arisen as to Buyer’s creditworthiness and if same fails, on 
Seller’s request, to make an advance payment or to provide adequate security 
prior to delivery, or

c) if, for reasons mentioned in 5.4, the period allowed for delivery is extended by
more than half of the period originally agreed or by at least 6 months, or

d) if Buyer does not or does not properly meet the obligations imposed as per
paragraph 13.

9.3. For the reasons given above withdrawal from the contract shall also be possible in 
respect of any outstanding part of the delivery or service contracted for.

9.4. If bankruptcy proceedings are instituted against Buyer or an application for 
bankruptcy proceedings is not granted for insufficiency of assets, Seller may with-
draw from the contract without allowing a period of grace. If this withdrawal is 
taken, it shall take effect immediately upon the decision that the business will not 
be continued. If the business will be continued, a withdrawal shall not take effect 
until 6 months after the institution of bankruptcy proceedings or after an 
application for bankruptcy proceedings has not been granted for insufficiency of 
assets. In any case, the contract shall be terminated immediately unless the 
bankruptcy law to which Buyer is subject conflicts with this or if termination of 
the contract is necessary to prevent significant damages to Seller.

9.5. Without prejudice to Seller’s claim for damages including expenses arising prior 
to a lawsuit, upon withdrawal from contract any open accounts in respect of 
deliveries made or services rendered in whole or in part shall be settled according 
to contract This provision also covers deliveries or services not yet accepted by
Buyer as well as any preparatory acts performed by Seller. Seller shall, however, 
have the option alternatively to require the restitution of articles already 
delivered.

9.6. Withdrawal from contract shall have no consequences other than those stipulated 
above.

9.7. The assertion of claims on the ground of laesio enormis, error, or lapse of 
purpose by the Buyer is excluded.

10. Disposal of waste electrical and electronic equipment
10.1. The Buyer of electrical/electronic equipment for commercial purposes, 

incorporated in Austria, is responsible for the financing of the collection and 
treatment of waste electrical and electronic equipment as defined by the 
Ordinance Regulating the Handling of Waste Electrical Equipment, if he is him-
self the user of the electrical/electronic equipment. If the Buyer is not the end 
user, he shall transfer the full financial commitment to his customer by agree-
ment and furnish proof thereof to the Seller.

10.2. The Buyer incorporated in Austria shall ensure that the Seller is provided with
all information necessary to meet the Seller’s obligations as manufacturer/
importer, particularly according to §§ 11 and 24 of the Ordinance Regulating the 
Handling of Waste Electrical Equipment and the Waste Management Act.

10.3. The Buyer incorporated in Austria is liable vis-à-vis the Seller for any damage
and other financial disadvantages incurred by Seller due to Buyer’s failure to
meet or fully meet his financing commitment or any other obligations according 
to Article 10. The Buyer shall bear the burden of proof of performance of this 
obligation.

11. Seller’s liability
11.1. Outside the scope of the Product Liability Act, Seller shall be liable only if the 

damage in question is proved to be due to intentional acts or acts of gross 
negligence, within the limits of statutory provisions. Seller's total liability in cases 
of gross negligence is limited to the net value of the order or EUR 500,000, 
depending on which amount is lower.

11.2. For each incident of damage, Seller shall be liable for 25% of the net value of the
order or EUR 125,000, depending on which amount is lower.

11.3. Seller shall not be liable for damage due to acts of ordinary negligence nor for 
consequential damages or damages for pure economic loss, indirect damages, 
loss of production, financing costs, costs for replacement energy, loss of energy, 
data or information, loss of profits, loss of savings or interest, or damage 
resulting from third-party claims against buyer.

11.4. Seller shall not be liable for damages in case of non-compliance with instructions 
for assembly, commissioning and operation (such as are contained in instructions 
for use) or non-compliance with licensing requirements.

11.5. Claims that exceed the contractual penalties that were agreed on are excluded
from the respective title. The provisions of paragraph 11 apply exclusively for all 
claims by Buyer against Seller, regardless of the legal basis or entitlement, and 
also apply to all employees, subcontractors and subsuppliers of Seller.

12. Industrial property rights and copyrights
12.1. Buyer shall indemnify Seller and hold him harmless against any claims for any

infringement of industrial property rights raised against him if Seller 
manufactures an article pursuant to any design data, design drawings, models or 
other specifications made available to him by Buyer.

12.2. Design documents such as plans and drawings and other technical specifications
as well as samples, catalogues, prospectuses, pictures and the like shall remain the 
intellectual property of Seller and are subject to the relevant statutory provisions 
governing reproduction, imitation, competition etc. The provisions of 2.2 above
shall also cover design documents.

13. Compliance with export provisions
13.1. When passing on goods delivered by Seller to third parties (as well as any 

related documentation, regardless of the method of provision or the services 
performed by Seller [including technical support of any kind]), Buyer must 
comply with the applicable regulations of national and international (re-)export 
provisions. In any case, Buyer must observe the (re-)export provisions of Seller's
country of residence, the European Union and the United States of America.

13.2. If necessary for export controls, Buyer must provide Seller with all necessary
information immediately after being requested to do so, for example, 
information about the final recipient, final destination and purpose of the goods 
or services.

14. General
Should individual provisions of the contract or of these provisions be invalid the
validity of the other provisions shall not be affected. The invalid provision shall 
be replaced by a valid one, which comes as close to the target goal as possible.

15. Jurisdiction and applicable law
Any litigations arising under the contract including litigations over the existence
or non-existence thereof shall fall within the exclusive jurisdiction of the 
competent court at Sellers domicile; the competent court of the Bezirksgericht
Innere Stadt, Vienna, shall have exclusive jurisdiction if Seller is domiciled in
Vienna. The contract is subject to Austrian law excluding the referral rules. 
Application of the UN Convention on Contracts for the International Sale of 
Goods is renounced.

16. Proviso
The execution of the contract by Seller is subject to the condition that there are
no obstacles standing in the way of execution due to national or international
(re-)export provisions, and especially no embargos and/or other sanctions.
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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w Schrack-Info
• For system and line protection
• Adjustable overload release 0.7 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 36kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 16A to 125A

MX116431

w Technical Data
Size type 1
Poles 3
Rated operating current 16 - 125A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 36kA
Release Thermo-magnetic release - Type A
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated service breaking capacity Ics

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Weight 1.19kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 3 Pole, 36kA
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Schrack-Info
• For system and line protection
• Adjustable overload release 0.7 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 36kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 16A to 125A

MX116431

w Technical Data
Size type 1
Poles 3
Rated operating current 16 - 125A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 36kA
Release Thermo-magnetic release - Type A
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated service breaking capacity Ics

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Weight 1.19kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 3 Pole, 36kA
w Tripping Characteristic: Type A

DESCRIPTION AVAILABLE ORDER NO.

16 to 125A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 16A MX116431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 20A MX120431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 25A MX125431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 32A MX132431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 40A MX140431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 50A MX150431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 63A MX163431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 80A MX180431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 100A MX110431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 125A MX112431 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 3 Pole, 36kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
• For system and line protection
• Adjustable overload release 0.7 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 16A to 125A

MX116231

w Technical Data
Size type 1
Poles 3
Rated operating current 16 - 125A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Thermo-magnetic release - Type A
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Weight 1.19kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 3 Pole, 50kA
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Schrack-Info
• For system and line protection
• Adjustable overload release 0.7 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 16A to 125A

MX116231

w Technical Data
Size type 1
Poles 3
Rated operating current 16 - 125A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Thermo-magnetic release - Type A
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Weight 1.19kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 3 Pole, 50kA
w Tripping Characteristic: Type A

DESCRIPTION AVAILABLE ORDER NO.

16 to 125A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 16A MX116231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 20A MX120231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 25A MX125231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 32A MX132231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 40A MX140231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 50A MX150231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 63A MX163231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 80A MX180231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 100A MX110231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 125A MX112231 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 3 Pole, 50kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
• For system and line protection
• Adjustable overload release 0.7 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 36kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 16A to 125A

MX116441

w Technical Data
Size type 1
Poles 4
Rated operating current (A) 16 - 125A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 36kA
Release Thermo-magnetic release - Type A
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated service breaking capacity Ics

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance operation cycles
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Weight 1.55kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 4 Pole, 36kA
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Schrack-Info
• For system and line protection
• Adjustable overload release 0.7 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 36kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 16A to 125A

MX116441

w Technical Data
Size type 1
Poles 4
Rated operating current (A) 16 - 125A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 36kA
Release Thermo-magnetic release - Type A
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated service breaking capacity Ics

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance operation cycles
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Weight 1.55kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 4 Pole, 36kA
w Tripping Characteristic: Type A

DESCRIPTION AVAILABLE ORDER NO.

16 to 125A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 16A MX116441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 20A MX120441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 25A MX125441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 32A MX132441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 40A MX140441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 50A MX150441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 63A MX163441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 80A MX180441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 100A MX110441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 125A MX112441 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 4 Pole, 36kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
• For system and line protection
• Adjustable overload release 0.7 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 16A to 125A

MX116241

w Technical Data
Size type 1
Poles 4
Rated operating current 16 - 125A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Thermomagnetic release - Type A
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Weight 1.55kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 4 Pole, 50kA
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Schrack-Info
• For system and line protection
• Adjustable overload release 0.7 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 16A to 125A

MX116241

w Technical Data
Size type 1
Poles 4
Rated operating current 16 - 125A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Thermomagnetic release - Type A
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Weight 1.55kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 4 Pole, 50kA
w Tripping Characteristic: Type A

DESCRIPTION AVAILABLE ORDER NO.

16 to 125A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 16A MX116241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 20A MX120241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 25A MX125241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 32A MX132241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 40A MX140241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 50A MX150241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 63A MX163241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 80A MX180241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 100A MX110241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 125A MX112241 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, 4 Pole, 50kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 



Page 

14

Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Schrack-Info
MX180231F1: Combination MX180231 MCCB (Type A, 3P, 50kA, 80A) and RCD
MX180241F1: Combination MX180241 MCCB (Type A, 4P, 50kA, 80A) and RCD
MX110231F1: Combination MX110231MCCB (Type A, 3P, 50kA, 100A) and RCD
MX110241F1: Combination MX110241 MCCB (Type A, 4P, 50kA, 100A) and RCD
MX112231F1: Combination MX112231 MCCB (Type A, 3P, 50kA, 125A) and RCD
MX112241F1: Combination MX112241 MCCB (Type A, 4P, 50kA, 125A) and RCD
Residual Current Device:
• Release Type A
• Four-step adjustable rated residual operating current IΔn= 30-100-300-1000mA

• Adjustable delay time 0-60-200-500msMX110241F1

w Technical Data: RCD
Rated operating current In (40°C) 125
Size 1
Poles 3P, 4P
Rated insulation voltage Ui 1000V
Rated impulse withstand voltage Uimp 8kV
Rated operational voltage Ue (50/60Hz) 380/440/415VAC, 440VAC
Rated residual operating current IΔn 0.03-0.1-0.3-1A
Rated residual non-operating current IΔno 0.5IΔn A

Limit non-actuating time Δt: 0-60-200-500ms*
Breaking time 100-300-500-1000ms
Rated residual making and breaking capacity IΔm 0.25Icu kA

Standard IEC/EN 60947-2
Ambient temperature -25°C ~ 70°C
Arcing distance 0
Dimension with circuit breaker Width (3P/4P) 90mm/120mm

Height 205mm
Depth 78.5mm

Weight 3P 0.43kg
4P 0.51kg

Note: *When the residual operating current is set to 0.03A, the limit non-actuating time must be set to 0.

w Derating Factor for Circuit Breaker with RCD
Model Derating factor
MX1 80A~100A 0.9

125A 0.8

DESCRIPTION AVAILABLE ORDER NO.

Combination MCCB Type A, 4P, 50kA, 100A and RCD up to 1A MX110241F1 

Combination MCCB Type A, 3P, 50kA, 100A and RCD up to 1A MX110231F1 

Combination MCCB Type A, 3P, 50kA, 125A and RCD up to 1A MX112231F1 

Combination MCCB Type A, 4P, 50kA, 80A and RCD up to 1A MX180241F1 

Combination MCCB Type A, 3P, 50kA, 80A and RCD up to 1A MX180231F1 

Combination MCCB Type A, 3P, 50kA, 80A and RCD up to 1A MX112241F1 

Moulded Case Circuit Breakers MX, Fix Installed

w Combination MCCB Size 1 and RCD

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Schrack-Info
MX180231F1: Combination MX180231 MCCB (Type A, 3P, 50kA, 80A) and RCD
MX180241F1: Combination MX180241 MCCB (Type A, 4P, 50kA, 80A) and RCD
MX110231F1: Combination MX110231MCCB (Type A, 3P, 50kA, 100A) and RCD
MX110241F1: Combination MX110241 MCCB (Type A, 4P, 50kA, 100A) and RCD
MX112231F1: Combination MX112231 MCCB (Type A, 3P, 50kA, 125A) and RCD
MX112241F1: Combination MX112241 MCCB (Type A, 4P, 50kA, 125A) and RCD
Residual Current Device:
• Release Type A
• Four-step adjustable rated residual operating current IΔn= 30-100-300-1000mA

• Adjustable delay time 0-60-200-500msMX110241F1

w Technical Data: RCD
Rated operating current In (40°C) 125
Size 1
Poles 3P, 4P
Rated insulation voltage Ui 1000V
Rated impulse withstand voltage Uimp 8kV
Rated operational voltage Ue (50/60Hz) 380/440/415VAC, 440VAC
Rated residual operating current IΔn 0.03-0.1-0.3-1A
Rated residual non-operating current IΔno 0.5IΔn A

Limit non-actuating time Δt: 0-60-200-500ms*
Breaking time 100-300-500-1000ms
Rated residual making and breaking capacity IΔm 0.25Icu kA

Standard IEC/EN 60947-2
Ambient temperature -25°C ~ 70°C
Arcing distance 0
Dimension with circuit breaker Width (3P/4P) 90mm/120mm

Height 205mm
Depth 78.5mm

Weight 3P 0.43kg
4P 0.51kg

Note: *When the residual operating current is set to 0.03A, the limit non-actuating time must be set to 0.

w Derating Factor for Circuit Breaker with RCD
Model Derating factor
MX1 80A~100A 0.9

125A 0.8

DESCRIPTION AVAILABLE ORDER NO.

Combination MCCB Type A, 4P, 50kA, 100A and RCD up to 1A MX110241F1 

Combination MCCB Type A, 3P, 50kA, 100A and RCD up to 1A MX110231F1 

Combination MCCB Type A, 3P, 50kA, 125A and RCD up to 1A MX112231F1 

Combination MCCB Type A, 4P, 50kA, 80A and RCD up to 1A MX180241F1 

Combination MCCB Type A, 3P, 50kA, 80A and RCD up to 1A MX180231F1 

Combination MCCB Type A, 3P, 50kA, 80A and RCD up to 1A MX112241F1 

Moulded Case Circuit Breakers MX, Fix Installed

w Combination MCCB Size 1 and RCD

 Order. no. blue: On stock, usually ready for delivery on the day of order 

Upstream MX1 MCCB
Downstream In(A) 16 20 25 32 40 50 63 80 100 125

AM MCB

≤10 0.19kA 0.19kA 0.3kA 0.4kA 0.5kA 0.5kA 0.5kA 0.63kA 0.8kA 1kA
16 0.3kA 0.4kA 0.5kA 0.5kA 0.5kA 0.63kA 0.8kA 1kA
20 0.5kA 0.5kA 0.5kA 0.63kA 0.8kA 1kA
25 0.5kA 0.5kA 0.63kA 0.8kA 1kA
32 0.5kA 0.63kA 0.8kA 1kA
40 0.63kA 0.8kA 1kA
50 0.8kA 1kA
63 1kA

AK RCBO 1+N

≤10 0.21kA 0.21kA 0.33kA 0.42kA 0.54kA 0.54kA 0.54kA 0.65kA 0.83kA 1.1kA
13 0.33kA 0.42kA 0.54kA 0.54kA 0.54kA 0.65kA 0.83kA 1.1kA
16 0.33kA 0.42kA 0.54kA 0.54kA 0.54kA 0.65kA 0.83kA 1.1kA
20 0.54kA 0.54kA 0.54kA 0.65kA 0.83kA 1.1kA
25 0.54kA 0.54kA 0.65kA 0.83kA 1.1kA
32 0.54kA 0.65kA 0.83kA 1.1kA
40 0.65kA 0.83kA 1.1kA
50 0.83kA 1.1kA
63 1.1kA

AK RCBO 3+N

≤10 0.25kA 0.25kA 0.35kA 0.42kA 0.55kA 0.55kA 0.55kA 0.66kA 0.85kA 1.3kA
13 0.35kA 0.42kA 0.55kA 0.55kA 0.55kA 0.66kA 0.85kA 1.3kA
16 0.35kA 0.42kA 0.55kA 0.55kA 0.55kA 0.66kA 0.85kA 1.3kA
20 0.55kA 0.55kA 0.55kA 0.66kA 0.85kA 1.3kA
25 0.55kA 0.55kA 0.66kA 0.85kA 1.3kA
32 0.55kA 0.66kA 0.85kA 1.3kA
40 0.66kA 0.85kA 1.3kA

AMxxx5xx MCB 
1+N/1TE

≤10 0.21kA 0.21kA 0.33kA 0.42kA 0.54kA 0.55kA 0.55kA 0.65kA 0.83kA 1.1kA
16 0.33kA 0.42kA 0.54kA 0.55kA 0.55kA 0.65kA 0.83kA 1.1kA
20 0.54kA 0.55kA 0.55kA 0.65kA 0.83kA 1.1kA
25 0.55kA 0.55kA 0.65kA 0.83kA 1.1kA
32 0.55kA 0.65kA 0.83kA 1.1kA
40 0.65kA 0.83kA 1.1kA

MX1 MCCB

16 0.4kA 0.5kA 0.5kA 0.63kA 0.8kA 1kA
20 0.5kA 0.5kA 0.63kA 0.8kA 1kA
25 0.5kA 0.63kA 0.8kA 1kA
32 0.63kA 0.8kA 1kA
40 0.8kA 1kA
50 1kA

Notes:
1) No content, indicating no selectivity.
2) 1kA, indicating local selectivity, the number indicates the maximum fault current to achieve selectivity. For example, selectivity can be achieved below 1 kA, and above 1 kA upper 
and lower level circuit breakers may act simultaneously.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1, Selectivity table
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w Schrack-Info
Wide range of accessories:
• Auxiliary contacts
• Rotary handles, door coupling handles
• Under voltage release units, shunt-trips
• Residual current release units
• Connection accessories
• General accessories

MX190015 MX190125 MX190172 MX190780

MX196730 MX199832 MX199471 MX190783

w Installation Diagram for Accessories

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left
2) Right
3) Handle

-) MX1 cannot be equipped with undervoltage release and shunt release at the same time Shunt trip
-) MX1 can be equipped with a maximum of 2 auxiliary contacts Under-voltage release

Auxiliary contact
Alarm contact

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories
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w Schrack-Info
Wide range of accessories:
• Auxiliary contacts
• Rotary handles, door coupling handles
• Under voltage release units, shunt-trips
• Residual current release units
• Connection accessories
• General accessories

MX190015 MX190125 MX190172 MX190780

MX196730 MX199832 MX199471 MX190783

w Installation Diagram for Accessories

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left
2) Right
3) Handle

-) MX1 cannot be equipped with undervoltage release and shunt release at the same time Shunt trip
-) MX1 can be equipped with a maximum of 2 auxiliary contacts Under-voltage release

Auxiliary contact
Alarm contact

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories
w Derating Factor Table for Circuit Breaker with Residual Current Protection Module
Model Derating factor

MX1 MCCB +
MX1 RCD

16A ~ 63A 1
80A ~ 100A 0.9
125A 0.8

w Derating Factor Table for Circuit Breakers with Plug-In and Drive-In socket
Model Derating factor

MX1 
16A ~ 100A 1
125A 0.95

w Auxiliary Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

w Box Terminal for MX1

Suitable for aluminum and Cu conductors. 
Allows the direct connection of bare conductors.

w Clip Plate 35mm Din-S for MX1 3- and 4 Pole

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories
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w Connection Extension for MX1 3- and 4 Pole
A Top view
B Phase separator
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Terminal Cover Short for MX1 3- and 4 Pole

Protection class: IP40
Serves to protect the contacts against contact and also serves as phase separation.
If the voltage exceeds 500V, the terminal cover must be used.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories
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w Connection Extension for MX1 3- and 4 Pole
A Top view
B Phase separator
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Terminal Cover Short for MX1 3- and 4 Pole

Protection class: IP40
Serves to protect the contacts against contact and also serves as phase separation.
If the voltage exceeds 500V, the terminal cover must be used.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories
w Terminal Cover Long for MX1 3- and 4 Pole 

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.
If the voltage exceeds 500V, the terminal cover must be used.

w Tunnel Terminal 1x16-95mm² for MX1

Suitable for aluminum and Cu conductors.
It enables the direct connection of bare conductors.

w Rear Connectrion for MX1 3- and 4 Pole
A Top view
B Connection extension
N Neutral conductor
X Horizontal centre
Y Vertical centre

Allows the circuit breaker to be connected behind the mounting level. 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories
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w Rotary Handle Complete, Lockable for MX1
X Horizontal centre Switch

X1 Horizontal centre rotary handle
Y Vertical centre Switch

Y1 Vertical centre rotary handle

Protection class: IP40
Activating position 0, I and released, in 3 positions
The rotary handle can be locked with a padlock in the OFF state.
Attention: two versions for thermomagnetic or electronic triggers.

w Door Coupling Rotary Handle, Lockable for MX1
X Horizontal centre switch

X1 Horizontal centre rotary handle
Y Vertical centre switch

Y1 Vertical centre rotary handle

Protection class: IP50
Activation position 0, I and triggered, in 3 positions
The rotary handle can be locked with a padlock in the OFF state.
Attention: two versions for thermomagnetic or electronic triggers
Control cabinet door locked in position "I"

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories
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w Rotary Handle Complete, Lockable for MX1
X Horizontal centre Switch

X1 Horizontal centre rotary handle
Y Vertical centre Switch

Y1 Vertical centre rotary handle

Protection class: IP40
Activating position 0, I and released, in 3 positions
The rotary handle can be locked with a padlock in the OFF state.
Attention: two versions for thermomagnetic or electronic triggers.

w Door Coupling Rotary Handle, Lockable for MX1
X Horizontal centre switch

X1 Horizontal centre rotary handle
Y Vertical centre switch

Y1 Vertical centre rotary handle

Protection class: IP50
Activation position 0, I and triggered, in 3 positions
The rotary handle can be locked with a padlock in the OFF state.
Attention: two versions for thermomagnetic or electronic triggers
Control cabinet door locked in position "I"

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories
w Mechanical Interlock for MX1 3- and 4 Pole

When using this locking device with two circuit breakers of the same size, only one of them can be operated. For manual locking of two circuit breakers.

w Remote Operator for MX1
X1 Horizontal centre remote operator
X2 Horizontal centre switch
Y Vertical centre

It is suitable for switching on, off and switching on circuit breakers over long distances, as well as for automation applications. 
- Protection class: IP40
- Display 0, I and triggered in 3 positions
- Switching between Automatic and Manual Operation
- Automatic switching via electrical control inputs
- Manual switching via key.
- When control voltage is between 85% and 110%, the circuit breaker can be reliably switched on and off.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories
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w Under Voltage Release 

Immediate triggering of circuit breakers or switch disconnectors when the supply voltage drops below 35% - 70%.  
Can be used for EMERGENCY STOP devices. 
Installed in the circuit breaker.
If the undervoltage trigger is de-energized, contacting the switch main contacts during switch-on tests is safely prevented.

w Shunt Trip

Instantaneous tripping of circuit-breaker or switch-disconnector on voltage pulse or application of continuous voltage in the range of 70% to 110% of the rated control voltage.If the 
shunt release is live, contacting of the breaker main contacts is reliably prevented during closing attempts. 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories
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Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Under Voltage Release 

Immediate triggering of circuit breakers or switch disconnectors when the supply voltage drops below 35% - 70%.  
Can be used for EMERGENCY STOP devices. 
Installed in the circuit breaker.
If the undervoltage trigger is de-energized, contacting the switch main contacts during switch-on tests is safely prevented.

w Shunt Trip

Instantaneous tripping of circuit-breaker or switch-disconnector on voltage pulse or application of continuous voltage in the range of 70% to 110% of the rated control voltage.If the 
shunt release is live, contacting of the breaker main contacts is reliably prevented during closing attempts. 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories
DESCRIPTION AVAILABLE ORDER NO.

General Accessories

Toggle Lever Locking Device for MX1 MX190199 

Clip Plate 35mm DIN-S for MX1 3 pole MX190213 

Clip Plate 35mm DIN-S for MX1 4 pole MX190214 

Connecting Technic, Accessories

Box Terminal for MX1 2.5-75mm², 1 piece MX190015 

Connection extension 3 pole for MX1, 6 pieces MX190019 

Connection extension 4 pole for MX1, 8 pieces MX190020 

Terminal Cover short 3 pole for MX1 MX190780 

Terminal Cover short 4 pole for MX1 MX190781 

Terminal Cover long 3 pole for MX1 MX190783 

Terminal Cover long 4 pole for MX1 MX190784 

Tunnel Terminal 1x16-95mm² for MX1, 1 piece MX196730 

Rear Connection, 3 pole for MX1 MX196734 

Rear Connection, 4 pole for MX1 MX196735 

Socket for MX1 3 pole MX196871 

Socket for MX1 4 pole MX196872 

Safety release for socket MX1 MX196873 

Phase separator plates MX1 MX196870 

Rotary Handles, Door Coupling Handles, Accessories

Rotary Handle complete, lockable for MX1 MX190125 

Door Coupling Rotary Handle, lockable, for MX1 MX190172 

Mechanical Interlock for MX1 3 pole MX191581 

Mechanical Interlock for MX1 4 pole MX191582 

Under Voltage Release Units, Shunt-trips and Accessories

Under Voltage Release 110VAC for MX1 MX199462 

Under Voltage Release 220-240VAC for MX1 MX199471 

Under Voltage Release 380-415VAC for MX1 MX199473 

Under Voltage Release 24VDC for MX1 MX199481 

Under Voltage Release 220VDC for MX1 MX199489 

Shunt trip 110VAC for MX1 MX199567 

Shunt trip 220-240VAC for MX1 MX190154 

Shunt trip 380-415VAC for MX1 MX191607 

Shunt trip 24VDC for MX1 MX199736 

Shunt trip 220VDC for MX1 MX199742 

Remote Operator 24VDC for MX1 MX199837 

Remote Operator 110VAC/110-120VDC for MX1 MX199838 

Remote Operator 220-240VAC/220VDC for MX1 MX199832 

Remote Operator 380-415VAC for MX1 MX199833 

Auxiliary Contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 1 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
• For system, line protection and motor protection
• Adjustable overload release

∘ with electronic release unit/motor protection: 0.4 - 1 x In
∘ with thermomagnetic release unit: 0.7 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 36kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 32A to 250A

MX212431

w Technical Data
Size type 2
Poles 3
Rated operating current 125 - 250A (Type A); 32 - 250A (Type EN, EM,ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 36kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
  Digital electronic release - Type EM

  Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated service breaking capacity Ics

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated short-time withstand current Icw  (1s) 1kA (32A,63A); 2kA (100A,160A)
3kA (250A)

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 6000 operation cycles
AC 690V, In 1500 operation cycles

Weight
1.85kg (Type A)

2kg (Type EN, EM, ENM)

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 36kA
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w Schrack-Info
• For system, line protection and motor protection
• Adjustable overload release

∘ with electronic release unit/motor protection: 0.4 - 1 x In
∘ with thermomagnetic release unit: 0.7 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 36kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 32A to 250A

MX212431

w Technical Data
Size type 2
Poles 3
Rated operating current 125 - 250A (Type A); 32 - 250A (Type EN, EM,ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 36kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
  Digital electronic release - Type EM

  Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated service breaking capacity Ics

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated short-time withstand current Icw  (1s) 1kA (32A,63A); 2kA (100A,160A)
3kA (250A)

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 6000 operation cycles
AC 690V, In 1500 operation cycles

Weight
1.85kg (Type A)

2kg (Type EN, EM, ENM)

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 36kA
w Tripping Characteristic: Type A

w Tripping Characteristic: Type EN

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 36kA



Page 

26

w Tripping Characteristic: Type EM

w Tripping Characteristic: Type ENM

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 36kA
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Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EM

w Tripping Characteristic: Type ENM

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 36kA
DESCRIPTION AVAILABLE ORDER NO.

125 to 250A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 125A MX212431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 160A MX216431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 200A MX220431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 250A MX225431 

32 to 250A with Electronic Motor Protection

Moulded Case Circuit Breaker Type ENM, 3 pole, 36kA, 32A MX232437 

Moulded Case Circuit Breaker Type ENM, 3 pole, 36kA, 63A MX263437 

Moulded Case Circuit Breaker Type ENM, 3 pole, 36kA, 100A MX210437 

Moulded Case Circuit Breaker Type ENM, 3 pole, 36kA, 160A MX216437 

Moulded Case Circuit Breaker Type ENM, 3 pole, 36kA, 250A MX225437 

32 to 250A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 3 pole, 36kA, 32A MX232432 

Moulded Case Circuit Breaker Type EN, 3 pole, 36kA, 63A MX263432 

Moulded Case Circuit Breaker Type EN, 3 pole, 36kA, 100A MX210432 

Moulded Case Circuit Breaker Type EN, 3 pole, 36kA, 160A MX216432 

Moulded Case Circuit Breaker Type EN, 3 pole, 36kA, 250A MX225432 

32 to 250A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 3 pole, 36kA, 32A MX232433 

Moulded Case Circuit Breaker Type EM, 3 pole, 36kA, 63A MX263433 

Moulded Case Circuit Breaker Type EM, 3 pole, 36kA, 100A MX210433 

Moulded Case Circuit Breaker Type EM, 3 pole, 36kA, 160A MX216433 

Moulded Case Circuit Breaker Type EM, 3 pole, 36kA, 250A MX225433 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 36kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
• For system, line protection and motor protection
• Adjustable overload release

∘ with thermomagnetic release unit: 0.7 - 1 x In
∘ with electronic release unit/motor protection: 0.4 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 32A to 250A

MX212231

w Technical Data
Size type 2
Poles 3
Rated operating current 125 - 250A (Type A); 32 - 250A (Type EN, EM, ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
Digital electronic release – Type EM

Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated short-time withstand current Icw  (1s)
1kA (32A,63A)

2kA (100A,160A)
3kA (250A)

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 6000 operation cycles
AC 690V, In 1500 operation cycles

Net weight
1.85kg (Type TM)

2kg (Type EN, EM, ENM)

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 50kA
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w Schrack-Info
• For system, line protection and motor protection
• Adjustable overload release

∘ with thermomagnetic release unit: 0.7 - 1 x In
∘ with electronic release unit/motor protection: 0.4 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 32A to 250A

MX212231

w Technical Data
Size type 2
Poles 3
Rated operating current 125 - 250A (Type A); 32 - 250A (Type EN, EM, ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
Digital electronic release – Type EM

Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated short-time withstand current Icw  (1s)
1kA (32A,63A)

2kA (100A,160A)
3kA (250A)

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 6000 operation cycles
AC 690V, In 1500 operation cycles

Net weight
1.85kg (Type TM)

2kg (Type EN, EM, ENM)

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 50kA
w Dimensions 

w Tripping Characteristic: Type A

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 50kA
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w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 50kA
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Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 50kA
w Tripping Characteristic: Type EM

DESCRIPTION AVAILABLE ORDER NO.

125 to 250A with Fixed Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 125A MX212231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 160A MX216231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 200A MX220231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 250A MX225231 

32 to 250A with Electronic Motor Protection

Moulded Case Circuit Breaker Type ENM, 3 pole, 50kA, 32A MX232237 

Moulded Case Circuit Breaker Type ENM, 3 pole, 50kA, 63A MX263237 

Moulded Case Circuit Breaker Type ENM, 3 pole, 50kA, 100A MX210237 

Moulded Case Circuit Breaker Type ENM, 3 pole, 50kA, 160A MX216237 

Moulded Case Circuit Breaker Type ENM, 3 pole, 50kA, 250A MX225237 

32 to 250A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 32A MX232232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 63A MX263232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 100A MX210232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 160A MX216232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 250A MX225232 

32 to 250A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 32A MX232233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 63A MX263233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 100A MX210233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 160A MX216233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 250A MX225233 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 3 Pole, 50kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
• For system, line protection and motor protection
• Adjustable overload release

∘ with thermomagnetic release unit: 0.7 - 1 x In
∘ with electronic release unit/motor protection: 0.4 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 36kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 32A to 250A

MX212441

w Technical Data
Size type 2
Poles 4
Rated operating current 125 - 250A (Type A); 32 - 250A (Type EN, EM, ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 36kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
Digitaler elektronischer Auslöser - Type EM

Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated service breaking capacity Ics

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated short-time withstand current Icw  (1s)
1kA (32A,63A)

2kA (100A,160A)
3kA (250A)

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability operation cycles 15000 operation cycles

Electrical endurance (operation cycles)
AC 415V, In 6000 operation cycles
AC 690V, In 1500 operation cycles

Net weight
2.5kg (Type A)

2.65kg (Type EN, EM, ENM)

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 36kA
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w Schrack-Info
• For system, line protection and motor protection
• Adjustable overload release

∘ with thermomagnetic release unit: 0.7 - 1 x In
∘ with electronic release unit/motor protection: 0.4 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 36kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 32A to 250A

MX212441

w Technical Data
Size type 2
Poles 4
Rated operating current 125 - 250A (Type A); 32 - 250A (Type EN, EM, ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 36kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
Digitaler elektronischer Auslöser - Type EM

Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated service breaking capacity Ics

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 6kA

Rated short-time withstand current Icw  (1s)
1kA (32A,63A)

2kA (100A,160A)
3kA (250A)

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability operation cycles 15000 operation cycles

Electrical endurance (operation cycles)
AC 415V, In 6000 operation cycles
AC 690V, In 1500 operation cycles

Net weight
2.5kg (Type A)

2.65kg (Type EN, EM, ENM)

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 36kA
w Dimensions 

w Tripping Characteristic: Type A

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 36kA
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w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 36kA
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Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 36kA
DESCRIPTION AVAILABLE ORDER NO.

125 to 250A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 125A MX212441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 160A MX216441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 200A MX220441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 250A MX225441 

32 to 250A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 4 pole, 36kA, 32A MX232442 

Moulded Case Circuit Breaker Type EN, 4 pole, 36kA, 63A MX263442 

Moulded Case Circuit Breaker Type EN, 4 pole, 36kA, 100A MX210442 

Moulded Case Circuit Breaker Type EN, 4 pole, 36kA, 160A MX216442 

Moulded Case Circuit Breaker Type EN, 4 pole, 36kA, 250A MX225442 

32 to 250A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 4 pole, 36kA, 32A MX232443 

Moulded Case Circuit Breaker Type EM, 4 pole, 36kA, 63A MX263443 

Moulded Case Circuit Breaker Type EM, 4 pole, 36kA, 100A MX210443 

Moulded Case Circuit Breaker Type EM, 4 pole, 36kA, 160A MX216443 

Moulded Case Circuit Breaker Type EM, 4 pole, 36kA, 250A MX225443 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 36kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
• For system, line protection and motor protection
• Adjustable overload release

∘ with thermomagnetic release unit: 0.7 - 1 x In
∘ with electronic release unit/motor protection: 0.4 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 32A to 250A

MX212241

w Technical Data
Size type 2
Poles 4
Rated operating current 125 - 250A (Type A); 32 - 250A (Type EN, EM, ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
Digital electronic release  - Type EM

Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated short-time withstand current Icw  (1s)
1kA (32A,63A)

2kA (100A,160A)
3kA (250A)

Pollution degree 3
IP Rating IP40
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 6000 operation cycles
AC 690V, In 1500 operation cycles

Net weight
2.5kg (Type A)

2.65kg (Type EN, EM, ENM)

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 50kA
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w Schrack-Info
• For system, line protection and motor protection
• Adjustable overload release

∘ with thermomagnetic release unit: 0.7 - 1 x In
∘ with electronic release unit/motor protection: 0.4 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 32A to 250A

MX212241

w Technical Data
Size type 2
Poles 4
Rated operating current 125 - 250A (Type A); 32 - 250A (Type EN, EM, ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
Digital electronic release  - Type EM

Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 8kA

Rated short-time withstand current Icw  (1s)
1kA (32A,63A)

2kA (100A,160A)
3kA (250A)

Pollution degree 3
IP Rating IP40
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 6000 operation cycles
AC 690V, In 1500 operation cycles

Net weight
2.5kg (Type A)

2.65kg (Type EN, EM, ENM)

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 50kA
w Dimensions 

w Tripping Characteristic: Type A

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 50kA
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w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 50kA
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Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 50kA
DESCRIPTION AVAILABLE ORDER NO.

125 to 250A with Fixed Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 125A MX212241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 160A MX216241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 200A MX220241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 250A MX225241 

32 to 250A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 32A MX232242 

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 63A MX263242 

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 100A MX210242 

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 160A MX216242 

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 250A MX225242 

32 to 250A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 32A MX232243 

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 63A MX263243 

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 100A MX210243 

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 160A MX216243 

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 250A MX225243 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, 4 Pole, 50kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
MX210232F1: Combination MX210232 MCCB (Type EN, 3P, 50kA, 100A) and RCD
MX210242F1: Combination MX210242 MCCB (Type EN, 4P, 50kA, 100A) and RCD
MX225232F1: Combination MX225232 MCCB (Type EN, 3P, 50kA, 250A) and RCD
MX225242F1: Combination MX225242 MCCB (Type EN, 4P, 50kA, 250A) and RCD
Residual Current Device:
• Release Type A
• Four-step adjustable rated residual operating current IΔn= 50mA-200mA-0.5A-2A

• Adjustable delay time 0-60-200-500ms

MX225232F1

w Technical Data: RCD
Rated operating current In (40°C) 250A
Size 2
Poles 3P, 4P
Rated insulation voltage Ui 1000V
Rated impulse withstand voltage Uimp 8kV
Rated operational voltage Ue (50/60Hz) 380/440/415VAC, 440VAC
Rated residualoperating current IΔn 0.05-0.2-0.5-1A
Rated residual non-operating current IΔno 0,5 IΔn A

Limit non-actuating time Δt: 0-60-200-500ms*
Breakingtime 100-300-500-1000ms
Rated residual making and breaking capacity IΔm 0.25Icu kA

Standard IEC/EN 60947-2
Ambient temperature -25°C ~ 70°C
Arcing distance 0
Dimension with circuitbreaker Width (3P/4P) 105mm/140mm

Height 232mm
Depth 88mm

Weight 3P 0.84kg
4P 1.08kg

Note: *When the residual operating current is set to 0.03A, the limit non-actuating time must be set to 0.

w Derating Factor for Circuit Breaker with RCD
Model Derating factor
MX2 100A 1

250A 0.95

DESCRIPTION AVAILABLE ORDER NO.

Combination MCCB Type EN, 3P, 50kA, 100A and RCD up to 1A MX210232F1 

Combination MCCB Type EN, 4P, 50kA, 100A and RCD up to 1A MX210242F1 

Combination MCCB Type EN, 3P, 50kA, 250A and RCD up to 1A MX225232F1 

Combination MCCB Type EN, 4P, 50kA, 250A and RCD up to 1A MX225242F1 

Moulded Case Circuit Breakers MX, Fix Installed

w Combination MCCB Size 2 and RCD

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
MX210232F1: Combination MX210232 MCCB (Type EN, 3P, 50kA, 100A) and RCD
MX210242F1: Combination MX210242 MCCB (Type EN, 4P, 50kA, 100A) and RCD
MX225232F1: Combination MX225232 MCCB (Type EN, 3P, 50kA, 250A) and RCD
MX225242F1: Combination MX225242 MCCB (Type EN, 4P, 50kA, 250A) and RCD
Residual Current Device:
• Release Type A
• Four-step adjustable rated residual operating current IΔn= 50mA-200mA-0.5A-2A

• Adjustable delay time 0-60-200-500ms

MX225232F1

w Technical Data: RCD
Rated operating current In (40°C) 250A
Size 2
Poles 3P, 4P
Rated insulation voltage Ui 1000V
Rated impulse withstand voltage Uimp 8kV
Rated operational voltage Ue (50/60Hz) 380/440/415VAC, 440VAC
Rated residualoperating current IΔn 0.05-0.2-0.5-1A
Rated residual non-operating current IΔno 0,5 IΔn A

Limit non-actuating time Δt: 0-60-200-500ms*
Breakingtime 100-300-500-1000ms
Rated residual making and breaking capacity IΔm 0.25Icu kA

Standard IEC/EN 60947-2
Ambient temperature -25°C ~ 70°C
Arcing distance 0
Dimension with circuitbreaker Width (3P/4P) 105mm/140mm

Height 232mm
Depth 88mm

Weight 3P 0.84kg
4P 1.08kg

Note: *When the residual operating current is set to 0.03A, the limit non-actuating time must be set to 0.

w Derating Factor for Circuit Breaker with RCD
Model Derating factor
MX2 100A 1

250A 0.95

DESCRIPTION AVAILABLE ORDER NO.

Combination MCCB Type EN, 3P, 50kA, 100A and RCD up to 1A MX210232F1 

Combination MCCB Type EN, 4P, 50kA, 100A and RCD up to 1A MX210242F1 

Combination MCCB Type EN, 3P, 50kA, 250A and RCD up to 1A MX225232F1 

Combination MCCB Type EN, 4P, 50kA, 250A and RCD up to 1A MX225242F1 

Moulded Case Circuit Breakers MX, Fix Installed

w Combination MCCB Size 2 and RCD

 Order. no. blue: On stock, usually ready for delivery on the day of order 

Upstream MX2-A MCCB MX2-EN, EM, ENM MCCB
Downstream In(A) 125 160 180 200 225 250 32 63 100 160

AM MCB

≤10 T T T T T T 0.4kA 0.5kA 1kA T
16 T T T T T T 0.4kA 0.5kA 1kA T
20 T T T T T T 0.5kA 1kA T
25 T T T T T T 0.5kA 1kA T
32 2kA 5kA T T T T 0.5kA 1kA T
40 2kA 5kA T T T T 1kA T
50 2kA 5kA T T T T 1kA T
63 2kA 5kA T T T T 1kA T

AK RCBO 1+N

≤10 T T T T T T 0.42kA 0.54kA 1.1kA T
13 T T T T T T 0.42kA 0.54kA 1.1kA T
16 T T T T T T 0.42kA 0.54kA 1.1kA T
20 T T T T T T 0.54kA 1.1kA T
25 T T T T T T 0.54kA 1.1kA T
32 2.3kA 5.2kA T T T T 0.54kA 1.1kA T
40 2.3kA 5.2kA T T T T 1.1kA T
50 2.3kA 5.2kA T T T T 1.1kA T
63 2.3kA 5.2kA T T T T 1.1kA T

AK RCBO 3+N

≤10 T T T T T T 0.42kA 0.55kA 1.3kA T
16 T T T T T T 0.42kA 0.55kA 1.3kA T
20 T T T T T T 0.42kA 0.55kA 1.3kA T
25 T T T T T T 0.55kA 1.3kA T
32 2.3kA 5.2kA T T T T 0.55kA 1.3kA T
40 2.3kA 5.2kA T T T T 1.3kA T

AMxxx5xx MCB 1+N/1TE

≤10 T T T T T T 0.42kA 0.55kA 1.1kA T
16 T T T T T T 0.42kA 0.55kA 1.1kA T
20 T T T T T T 0.55kA 1.1kA T
25 T T T T T T 0.55kA 1.1kA T
32 2.3kA 5.2kA T T T T 0.55kA 1.1kA T
40 2.3kA 5.2kA T T T T 1.1kA T

MX1 MCCB

16 1kA 2.5kA 2.5kA 2.5kA 2.5kA 2.8kA 0.5kA 1kA 2.5kA
20 1kA 2.5kA 2.5kA 2.5kA 2.5kA 2.8kA 0.5kA 1kA 2.5kA
25 1kA 2.5kA 2.5kA 2.5kA 2.5kA 2.8kA 0.5kA 1kA 2.5kA
32 1kA 2.5kA 2.5kA 2.5kA 2.5kA 2.8kA 1kA 2.5kA
40 1kA 2kA 2kA 2.5kA 2.5kA 2.8kA 1kA 2kA
50 1kA 2kA 2kA 2.5kA 2.5kA 2.8kA 1kA 2kA
63 1kA 2kA 2kA 2.5kA 2.5kA 2.8kA 2kA
80 2kA 2kA 2.5kA 2.5kA 2.8kA 2kA

100 2.5kA 2.5kA 2.8kA
125 2.5kA 2.8kA

MX2- EN, EM, ENM MCCB
32 1kA 2kA
63 2kA

Notes:
1) No content, indicating no selectivity.
2) 1 kA, indicating local selectivity, the number indicates the maximum fault current to achieve selectivity. For example, selectivity can be achieved below 1 kA, and above 1 kA upper 
and lower level circuit breakers may act simultaneously.
3) T, indicates that the full selectivity is satisfied within the breaking capacity of the lower level circuit breaker.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2, Selectivity table
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w Schrack-Info
Wide range of accessories
• Auxiliary contacts
• Rotary handles, door coupling handles
• Under voltage release units, shunt-trips
• Residual current release units
• Connection accessories
• General accessories

MX290015 MX290125 MX290172 MX290000

MX296732 MX299832 MX290199 MX299471

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
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w Schrack-Info
Wide range of accessories
• Auxiliary contacts
• Rotary handles, door coupling handles
• Under voltage release units, shunt-trips
• Residual current release units
• Connection accessories
• General accessories

MX290015 MX290125 MX290172 MX290000

MX296732 MX299832 MX290199 MX299471

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
w Installation Diagram for Accessories

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left
2) Right
3) Handle

-) MX2 cannot be equipped with undervoltage release and shunt release at the same time; Shunt trip
-) MX2 can be equipped with a maximum of 2 auxiliary contacts Under-voltage release

Auxiliary contact
Alarm contact

w Derating Factor Table for Circuit Breaker with Residual Current Protection Module
Model Derating factor
MX2 MCCB Type A +
MX2 RCD

125A ~ 180A 1
200A ~ 250A 0.9

MX2 MCCB - Type EN, EM, ENM +
MX2 RCD

32A ~ 160A 1
250A 0.95

w Derating Factor Table for Circuit Breakers with Plug-In and Drive-In socket
Model Derating factor

MX2 MCCB - Type A
125A ~ 180A 1
200A ~ 250A 0.95

MX2 MCCB - Type EN, EM, ENM
32A ~ 160A 1
250A 0.95

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
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w Auxiliary Contact: Indication of Circuit Breaker Status 
a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

w Clip Plate for MX2 3- and 4 Pole

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
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w Auxiliary Contact: Indication of Circuit Breaker Status 
a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

w Clip Plate for MX2 3- and 4 Pole

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
w Communication Module 

The communication module is an interface module for communication between the 
electronic trigger of the circuit breakers and the bus system and takes over the 
communication and output of the remote control via relay contacts. 
- Rated voltage: AC230V or DC24V (fault range ± 15%)
- Communication type: RS485 (Modbus RTU protocol)
- Contact capacity: AC250V/3A; DC30V / 3A
- Transmission medium: shielded twisted cable
- Transmission distance: 1.2 km (with shielded twisted pair of category A)
- Display of operating status: LED display
- Number of stations: 1 station

INPUT 1 OPV 15V output, connection to controller 15V input
INPUT 2 OPG GND, connect to controller GND
INPUT 3 RXA RS485 Bus A, connection to controller RS485A
INPUT 4 TXB RS485 Bus B, connection to controller RS485B

DI 5 DI1(AX) Auxiliary signal input, connection to AX PIN 4 auxiliary module
DI 6 DI2(AL) Alarm signal input, connection to alarm module AL PIN 4
DI 7 WITH Common terminal, connection to AX, AL, PIN 1

RS485 8 A+ RS485 Bus A, connection to external RS485 Bus A
RS485 9 B- RS485 Bus B, connection to external RS485 Bus B

ON 10 JD2 Relay output, connection with motor drive for switching on
ON 11 JD2 Relay output, connection with motor drive for switching on
OFF 12 JD1 Relay output, connection with motor drive for switching off
OFF 13 JD1 Relay output, connection with motor drive for switching off

DC24V 14 GND Supply voltage GND (DC24V model)
DC24V 15 24V Supply voltage 24V (DC24V model)
AC230 14 N Supply voltage 230V (AC230V model)
AC230 15 L Supply voltage 230V (AC230V model)

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
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w Box Terminal for MX 10-120mm² 

Suitable for aluminum and Cu conductors.
It enables the direct connection of bare conductors.

w Connection Extension for MX2 3- Und 4 Pole
A Top view
B Phase separator
X Horizontal centre
Y Vertical centre

Enables a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Terminal Cover Short for MX2 3- Und 4 Pole

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.If the voltage exceeds 500V, the terminal cover must be used

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
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w Box Terminal for MX 10-120mm² 

Suitable for aluminum and Cu conductors.
It enables the direct connection of bare conductors.

w Connection Extension for MX2 3- Und 4 Pole
A Top view
B Phase separator
X Horizontal centre
Y Vertical centre

Enables a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Terminal Cover Short for MX2 3- Und 4 Pole

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.If the voltage exceeds 500V, the terminal cover must be used

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
w Terminal Cover Long for MX2 3- and 4 Pole

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.If the voltage exceeds 500V, the terminal cover must be used

w Tunnel Terminal 1x35-240mm² for MX2

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
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w Tunnel Terminal 2x35-120mm²/6X35mm² for MX2

Suitable for aluminum and Cu conductors. 
Allows the direct connection of bare conductors.

w Rear Connection for MX2 3- and 4 Pole
A Top view
B Connection extension
N Neutral conductor
X Horizontal centre
Y Vertical centre

Allows the circuit breaker to be connected behind the mounting level. 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
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w Tunnel Terminal 2x35-120mm²/6X35mm² for MX2

Suitable for aluminum and Cu conductors. 
Allows the direct connection of bare conductors.

w Rear Connection for MX2 3- and 4 Pole
A Top view
B Connection extension
N Neutral conductor
X Horizontal centre
Y Vertical centre

Allows the circuit breaker to be connected behind the mounting level. 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
w Door Coupling Rotary Handle Lockable for MX2 

X Horizontal centre switch
X1 Horizontal centre rotary handle
Y Vertical centre switch

Y1 Vertical centre rotary handle

Protection class: IP50 
Switching position 0, I and triggered, in 3 positions.
The rotary handle can be locked with a padlock in the OFF position.
Attention: two versions for thermomagnetic or electronic release.
Enclosure door locked in "I" position

w Rotary Handle Complete, Lockable for MX2
X Horizontal centre switch

X1 Horizontal centre rotary handle
Y Vertical centre switch

Y1 Vertical centre rotary handle

Protection class: IP40
Switching position 0, I and triggered, in 3 positions. 
The rotary handle can be locked with a padlock in the OFF position.
Attention: two versions for thermomagnetic or electronic release.

w Mechanical Interlock for MX2 3- and 4 Pole

When using this locking device with two circuit breakers of the same size, only one of them can be operated.  For manual locking of two circuit breakers. 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories



Page 

50

w Remote Operator for MX2
X1 Horizontal centre remote operator
X2 Horizontal centre switch
Y Vertical centre

It is suitable for switching on, off and switching on circuit breakers over long distances, as well as for automation applications. 
- Protection class: IP40
- Display 0, I and triggered in 3 positions
- Switching between Automatic and Manual Operation
- Automatic switching via electrical control inputs
- Manual switching via key.
- When control voltage is between 85% and 110%, the circuit breaker can be reliably switched on and off.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
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Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Remote Operator for MX2
X1 Horizontal centre remote operator
X2 Horizontal centre switch
Y Vertical centre

It is suitable for switching on, off and switching on circuit breakers over long distances, as well as for automation applications. 
- Protection class: IP40
- Display 0, I and triggered in 3 positions
- Switching between Automatic and Manual Operation
- Automatic switching via electrical control inputs
- Manual switching via key.
- When control voltage is between 85% and 110%, the circuit breaker can be reliably switched on and off.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories
w Under Voltage Release 

Immediate triggering of circuit breakers or switch disconnectors when the supply voltage drops below 35% - 70%. 
Can be used for EMERGENCY STOP devices.
Installed in the circuit breaker.
If the undervoltage trigger is de-energized, contacting the switch main contacts during switch-on tests is safely prevented.

w Shunt Trip

Immediate triggering of circuit breakers or switch disconnectors at voltage pulse or application of continuous voltage in the range of 70% to 110% of the rated control voltage. If the 
working current trigger is live, contacting the switch main contacts during switch-on tests is reliably prevented. 

DESCRIPTION AVAILABLE ORDER NO.

General Accessories

Toggle Lever Locking Device for MX2 MX290199 

Clip Plate 25mm DIN-S for MX2 3 pole MX290213 

Clip Plate 25mm DIN-S for MX2 4 pole MX290214 

Communication module Modbus-RTU 24VDC 1.5m MX290000 

Communication module Modbus-RTU 230VAC 1.5m MX290001 

Battery Box for MX Molded Case Circuit Breaker Typ EN,ENM,EM MXBAT001 

Measuring Unit with Modbus 3-pole for MX2, IT-Net MX290031 

Measuring Unit with Modbus 3-pole for MX2, TT/TN-Net MX290032 

Connecting Technic, Accessories

Box Terminal for MX2 10-120mm², 1 piece MX290015 

Connection extension 3 pole for MX2, 6 pieces MX290019 

Connection extension 4 pole for MX2, 8 pieces MX290020 

Terminal Cover short 3 pole for MX2 MX290780 

Terminal Cover short 4 pole for MX2 MX290781 

Terminal Cover long 3 pole for MX2 MX290783 

Terminal Cover long 4 pole for MX2 MX290784 

Tunnel Terminal 1x35-240mm² for MX2, 1 piece MX296730 

Tunnel Terminal 2x35-120mm² for MX2, 1 piece MX296731 

Tunnel Terminal 6x10-35mm² for MX2, 1 piece MX296732 

Rear Connection, 3 pole for MX2 MX296734 

Rear Connection, 4 pole for MX2 MX296735 

Socket for MX2 3 pole MX296871 

Socket for MX2 4 pole MX296872 

Safety release for socket MX2 for thermal release MX296873 

Safety release for socket MX2 for electronic release MX296874 

Phase separator plates MX2 MX296870 

Rotary Handles, Door Coupling Handles, Accessories

Rotary handle complete, lockable for MX2, thermal release MX290125 

Rotary handle complete, lockable for MX2, electronic release MX290126 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

DESCRIPTION AVAILABLE ORDER NO.

Rotary Handles, Door Coupling Handles, Accessories

Door Coupling Rotary Handle, lockable, for MX2 for thermal release MX290172 

Door Coupling Rotary Handle, lockable, for MX2 for electronic release MX290173 

Mechanical Interlock for MX2 3 pole MX291581 

Mechanical Interlock for MX2 4 pole MX291582 

Under Voltage Release Units, Shunt-trips and Accessories

Under Voltage Release 110VAC for MX2, MX3 MX299462 

Under Voltage Release 220-240VAC for MX2, MX3 MX299471 

Under Voltage Release 380-415VAC for MX2, MX3 MX299473 

Under Voltage Release 24VDC for MX2, MX3 MX299481 

Under Voltage Release 220VDC for MX2, MX3 MX299489 

Shunt trip 110VAC for MX2, MX3 MX299567 

Shunt trip 220-240VAC for MX2, MX3 MX290154 

Shunt trip 380-415VAC for MX2, MX3 MX291607 

Shunt trip 24VDC for MX2, MX3 MX299736 

Shunt trip 220VDC for MX2, MX3 MX299742 

Remote Operator 24VDC for MX2 MX299837 

Remote Operator 110VAC/110-120VDC for MX2 MX299838 

Remote Operator 220-240VAC/220VDC for MX2 MX299832 

Remote Operator 380-415VAC for MX2 MX299833 

Measuring Unit with Modbus 4-pole for MX2 MX290040 

Auxiliary Contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

DESCRIPTION AVAILABLE ORDER NO.

Rotary Handles, Door Coupling Handles, Accessories

Door Coupling Rotary Handle, lockable, for MX2 for thermal release MX290172 

Door Coupling Rotary Handle, lockable, for MX2 for electronic release MX290173 

Mechanical Interlock for MX2 3 pole MX291581 

Mechanical Interlock for MX2 4 pole MX291582 

Under Voltage Release Units, Shunt-trips and Accessories

Under Voltage Release 110VAC for MX2, MX3 MX299462 

Under Voltage Release 220-240VAC for MX2, MX3 MX299471 

Under Voltage Release 380-415VAC for MX2, MX3 MX299473 

Under Voltage Release 24VDC for MX2, MX3 MX299481 

Under Voltage Release 220VDC for MX2, MX3 MX299489 

Shunt trip 110VAC for MX2, MX3 MX299567 

Shunt trip 220-240VAC for MX2, MX3 MX290154 

Shunt trip 380-415VAC for MX2, MX3 MX291607 

Shunt trip 24VDC for MX2, MX3 MX299736 

Shunt trip 220VDC for MX2, MX3 MX299742 

Remote Operator 24VDC for MX2 MX299837 

Remote Operator 110VAC/110-120VDC for MX2 MX299838 

Remote Operator 220-240VAC/220VDC for MX2 MX299832 

Remote Operator 380-415VAC for MX2 MX299833 

Measuring Unit with Modbus 4-pole for MX2 MX290040 

Auxiliary Contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 2 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• For system and line protection
• Adjustable overload release 0.7 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 36kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 400A to 500A

MX340431

w Technical Data
Size type 3
Poles 3
Rated operating current 400-500A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 36kA
Release Thermomagnetic release - Type A
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 12kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 10kA

Rated service breaking capacity Ics

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 10kA

Rated short-time withstand current Icw  (1s) -
Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 4000 operation cycles
AC 690V, In 1500 operation cycles

Net weight 5.5kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 36kA
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type A

DESCRIPTION AVAILABLE ORDER NO.

400 to 500A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 400A MX340431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 500A MX350431 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 36kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type A

DESCRIPTION AVAILABLE ORDER NO.

400 to 500A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 400A MX340431 

Moulded Case Circuit Breaker Type A, 3 pole, 36kA, 500A MX350431 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 36kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• For system, line protection and motor protection
• Adjustable overload release

∘ with thermomagnetic release unit: 0.7 - 1 x In
∘ with electronic release unit/motor protection: 0.4 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 400A to 630A

MX340231

w Technical Data
Size type 3
Poles 3
Rated operating current 400-500A (Type A), 400-630A (Type EN, EM, ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
  Digital electronic release  - Type EM

  Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 12kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 12kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 12kA

Rated short-time withstand current Icw (1s) 5kA (400A); 8kA (630A)
Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In

4000 operation cycles (400A)
3000 operation cycles (630A)

AC 690V, In 1500 operation cycles
Net weight 5.5kg (Type A); 6kg (Type EN, EM, ENM)

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 50kA
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w Dimensions 

w Tripping Characteristic: Type A

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 50kA
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w Dimensions 

w Tripping Characteristic: Type A

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 50kA
w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 50kA
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type ENM

DESCRIPTION AVAILABLE ORDER NO.

400 to 500A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 400A MX340231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 500A MX350231 

400 to 630A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 400A MX340232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 630A MX363232 

400 to 630A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 400A MX340233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 630A MX363233 

400 to 630A with Electronic Motor Protection

Moulded Case Circuit Breaker Type ENM, 3 pole, 50kA, 400A MX340237 

Moulded Case Circuit Breaker Type ENM, 3 pole, 50kA, 630A MX363237 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 50kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Seite
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type ENM

DESCRIPTION AVAILABLE ORDER NO.

400 to 500A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 400A MX340231 

Moulded Case Circuit Breaker Type A, 3 pole, 50kA, 500A MX350231 

400 to 630A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 400A MX340232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 630A MX363232 

400 to 630A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 400A MX340233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 630A MX363233 

400 to 630A with Electronic Motor Protection

Moulded Case Circuit Breaker Type ENM, 3 pole, 50kA, 400A MX340237 

Moulded Case Circuit Breaker Type ENM, 3 pole, 50kA, 630A MX363237 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 50kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• For system, line protection and motor protection
• Adjustable overload release

∘ with thermomagnetic release unit: 0.7 - 1 x In
∘ with electronic release unit/motor protection: 0.4 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 70kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 400A to 630A

MX340331

w Technical Data
Size type 3
Poles 3
Rated operating current 400-500A (Type A), 400-630A (Type EN, EM, ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 70kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
  Digital electronic release  - Type EM

  Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 12kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 70kA
AC 440V 70kA
AC 500V 40kA
AC 660/690V 12kA

Rated service breaking capacity Ics

AC 380/400/415V 70kA
AC 440V 70kA
AC 500V 40kA
AC 660/690V 12kA

Rated short-time withstand current Icw (1s) 5kA (400A)
8kA (630A)

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In

4000 operation cycles (400A)
3000 operation cycles (630A)

AC 690V, In 1500 operation cycles

Net weight
5.5kg (Type A)

6kg (Type EN, EM, ENM)

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 70kA
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w Dimensions 

w Tripping Characteristic: Type A

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 70kA
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w Dimensions 

w Tripping Characteristic: Type A

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 70kA
w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 70kA
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type ENM

DESCRIPTION AVAILABLE ORDER NO.

400 to 500A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 3 pole, 70kA, 400A MX340331 

Moulded Case Circuit Breaker Type A, 3 pole, 70kA, 500A MX350331 

400 to 630A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 400A MX340332 

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 630A MX363332 

400 to 630A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 400A MX340333 

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 630A MX363333 

400 to 630A with Electronic Motor Protection

Moulded Case Circuit Breaker Type ENM, 3 pole, 70kA, 400A MX340337 

Moulded Case Circuit Breaker Type ENM, 3 pole, 70kA, 630A MX363337 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 70kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type ENM

DESCRIPTION AVAILABLE ORDER NO.

400 to 500A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 3 pole, 70kA, 400A MX340331 

Moulded Case Circuit Breaker Type A, 3 pole, 70kA, 500A MX350331 

400 to 630A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 400A MX340332 

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 630A MX363332 

400 to 630A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 400A MX340333 

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 630A MX363333 

400 to 630A with Electronic Motor Protection

Moulded Case Circuit Breaker Type ENM, 3 pole, 70kA, 400A MX340337 

Moulded Case Circuit Breaker Type ENM, 3 pole, 70kA, 630A MX363337 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 3 Pole, 70kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• For system and line protection
• Adjustable overload release 0.7 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 36kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 400A to 500A

MX340441

w Technical Data
Size type 3
Poles 4
Rated operating current 400-500A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 36kA
Release Thermomagnetic release - Type A
Rated insulatoin voltage Ui 1000V
Rated impulse withstand voltage Uimp 12kV

Rated impulse withstand voltage Icu

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 10kA

Rated service breaking capacity Ics

AC 380/400/415V 36kA
AC 440V 36kA
AC 500V 25kA
AC 660/690V 10kA

Rated short-time withstand current Icw  (1s) -
Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 4000 operation cycles
AC 690V, In 1500 operation cycles

Net weight 7kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 36kA
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type A

DESCRIPTION AVAILABLE ORDER NO.

400 to 500A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 400A MX340441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 500A MX350441 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 36kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 



Page 

65

Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type A

DESCRIPTION AVAILABLE ORDER NO.

400 to 500A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 400A MX340441 

Moulded Case Circuit Breaker Type A, 4 pole, 36kA, 500A MX350441 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 36kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• For system and line protection
• Adjustable overload release

∘ with thermomagnetic release unit: 0.7 - 1 x In
∘ with electronic release unit: 0.4 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 400A to 630A

MX340241

w Technical Data
Size type 3
Poles 4
Rated operating current 400-500A (Type A), 400-630A (Type EN, EM, ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
  Digital electronic release  - Type EM

  Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 12kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 12kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 12kA

Rated short-time withstand current Icw  (1s) 5kA (400A)
8kA (630A)

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In

4000 operation cycles (400A) 
3000 operation cycles (630A)

AC 690V, In 1500 operation cycles

Net weight
7kg (Type A)

6kg (Type EN, EM, ENM)

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 50kA
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w Dimensions 

w Tripping Characteristic: Type A

w Tripping Characteristic: Type EN

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 50kA



Page 

67

Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Dimensions 

w Tripping Characteristic: Type A

w Tripping Characteristic: Type EN

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 50kA
DESCRIPTION AVAILABLE ORDER NO.

400 to 500A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 400A MX340241 

Moulded Case Circuit Breaker Type A, 4 pole, 50kA, 500A MX350241 

400 to 630A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 400A MX340242 

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 630A MX363242 

400 to 630A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 400A MX340243 

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 630A MX363243 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 50kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
• For system and line protection
• Adjustable overload release

∘ with thermomagnetic release unit: 0.7 - 1 x In
∘ with electronic release unit: 0.4 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 70kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 400A to 630A

MX340341

w Technical Data
Size type 3
Poles 4
Rated operating current 400-500A (Type A), 400-630A (Type EN, EM, ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 70kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
  Digital electronic release  - Type EM

  Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 12V

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 70kA
AC 440V 70kA
AC 500V 40kA
AC 660/690V 12kA

Rated service breaking capacity Ics

AC 380/400/415V 70kA
AC 440V 70kA
AC 500V 40kA
AC 660/690V 12kA

Rated short-time withstand current Icw  (1s) 5kA (400A)
8kA (630A)

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In

4000 operation cycles (400A)
3000 operation cycles (630A)

AC 690V, In 1500 operation cycles

Net weight
7kg (Type A)

8kg (Type EN, EM, ENM)

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 70kA
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w Schrack-Info
• For system and line protection
• Adjustable overload release

∘ with thermomagnetic release unit: 0.7 - 1 x In
∘ with electronic release unit: 0.4 - 1 x In

• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 70kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 400A to 630A

MX340341

w Technical Data
Size type 3
Poles 4
Rated operating current 400-500A (Type A), 400-630A (Type EN, EM, ENM)
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 70kA
Release Thermomagnetic release - Type A

Electronic release - Type EN 
  Digital electronic release  - Type EM

  Electronic release for motor protection - Type ENM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 12V

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 70kA
AC 440V 70kA
AC 500V 40kA
AC 660/690V 12kA

Rated service breaking capacity Ics

AC 380/400/415V 70kA
AC 440V 70kA
AC 500V 40kA
AC 660/690V 12kA

Rated short-time withstand current Icw  (1s) 5kA (400A)
8kA (630A)

Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In

4000 operation cycles (400A)
3000 operation cycles (630A)

AC 690V, In 1500 operation cycles

Net weight
7kg (Type A)

8kg (Type EN, EM, ENM)

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 70kA
w Tripping Characteristic: Type A

w Tripping Characteristic: Type EN

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 70kA



Page 

70

Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EM

DESCRIPTION AVAILABLE ORDER NO.

400 to 500A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 4 pole, 70kA, 400A MX340341 

Moulded Case Circuit Breaker Type A, 4 pole, 70kA, 500A MX350341 

400 to 630A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 400A MX340342 

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 630A MX363342 

400 to 630A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 400A MX340343 

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 630A MX363343 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 70kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EM

DESCRIPTION AVAILABLE ORDER NO.

400 to 500A with Thermomagnetic Release Unit

Moulded Case Circuit Breaker Type A, 4 pole, 70kA, 400A MX340341 

Moulded Case Circuit Breaker Type A, 4 pole, 70kA, 500A MX350341 

400 to 630A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 400A MX340342 

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 630A MX363342 

400 to 630A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 400A MX340343 

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 630A MX363343 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, 4 Pole, 70kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
MX340332F1: Combination MX340332 MCCB (Type EN, 3P, 70kA, 400A) and RCD F1
MX340342F1: Combination MX340342 MCCB (Type EN, 4P, 70kA, 400A) and RCD F1
MX363332F1: Combination MX363332 MCCB (Type EN, 3P, 70kA, 630A) and RCD F1
MX363342F1: Combination MX363342 MCCB (Type EN, 4P, 70kA, 630A) and RCD F1
MX340332F2: Combination MX340332 MCCB (Type EN, 3P, 70kA, 400A) and RCD F2
MX340342F2: Combination MX340342 MCCB (Type EN, 4P, 70kA, 400A) and RCD F2
MX363332F2: Combination MX363332 MCCB (Type EN, 3P, 70kA, 630A) and RCD F2
MX363342F2: Combination MX363342 MCCB (Type EN, 4P, 70kA, 630A) and RCD F2
Residual Current Device:
• Release Type A
• Four-step adjustable rated residual operating current

∘ F1: IΔn= 50mA-200mA-0.5A-1A

∘ F2: IΔn= 100mA-300mA-1A-2A

• Adjustable delay time 0-60-200-500ms

MX340332F1

w Technical Data: RCD
Rated operating current In (40°C) 630A
Size 3
Poles 3P, 4P
Rated insulation voltage Ui 1000V
Rated impulse withstand voltage Uimp 12kV
Rated operational voltage Ue (50/60Hz) 380/440/415VAC, 440VAC
Rated residual non-operating current IΔn F1 0.05-0.2-0.5-1A

F2 0.1-0.3-1-2A
Rated residualoperating current IΔno 0.5IΔn A

Limit non-actuating time Δt: 0-60-200-500ms*
Breaking time 100-300-500-1000ms
Rated residual making and breaking capacity IΔm 0.25Icu kA

Standard IEC/EN 60947-2
Ambient temperature -25°C ~ 70°C
Arcing distance 0
Dimension with circuitbreaker Width (3P/4P) 140mm/185mm

Height 355mm
Depth 113mm

Weight 3P 1.98kg
4P 2.69kg

Note: *When the residual operating current is set to 0.03A, the limit non-actuating time must be set to 0.

w Derating Factor for Circuit Breaker with RCD
Model Derating factor
MX3 400A 1

630A 0.9

Moulded Case Circuit Breakers MX, Fix Installed

w Combination MCCB Size 3 and RCD
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

DESCRIPTION AVAILABLE ORDER NO.

Combination MCCB Type EN, 3P, 70kA, 400A and RCD up to 1A MX340332F1 

Combination MCCB Type EN, 3P, 70kA, 400A and RCD up to 2A MX340332F2 

Combination MCCB Type EN, 3P, 70kA, 630A and RCD up to 1A MX363332F1 

Combination MCCB Type EN, 3P, 70kA, 630A and RCD up to 2A MX363332F2 

Combination MCCB Type EN, 4P, 70kA, 400A and RCD up to 1A MX340342F1 

Combination MCCB Type EN, 4P, 70kA, 630A and RCD up to 1A MX363342F1 

Combination MCCB Type EN, 4P, 70kA, 630A and RCD up to 2A MX363342F2 

Combination MCCB Type EN, 4P, 70kA, 400A and RCD up to 2A MX340342F2 

Moulded Case Circuit Breakers MX, Fix Installed

w Combination MCCB Size 3 and RCD

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

DESCRIPTION AVAILABLE ORDER NO.

Combination MCCB Type EN, 3P, 70kA, 400A and RCD up to 1A MX340332F1 

Combination MCCB Type EN, 3P, 70kA, 400A and RCD up to 2A MX340332F2 

Combination MCCB Type EN, 3P, 70kA, 630A and RCD up to 1A MX363332F1 

Combination MCCB Type EN, 3P, 70kA, 630A and RCD up to 2A MX363332F2 

Combination MCCB Type EN, 4P, 70kA, 400A and RCD up to 1A MX340342F1 

Combination MCCB Type EN, 4P, 70kA, 630A and RCD up to 1A MX363342F1 

Combination MCCB Type EN, 4P, 70kA, 630A and RCD up to 2A MX363342F2 

Combination MCCB Type EN, 4P, 70kA, 400A and RCD up to 2A MX340342F2 

Moulded Case Circuit Breakers MX, Fix Installed

w Combination MCCB Size 3 and RCD

 Order. no. blue: On stock, usually ready for delivery on the day of order 

 Upstream MX3-A MCCB MX3-EN, EM, ENM MCCB
Downstream In(A) 250 315 350 400 500 250 400 630

AM MCB

≤10 T T T T T T T T
16 T T T T T T T T
20 T T T T T T T T
25 T T T T T T T T
32 T T T T T T T T
40 T T T T T T T T
50 T T T T T T T T
63 T T T T T T T T

AK RCBO 1+N

≤10 T T T T T T T T
13 T T T T T T T T
16 T T T T T T T T
20 T T T T T T T T
25 T T T T T T T T
32 T T T T T T T T
40 T T T T T T T T
50 T T T T T T T T
63 T T T T T T T T

AK RCBO 3+N

≤10 T T T T T T T T
13 T T T T T T T T
16 T T T T T T T T
20 T T T T T T T T
25 T T T T T T T T
32 T T T T T T T T
40 T T T T T T T T

AMxxx5xx MCB 1+N/ 1TE

≤10 T T T T T T T T
16 T T T T T T T T
20 T T T T T T T T
25 T T T T T T T T
32 T T T T T T T T
40 T T T T T T T T

MX1 MCCB

16 T T T T T T T T
20 T T T T T T T T
25 T T T T T T T T
32 T T T T T T T T
40 2.8kA 3.5kA 4kA 5kA T 2.8kA 5kA T
50 2.8kA 3.5kA 4kA 5kA T 2.8kA 5kA T
63 2.8kA 3.5kA 4kA 5kA T 2.8kA 5kA T
80 2.8kA 3.5kA 4kA 5kA T 2.8kA 5kA T

100 2.8kA 3.5kA 4kA 5kA T 2.8kA 5kA T
125 2.8kA 3.5kA 4kA 5kA T 2.8kA 5kA T

MX2-A MCCB

125 2.8kA 3.5kA 4kA 5kA T 2.8kA 5kA T
160 2.8kA 3.5kA 4kA 5kA T 2.8kA 5kA T
180 3.5kA 4kA 5kA T 5kA T
200 4kA 5kA T 5kA T
225 5kA T 5kA T
250 5kA T 5kA T

MX2-EN, EM, ENM MCCB

32 2.8kA 3.5kA 4kA 5kA T 2.8kA 5kA T
63 2.8kA 3.5kA 4kA 5kA T 2.8kA 5kA T

100 2.8kA 3.5kA 4kA 5kA T 2.8kA 5kA T
160 4kA 5kA T 5kA T
250 5kA T 5kA T

MX3-A MCCB
250 5kA 6kA 9.5kA
315 6kA 9.5kA
350 9.5kA

MX3-EN, EM, ENM MCCB 250 5kA 6kA 5kA 9.5kA
Notes:
1) No content, indicating no selectivity.
2) 1 kA, indicating local selectivity, the number indicates the maximum fault current to achieve selectivity. For example, selectivity can be achieved below 1 kA, and above 1 kA upper 
and lower level circuit breakers may act simultaneously.
3) T, indicates that the full selectivity is satisfied within the breaking capacity of the lower level circuit breaker.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3, Selectivity table
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w Schrack-Info
Wide range of accessories:
• Auxiliary contacts
• Rotary handles, door coupling handles
• Under voltage release units, shunt-trips
• Residual current release units
• Connection accessories
• General accessories

MX390015 MX390125 MX390172 MX390199

MX396731 MX399832 MX390780 MX390783

w Installation Diagram for Accessories

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left 
2) Right
3) Handle

-) MX3 cannot be equipped with undervoltage release and shunt release at the same time; Shunt trip
-) MX3 can be equipped with a maximum of 3 auxiliary contacts Under-voltage release
-) MX series can only be equipped with one alarm contac Auxiliary contact

Alarm contact

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
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w Schrack-Info
Wide range of accessories:
• Auxiliary contacts
• Rotary handles, door coupling handles
• Under voltage release units, shunt-trips
• Residual current release units
• Connection accessories
• General accessories

MX390015 MX390125 MX390172 MX390199

MX396731 MX399832 MX390780 MX390783

w Installation Diagram for Accessories

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left 
2) Right
3) Handle

-) MX3 cannot be equipped with undervoltage release and shunt release at the same time; Shunt trip
-) MX3 can be equipped with a maximum of 3 auxiliary contacts Under-voltage release
-) MX series can only be equipped with one alarm contac Auxiliary contact

Alarm contact

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
w Derating Factor Table for Circuit Breaker with Residual Current Protection Module
Model Derating factor
MX3 MCCB Type A +
MX3 RCD

400A 0.93
500A 0.87

MX3 MCCB Type EN, EM, ENM +
MX3 RCD

400A ~ 500A 1
630A 0.90

w Derating Factor Table for Circuit Breakers with Plug-In and Drive-In socket
Model Derating factor

MX3 MCCB Type A
400A 1
500A 0.95

MX3 MCCB Type EN, EM, ENM
400A ~ 500A 1
630A 0.90

w Auxiliary Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

w Communication Module
The communication module is an interface module for communication between the 
electronic trigger of the circuit breakers and the bus system and takes over the 
communication and output of the remote control via relay contacts. 
- Rated voltage: AC230V or DC24V (fault range ± 15%)
- Communication type: RS485 (Modbus RTU protocol)
- Contact capacity: AC250V/3A; DC30V / 3A
- Transmission medium: shielded twisted cable
- Transmission distance: 1.2 km (with shielded twisted pair of category A)
- Display of operating status: LED display
- Number of stations: 1 station

INPUT 1 OPV 15V output, connection to controller 15V input
INPUT 2 OPG GND, connect to controller GND
INPUT 3 RXA RS485 Bus A, connection to controller RS485A
INPUT 4 TXB RS485 Bus B, connection to controller RS485B

DI 5 DI1(AX) Auxiliary signal input, connection to AX PIN 4 auxiliary module
DI 6 DI2(AL) Alarm signal input, connection to alarm module AL PIN 4
DI 7 COM Common terminal, connection to AX, AL, PIN 1

RS485 8 A+ RS485 Bus A, connection to external RS485 Bus A
RS485 9 B- RS485 Bus B, connection to external RS485 Bus B

ON 10 JD2 Relay output, connection with motor drive for switching on
ON 11 JD2 Relay output, connection with motor drive for switching on
OFF 12 JD1 Relay output, connection with motor drive for switching off
OFF 13 JD1 Relay output, connection with motor drive for switching off

DC24V 14 GND Supply voltage GND (DC24V model)
DC24V 15 24V Supply voltage 24V (DC24V model)
AC230 14 N Supply voltage 230V (AC230V model)
AC230 15 L Supply voltage 230V (AC230V model)

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
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w Tunnel Terminal for MX3 4X95mm²

Suitable for aluminum and Cu conductors. 
It enables the direct connection of bare conductors .  

w Connection Extension for MX3 3- and 4 Pole
A Top view
B Connection expansion
C Phase separator
X Horizontal centre
Y Vertical centre

Enables a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
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w Tunnel Terminal for MX3 4X95mm²

Suitable for aluminum and Cu conductors. 
It enables the direct connection of bare conductors .  

w Connection Extension for MX3 3- and 4 Pole
A Top view
B Connection expansion
C Phase separator
X Horizontal centre
Y Vertical centre

Enables a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
w Terminal Cover Short for MX3 3- and 4 Pole 

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.
If the voltage exceeds 500V, the terminal cover must be used.

w Terminal Cover Long for MX3 3- and 4 Pole

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.
If the voltage exceeds 500V, the terminal cover must be used.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
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w Tunnel Terminal 2x120-240mm²/4X95mm² 

Suitable for aluminum and Cu conductors. 
It enables the direct connection of bare conductors

w Rear Connection for MX3 3- and 4 Pole
A Top view
B Rear Connection
N Neutral conductor
X Horizontal centre
Y Vertical centre

Allows the circuit breaker to be connected behind the mounting level. 

w Rotary Handle Complete, Lockable for MX3
X Horizontal centre Switch

X1 Horizontal centre Rotary Handle
Y Vertical centre switch

Y1 Vertical centre Rotary Handle

Protection class: IP40
Activating position 0, I and released, in 3 positions
The rotary handle can be locked with a padlock in the OFF state.
Attention: two versions for thermomagnetic or electronic triggers

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
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w Tunnel Terminal 2x120-240mm²/4X95mm² 

Suitable for aluminum and Cu conductors. 
It enables the direct connection of bare conductors

w Rear Connection for MX3 3- and 4 Pole
A Top view
B Rear Connection
N Neutral conductor
X Horizontal centre
Y Vertical centre

Allows the circuit breaker to be connected behind the mounting level. 

w Rotary Handle Complete, Lockable for MX3
X Horizontal centre Switch

X1 Horizontal centre Rotary Handle
Y Vertical centre switch

Y1 Vertical centre Rotary Handle

Protection class: IP40
Activating position 0, I and released, in 3 positions
The rotary handle can be locked with a padlock in the OFF state.
Attention: two versions for thermomagnetic or electronic triggers

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
w Door Coupling Rotary Handle, Lockable for MX3

X Horizontal centre switch
X1 Horizontal centre rotary handle
Y Vertical centre switch

Y1 Vertical centre rotary hanlde

Protection class: IP50
Activation position 0, I and triggered, in 3 positions
The rotary handle can be locked with a padlock in the OFF state.
Attention: two versions for thermomagnetic or electronic triggers.
Control cabinet door locked in position "I"

w Mechanical Interlock 3- and 4 Pole

When using this locking device with two circuit breakers of the same size, only one of them can be operated.  For manual locking of two circuit breakers. 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
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w Remote Operator for MX3
X1 Horizontal centre remote operator
X2 Horizontal centre switch
Y Vertical centre

It is suitable for switching on, off and switching on circuit breakers over long distances, as well as for automation applications. 
- Protection class: IP40
- Display 0, I and triggered in 3 positions
- Switching between Automatic and Manual Operation
- Automatic switching via electrical control inputs
- Manual switching via key.
- When control voltage is between 85% and 110%, the circuit breaker can be reliably switched on and off.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
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w Remote Operator for MX3
X1 Horizontal centre remote operator
X2 Horizontal centre switch
Y Vertical centre

It is suitable for switching on, off and switching on circuit breakers over long distances, as well as for automation applications. 
- Protection class: IP40
- Display 0, I and triggered in 3 positions
- Switching between Automatic and Manual Operation
- Automatic switching via electrical control inputs
- Manual switching via key.
- When control voltage is between 85% and 110%, the circuit breaker can be reliably switched on and off.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
w Under Voltage Release for MX3 

Instantaneous tripping of circuit breakers or switch-disconnectors when the supply voltage drops below 35% - 70%. 
Can be used with EMERGENCY STOP devices.
Is installed in the circuit breaker.
When the undervoltage release is de-energised, contacting of the breaker main contacts is reliably prevented during closing attempts.

w Shunt Trip for MX3 

Immediate triggering of circuit breakers or switch disconnectors at voltage pulse or application of continuous voltage in the range of 70% to 110% of the rated control voltage. If the 
working current trigger is live, contacting the switch main contacts during switch-on tests is reliably prevented. 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories
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Seite
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

DESCRIPTION AVAILABLE ORDER NO.

General Accessories

Communication module Modbus-RTU 24VDC 1.5m MX290000 

Communication module Modbus-RTU 230VAC 1.5m MX290001 

Toggle Lever Locking Device for MX3 MX390199 

Battery Box for MX Molded Case Circuit Breaker Typ EN,ENM,EM MXBAT001 

Connecting Technic, Accessories

Box Terminal for MX3 120-240MM², 1 piece MX390015 

Connection extension 3 pole for MX3, 6 pieces MX390019 

Connection extension 4 pole for MX3, 8 pieces MX390020 

Terminal Cover short 3 pole for MX3 MX390780 

Terminal Cover short 4 pole for MX3 MX390781 

Terminal Cover long 3 pole for MX3 MX390783 

Terminal Cover long 4 pole for MX3 MX390784 

Tunnel Terminal 2x120-240mm² for MX3, 1 piece MX396730 

Tunnel Terminal 4x95mm² for MX3, 1 piece MX396731 

Rear Connection, 3 pole for MX3 MX396734 

Rear Connection, 4 pole for MX3 MX396735 

Socket for MX3 3 pole MX396871 

Socket for MX3 4 pole MX396872 

Safety release for socket MX3 for thermal release MX396873 

Safety release for socket MX3 for electronic release MX396874 

Phase separator plates MX3 MX396870 

Rotary Handles, Door Coupling Handles, Accessories

Rotary Handle complete, lockable for MX3 for thermal release MX390125 

Rotary Handle complete, lockable for MX3 for electronic release MX390126 

Door Coupling Rotary Handle, lockable, for MX3 for thermal release MX390172 

Door Coupling Rotary Handle, lockable, for MX3 for electronic release MX390173 

Mechanical Interlock for MX3 3 pole MX391581 

Mechanical Interlock for MX3 4 pole MX391582 

Under Voltage Release Units, Shunt-trips and Accessories

Under Voltage Release 110VAC for MX2, MX3 MX299462 

Under Voltage Release 220-240VAC for MX2, MX3 MX299471 

Under Voltage Release 380-415VAC for MX2, MX3 MX299473 

Under Voltage Release 24VDC for MX2, MX3 MX299481 

Under Voltage Release 220VDC for MX2, MX3 MX299489 

Shunt trip 110VAC for MX2, MX3 MX299567 

Shunt trip 220-240VAC for MX2, MX3 MX290154 

Shunt trip 380-415VAC for MX2, MX3 MX291607 

Shunt trip 24VDC for MX2, MX3 MX299736 

Shunt trip 220VDC for MX2, MX3 MX299742 

Remote Operator 24VDC for MX3 MX399837 

Remote Operator 110VAC/110-120VDC for MX3 MX399838 

Remote Operator 220-240VAC/220VDC for MX3 MX399832 

Remote Operator 380-415VAC for MX3 MX399833 

Measuring Unit with Modbus 3-pole for MX3, IT-Net MX390031 

Measuring Unit with Modbus 3-pole for MX3, TT/TN-Net MX390032 

Measuring Unit with Modbus 4-pole for MX3 MX390040 

Auxiliary Contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 



Page 

83

Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

DESCRIPTION AVAILABLE ORDER NO.

General Accessories

Communication module Modbus-RTU 24VDC 1.5m MX290000 

Communication module Modbus-RTU 230VAC 1.5m MX290001 

Toggle Lever Locking Device for MX3 MX390199 

Battery Box for MX Molded Case Circuit Breaker Typ EN,ENM,EM MXBAT001 

Connecting Technic, Accessories

Box Terminal for MX3 120-240MM², 1 piece MX390015 

Connection extension 3 pole for MX3, 6 pieces MX390019 

Connection extension 4 pole for MX3, 8 pieces MX390020 

Terminal Cover short 3 pole for MX3 MX390780 

Terminal Cover short 4 pole for MX3 MX390781 

Terminal Cover long 3 pole for MX3 MX390783 

Terminal Cover long 4 pole for MX3 MX390784 

Tunnel Terminal 2x120-240mm² for MX3, 1 piece MX396730 

Tunnel Terminal 4x95mm² for MX3, 1 piece MX396731 

Rear Connection, 3 pole for MX3 MX396734 

Rear Connection, 4 pole for MX3 MX396735 

Socket for MX3 3 pole MX396871 

Socket for MX3 4 pole MX396872 

Safety release for socket MX3 for thermal release MX396873 

Safety release for socket MX3 for electronic release MX396874 

Phase separator plates MX3 MX396870 

Rotary Handles, Door Coupling Handles, Accessories

Rotary Handle complete, lockable for MX3 for thermal release MX390125 

Rotary Handle complete, lockable for MX3 for electronic release MX390126 

Door Coupling Rotary Handle, lockable, for MX3 for thermal release MX390172 

Door Coupling Rotary Handle, lockable, for MX3 for electronic release MX390173 

Mechanical Interlock for MX3 3 pole MX391581 

Mechanical Interlock for MX3 4 pole MX391582 

Under Voltage Release Units, Shunt-trips and Accessories

Under Voltage Release 110VAC for MX2, MX3 MX299462 

Under Voltage Release 220-240VAC for MX2, MX3 MX299471 

Under Voltage Release 380-415VAC for MX2, MX3 MX299473 

Under Voltage Release 24VDC for MX2, MX3 MX299481 

Under Voltage Release 220VDC for MX2, MX3 MX299489 

Shunt trip 110VAC for MX2, MX3 MX299567 

Shunt trip 220-240VAC for MX2, MX3 MX290154 

Shunt trip 380-415VAC for MX2, MX3 MX291607 

Shunt trip 24VDC for MX2, MX3 MX299736 

Shunt trip 220VDC for MX2, MX3 MX299742 

Remote Operator 24VDC for MX3 MX399837 

Remote Operator 110VAC/110-120VDC for MX3 MX399838 

Remote Operator 220-240VAC/220VDC for MX3 MX399832 

Remote Operator 380-415VAC for MX3 MX399833 

Measuring Unit with Modbus 3-pole for MX3, IT-Net MX390031 

Measuring Unit with Modbus 3-pole for MX3, TT/TN-Net MX390032 

Measuring Unit with Modbus 4-pole for MX3 MX390040 

Auxiliary Contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 3 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• For system and line protection
• Adjustable overload release 0.4 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 800A to 1600A

MX480232

w Technical Data
Size type 4
Poles 3
Rated operating current 800 - 1600A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Electronic release - Type EN 

Digital electronic release  - Type EM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 30kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 40kA
AC 500V 30kA
AC 660/690V 30kA

Rated short-time withstand current Icw (1s) 20kA
Pollution degree 3
IP Rating IP40
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 6000 operation cycles

Electrical endurance
AC 415V, In 1000 operation cycles
AC 690V, In 1000 operation cycles

Net weight 13.5kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 3 Pole, 50kA
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 800A MX480232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 1000A MX410232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 1250A MX412232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 1600A MX416232 

800 to 1600A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 800A MX480233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 1000A MX410233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 1250A MX412233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 1600A MX416233 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 3 Pole, 50kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 800A MX480232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 1000A MX410232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 1250A MX412232 

Moulded Case Circuit Breaker Type EN, 3 pole, 50kA, 1600A MX416232 

800 to 1600A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 800A MX480233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 1000A MX410233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 1250A MX412233 

Moulded Case Circuit Breaker Type EM, 3 pole, 50kA, 1600A MX416233 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 3 Pole, 50kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• For system and line protection
• Adjustable overload release 0.4 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 70kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 800A to 1600A

MX480332

w Technical Data
Size type 4
Poles 3
Rated operating current 800 - 1600A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 70kA
Release Electronic release - Type EN 

  Digital electronic release  - Type EM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 70kA
AC 440V 65kA
AC 500V 50kA
AC 660/690V 30kA

Rated service breaking capacity Ics

AC 380/400/415V 70kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 30kA

Rated short-time withstand current Icw  (1s) 20kA
Pollution degree 3
IP Rating IP40
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 6000 operation cycles

Electrical endurance
AC 415V, In 1000 operation cycles
AC 690V, In 1000 operation cycles

Net weight 13.5kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 3 Pole, 70kA
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 800A MX480332 

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 1000A MX410332 

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 1250A MX412332 

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 1600A MX416332 

800 to 1600A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 800A MX480333 

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 1000A MX410333 

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 1250A MX412333 

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 1600A MX416333 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 3 Pole, 70kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 800A MX480332 

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 1000A MX410332 

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 1250A MX412332 

Moulded Case Circuit Breaker Type EN, 3 pole, 70kA, 1600A MX416332 

800 to 1600A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 800A MX480333 

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 1000A MX410333 

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 1250A MX412333 

Moulded Case Circuit Breaker Type EM, 3 pole, 70kA, 1600A MX416333 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 3 Pole, 70kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• For system and line protection
• Adjustable overload release 0.4 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 50kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 800A to 1600A

MX480242

w Technical Data
Size type 4
Poles 4
Rated operating current 800 - 1600A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 50kA
Release Electronic release - Type EN 

Digital electronic release  - Type EM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 50kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 30kA

Rated service breaking capacity Ics

AC 380/400/415V 50kA
AC 440V 40kA
AC 500V 30kA
AC 660/690V 30kA

Rated short-time withstand current Icw  (1s) 20kA
Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability operation cycles 6000 operation cycles

Electrical endurance (operation cycles)
AC 415V, In 1000 operation cycles
AC 690V, In 1000 operation cycles

Net weight 17.5kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 4 Pole, 50kA
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 800A MX480242 

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 1000A MX410242 

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 1250A MX412242 

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 1600A MX416242 

800 to 1600A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 800A MX480243 

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 1000A MX410243 

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 1250A MX412243 

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 1600A MX416243 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 4 Pole, 50kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 800A MX480242 

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 1000A MX410242 

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 1250A MX412242 

Moulded Case Circuit Breaker Type EN, 4 pole, 50kA, 1600A MX416242 

800 to 1600A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 800A MX480243 

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 1000A MX410243 

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 1250A MX412243 

Moulded Case Circuit Breaker Type EM, 4 pole, 50kA, 1600A MX416243 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 4 Pole, 50kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• For system and line protection
• Adjustable overload release 0.4 - 1 x In
• Adjustable short circuit release
• Screw connections standard, box terminals as option
• Switching capacity 70kA at 400V 50/60Hz
• According IEC/EN 60947-2
• Rated current 800A to 1600A

MX480342

w Technical Data
Size type 4
Poles 4
Rated operating current 800 - 1600A
Rated operational voltage ≤690VAC
Short circuit switching capacity (400V) 70kA
Release Electronic release - Type EN 

  Digital electronic release  - Type EM
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV

Rated ultimate short-circuit breaking capacity Icu

AC 380/400/415V 70kA
AC 440V 65kA
AC 500V 50kA
AC 660/690V 30kA

Rated service breaking capacity Ics

AC 380/400/415V 70kA
AC 440V 50kA
AC 500V 40kA
AC 660/690V 30kA

Rated short-time withstand current Icw  (1s) 20kA
Pollution degree 3
IP Rating IP20
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Mechanical durability 6000 operation cycles

Electrical endurance
AC 415V, In 1000 operation cycles
AC 690V, In 1000 operation cycles

Weight 17.5kg

w Dimensions

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 4 Pole, 70kA



Page 

90

Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 800A MX480342 

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 1000A MX410342 

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 1250A MX412342 

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 1600A MX416342 

800 to 1600A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 800A MX480343 

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 1000A MX410343 

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 1250A MX412343 

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 1600A MX416343 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 4 Pole, 70kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Tripping Characteristic: Type EN

w Tripping Characteristic: Type EM

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A with Electronic Release Unit

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 800A MX480342 

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 1000A MX410342 

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 1250A MX412342 

Moulded Case Circuit Breaker Type EN, 4 pole, 70kA, 1600A MX416342 

800 to 1600A with Digital Electronic Release Unit

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 800A MX480343 

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 1000A MX410343 

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 1250A MX412343 

Moulded Case Circuit Breaker Type EM, 4 pole, 70kA, 1600A MX416343 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, 4 Pole, 70kA

 Order. no. blue: On stock, usually ready for delivery on the day of order 

 Upstream MX4-A MCCB MX4-EN, EM, ENM MCCB
Downstream In(A) 800 1000 1250 1600 800 1000 1250 1600

AM MCB

≤10 T T T T T T T T
16 T T T T T T T T
20 T T T T T T T T
25 T T T T T T T T
32 T T T T T T T T
40 T T T T T T T T
50 T T T T T T T T
63 T T T T T T T T

AK RCBO 1+N

≤10 T T T T T T T T
13 T T T T T T T T
16 T T T T T T T T
20 T T T T T T T T
25 T T T T T T T T
32 T T T T T T T T
40 T T T T T T T T
50 T T T T T T T T
63 T T T T T T T T

AK RCBO 3+N

≤10 T T T T T T T T
13 T T T T T T T T
16 T T T T T T T T
20 T T T T T T T T
25 T T T T T T T T
32 T T T T T T T T
40 T T T T T T T T

AMxxx5xx MCB 1+N/ 1TE

≤10 T T T T T T T T
16 T T T T T T T T
20 T T T T T T T T
25 T T T T T T T T
32 T T T T T T T T
40 T T T T T T T T

MX1 MCCB

16 T T T T T T T T
20 T T T T T T T T
25 T T T T T T T T
32 T T T T T T T T
40 T T T T T T T T
50 T T T T T T T T
63 T T T T T T T T
80 T T T T T T T T

100 T T T T T T T T
125 T T T T T T T T

MX2-A MCCB

125 T T T T T T T T
160 T T T T T T T T
180 T T T T T T T T
200 T T T T T T T T
225 T T T T T T T T
250 T T T T T T T T

MX2-EN, EM, ENM MCCB

32 T T T T T T T T
63 T T T T T T T T

100 T T T T T T T T
160 T T T T T T T T
250 T T T T T T T T

MX3-A MCCB

250 9.5kA 12kA 15kA 19kA 9.5kA 12kA 15kA 19kA
315 9.5kA 12kA 15kA 19kA 9.5kA 12kA 15kA 19kA
350 9.5kA 12kA 15kA 19kA 9.5kA 12kA 15kA 19kA
400 9.5kA 12kA 15kA 19kA 9.5kA 12kA 15kA 19kA
500 9.5kA 9.5kA 1.25kA 1.6kA 9.5kA 9.5kA 1.25kA 1.6kA

MX3-EN, EM, ENM MCCB
250 9.5kA 12kA 15kA 19kA 9.5kA 12kA 15kA 19kA
400 9.5kA 12kA 15kA 19kA 9.5kA 12kA 15kA 19kA
630 - 9.5kA 1.25kA 1.6kA - 9.5kA 1.25kA 1.6kA

Notes:
1) No content, indicating no selectivity.
2) 1kA, indicating local selectivity, the number indicates the maximum fault current to achieve selectivity. For example, selectivity can be achieved below 1kA, and above 1kA upper 
and lower level circuit breakers may act simultaneously.
3) T, indicates that the full selectivity is satisfied within the breaking capacity of the lower level circuit breaker.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4, Selectivity table
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w Schrack-Info
Wide range of accessories:
• Auxiliary contacts
• Under voltage release units, shunt-trips
• Connection accessories
• General accessories

MX490017 MX490154 MX496730 MX499471

w Installation Diagram for Accessories

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left 
2) Right 
3) Handle

-) MX4 cannot be equipped with undervoltage release and shunt release at the same time; Shunt trip
-) MX4 can be equipped with a maximum of 3 auxiliary contacts Under-voltage release
-) MX series can only be equipped with one alarm contac Auxiliary contact

Alarm contact

w Auxiliary Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4 - Accessories
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w Schrack-Info
Wide range of accessories:
• Auxiliary contacts
• Under voltage release units, shunt-trips
• Connection accessories
• General accessories

MX490017 MX490154 MX496730 MX499471

w Installation Diagram for Accessories

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left 
2) Right 
3) Handle

-) MX4 cannot be equipped with undervoltage release and shunt release at the same time; Shunt trip
-) MX4 can be equipped with a maximum of 3 auxiliary contacts Under-voltage release
-) MX series can only be equipped with one alarm contac Auxiliary contact

Alarm contact

w Auxiliary Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4 - Accessories
w Communication Module 

The communication module is an interface module for communication between the 
electronic trigger of the circuit breakers and the bus system and takes over the 
communication and output of the remote control via relay contacts. 
- Rated voltage: AC230V or DC24V (fault range ± 15%)
- Communication type: RS485 (Modbus RTU protocol)
- Contact capacity: AC250V/3A; DC30V / 3A 
- Transmission medium: shielded twisted cable 
- Transmission distance: 1.2 km (with shielded twisted pair of category A)
- Display of operating status: LED display
- Number of stations: 1 station

INPUT 1 OPV 15V output, connection to controller 15V input
INPUT 2 OPG GND, connect to controller GND
INPUT 3 RXA RS485 Bus A, connection to controller RS485A
INPUT 4 TXB RS485 Bus B, connection to controller RS485B

DI 5 DI1(AX) Auxiliary signal input, connection to AX PIN 4 auxiliary module
DI 6 DI2(AL) Alarm signal input, connection to alarm module AL PIN 4
DI 7 COM Common terminal, connection to AX, AL, PIN 1

RS485 8 A+ RS485 Bus A, connection to external RS485 Bus A
RS485 9 B- RS485 Bus B, connection to external RS485 Bus B

ON 10 JD2 Relay output, connection with motor drive for switching on
ON 11 JD2 Relay output, connection with motor drive for switching on
OFF 12 JD1 Relay output, connection with motor drive for switching off
OFF 13 JD1 Relay output, connection with motor drive for switching off

DC24V 14 GND Supply voltage GND (DC24V model)
DC24V 15 24V Supply voltage GND (DC24V model)
AC230 14 N Supply voltage 230V (AC230V model)
AC230 15 L Supply voltage 230V (AC230V model)

w Connection Extension 3-Pole for MX4, 1000-1250A
A Top view
B Connection extension
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased. 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4 - Accessories
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w Connection Extension 4-Pole for MX4, 1000-1250A
A Top view
B Connection extension
X Horizontal centre
Y Vertikal centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Connection Extension 3-Pole for MX4, 1600A
A Top view
B Connection extension
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4 - Accessories
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w Connection Extension 4-Pole for MX4, 1000-1250A
A Top view
B Connection extension
X Horizontal centre
Y Vertikal centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Connection Extension 3-Pole for MX4, 1600A
A Top view
B Connection extension
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4 - Accessories
w Connection Extension 4-Pole for MX4, 1600A

A Top view
B Connection extension
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Tunnel Terminal for MX4 3X95-300mm²/4X95-240mm²

Suitable for aluminum and Cu conductors. Allows the direct connection of bare conductors.

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4 - Accessories
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w Under Voltage Release for MX4 

Immediate triggering of circuit breakers or switch disconnectors when the supply voltage drops below 35% - 70%.  
Can be used for EMERGENCY STOP devices. Installed in the circuit breaker.
Is built into the circuit breaker.
If the undervoltage trigger is de-energized, contacting the switch main contacts during switch-on tests is safely prevented.

w Shunt Trip for MX4

Immediate triggering of circuit breakers or switch disconnectors at voltage pulse or application of continuous voltage in the range of 70% to 110% of the rated control voltage. If the 
working current trigger is live, contacting the switch main contacts during switch-on tests is reliably prevented. 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4 - Accessories
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Under Voltage Release for MX4 

Immediate triggering of circuit breakers or switch disconnectors when the supply voltage drops below 35% - 70%.  
Can be used for EMERGENCY STOP devices. Installed in the circuit breaker.
Is built into the circuit breaker.
If the undervoltage trigger is de-energized, contacting the switch main contacts during switch-on tests is safely prevented.

w Shunt Trip for MX4

Immediate triggering of circuit breakers or switch disconnectors at voltage pulse or application of continuous voltage in the range of 70% to 110% of the rated control voltage. If the 
working current trigger is live, contacting the switch main contacts during switch-on tests is reliably prevented. 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4 - Accessories
DESCRIPTION AVAILABLE ORDER NO.

General Accessories

Communication module Modbus-RTU 24VDC 1.5m MX290000 

Communication module Modbus-RTU 230VAC 1.5m MX290001 

Battery Box for MX Molded Case Circuit Breaker Typ EN,ENM,EM MXBAT001 

Connecting Technic, Accessories

Connection extension 3 pole for MX4, 1000-1250A, 6 pieces MX490017 

Connection extension 4 pole for MX4, 1000-1250A, 8 pieces MX490018 

Connection extension 3 pole for MX4, 1600A, 6 pieces MX490019 

Connection extension 4 pole for MX4, 1600A, 8 pieces MX490020 

Tunnel Terminal 3x95-300mm² for MX4, 800-1250A, 1 piece MX496730 

Tunnel Terminal 4x95-240mm² for MX4, 800-1250A, 1 piece MX496731 

Phase separator plates MX4 MX496870 

Under Voltage Release Units, Shunt-trips and Accessories

Under Voltage Release 220-240VAC for MX4 MX499471 

Under Voltage Release 380-415VAC for MX4 MX499473 

Shunt trip 220-240VAC for MX4 MX490154 

Shunt trip 380-415VAC for MX4 MX491607 

Shunt trip 24VDC for MX4 MX499736 

Auxiliary Contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Moulded Case Circuit Breakers MX, Fix Installed

w MCCB MX Size 4 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Load Switches MX

w Load Switches MX Size 1 w Load Switches MX Size 1

w Load Switches MX Size 2

w Load Switches MX Size 3

w Load Switches MX Size 3

w Load Switches MX Size 4
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

Load Switches MX

Load Switches MX,  
Fix Installed 

w Table of Contents
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Load Switches MX Size 4  ..........................................................................................................  Page 139
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w Schrack-Info
• Load Switches without release unit
• Screw connections standard, box terminals as option
• Retrofittable with auxiliary contacts, undervoltage and shunt release
• Rated short-circuit making capacity Icm = 3.2kA at 415V 50/60Hz
• According IEC/EN 60947-3
• Rated operational current 125A

MX112035

w Technical Data
Size type 1
Poles 3
Conventional thermal current Ith 40°C 125A
Rated operating current Ie 125A
Rated operating voltage ≤690VAC
Rated insulation voltage Ui  1000V
Rated impulse withsand voltage Uimp 8kV
Rated short-circuit making capacity Icm 3.2kA
Rated short-time withstand current Icw 1s / 3s 2kA / 2kA
Utilization category AC-22A/AC-23A
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Arcing distance 0
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Mounting and connection

Fixed Front connection ●
Rear connection ●

Plug-in Front connection ●
Rear connection ●

Draw-out Front connection -

Rear connection -

DIN rail Front connection ●
Net weight 1.05kg

Load Switches MX, Fix Installed

w Load Switches MX Size 1, 3 Pole



Page 

101

Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Schrack-Info
• Load Switches without release unit
• Screw connections standard, box terminals as option
• Retrofittable with auxiliary contacts, undervoltage and shunt release
• Rated short-circuit making capacity Icm = 3.2kA at 415V 50/60Hz
• According IEC/EN 60947-3
• Rated operational current 125A

MX112035

w Technical Data
Size type 1
Poles 3
Conventional thermal current Ith 40°C 125A
Rated operating current Ie 125A
Rated operating voltage ≤690VAC
Rated insulation voltage Ui  1000V
Rated impulse withsand voltage Uimp 8kV
Rated short-circuit making capacity Icm 3.2kA
Rated short-time withstand current Icw 1s / 3s 2kA / 2kA
Utilization category AC-22A/AC-23A
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Arcing distance 0
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Mounting and connection

Fixed Front connection ●
Rear connection ●

Plug-in Front connection ●
Rear connection ●

Draw-out Front connection -

Rear connection -

DIN rail Front connection ●
Net weight 1.05kg

Load Switches MX, Fix Installed

w Load Switches MX Size 1, 3 Pole
w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

to 125A load switches, remote releasable

Switch Disconnector MX1 3 pole 125A MX112035 

Load Switches MX, Fix Installed

w Load Switches MX Size 1, 3 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
• Load Switches without release unit
• Screw connections standard, box terminals as option
• Retrofittable with auxiliary contacts, undervoltage and shunt release
• Rated short-circuit making capacity Icm = 3.2kA at 415V 50/60Hz
• According IEC/EN 60947-3
• Rated operational current 125A

MX112045

w Technical Data
Size type 1
Poles 4
Conventional thermal current Ith 40°C 125A
Rated operating current Ie 125A
Rated operating voltage ≤690VAC
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV
Rated short-circuit making capacity Icm 3.2kA
Rated short-time withstand current Icw 1s / 3s 2kA / 2kA
Utilization category AC-22A/AC-23A
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Arcing distance 0
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Mounting and connection

Fixed Front connection ●
Rear connection ●

Plug-in Front connection ●
Rear connection ●

Draw-out Front connection -

Rear connection -

DIN rail Front connection ●
Net weight 1.5kg

Load Switches MX, Fix Installed

w Load Switches MX Size 1, 4 Pole
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Schrack-Info
• Load Switches without release unit
• Screw connections standard, box terminals as option
• Retrofittable with auxiliary contacts, undervoltage and shunt release
• Rated short-circuit making capacity Icm = 3.2kA at 415V 50/60Hz
• According IEC/EN 60947-3
• Rated operational current 125A

MX112045

w Technical Data
Size type 1
Poles 4
Conventional thermal current Ith 40°C 125A
Rated operating current Ie 125A
Rated operating voltage ≤690VAC
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV
Rated short-circuit making capacity Icm 3.2kA
Rated short-time withstand current Icw 1s / 3s 2kA / 2kA
Utilization category AC-22A/AC-23A
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Arcing distance 0
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 8000 operation cycles
AC 690V, In 2000 operation cycles

Mounting and connection

Fixed Front connection ●
Rear connection ●

Plug-in Front connection ●
Rear connection ●

Draw-out Front connection -

Rear connection -

DIN rail Front connection ●
Net weight 1.5kg

Load Switches MX, Fix Installed

w Load Switches MX Size 1, 4 Pole
w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

to 125A load switches, remote releasable

Switch Disconnector MX1 4 pole 125A MX112045 

Load Switches MX, Fix Installed

w Load Switches MX Size 1, 4 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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w Schrack-Info
Wide range of accessories
• Auxiliary contacts
• Under voltage release units, shunt-trips
• Connection accessories
• General accessories

MX190015 MX190125 MX190172 MX190780

MX196730 MX199832 MX199471 MX190783

w Installation Diagram for Accessories

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left
2) Right
3) Handle

-) MX1 cannot be equipped with undervoltage release and shunt release at the same time Shunt trip
-) MX1 can be equipped with a maximum of 2 auxiliary contacts Under-voltage release

Auxiliary contact
Alarm contact

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories
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w Schrack-Info
Wide range of accessories
• Auxiliary contacts
• Under voltage release units, shunt-trips
• Connection accessories
• General accessories

MX190015 MX190125 MX190172 MX190780

MX196730 MX199832 MX199471 MX190783

w Installation Diagram for Accessories

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left
2) Right
3) Handle

-) MX1 cannot be equipped with undervoltage release and shunt release at the same time Shunt trip
-) MX1 can be equipped with a maximum of 2 auxiliary contacts Under-voltage release

Auxiliary contact
Alarm contact

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories
w Auxiliary Contact: Indication of Circuit Breaker Status 

a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories
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w Clip Plate for MX1 3- and 4 Pole 

w Box Terminal for MX1

Suitable for aluminum and Cu conductors. 
It enables the direct connection of bare conductors

w Connection Extesnsion for MX1 3- and 4 Pole
A Top view
B Phase separator
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories
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w Clip Plate for MX1 3- and 4 Pole 

w Box Terminal for MX1

Suitable for aluminum and Cu conductors. 
It enables the direct connection of bare conductors

w Connection Extesnsion for MX1 3- and 4 Pole
A Top view
B Phase separator
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories
w Terminal Cover Short for MX1 3- and 4 Pole

Protection class: IP40
Serves to protect the contacts against contact and also serves as phase separation.
If the voltage exceeds 500V, the terminal cover must be used.

w Terminal Cover Long for MX1 3- and 4 Pole

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.
If the voltage exceeds 500V, the terminal cover must be used.

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories
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w Tunnel Terminal 1x16-95mm² for MX1

Suitable for aluminum and Cu conductors.
It enables the direct connection of bare conductors.

w Rear Connection for MX1 3- and 4 Pole
A Top view
B Connection extension
N Neutral conductor
X Horizontal centre
Y Vertical centre

Allows the circuit breaker to be connected behind the mounting level. 

w Mechanical Interlock for MX1 3- and 4 Pole

When using this locking device with two circuit breakers of the same size, only one of them can be operated.  For manual locking of two circuit breakers. 

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories
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w Tunnel Terminal 1x16-95mm² for MX1

Suitable for aluminum and Cu conductors.
It enables the direct connection of bare conductors.

w Rear Connection for MX1 3- and 4 Pole
A Top view
B Connection extension
N Neutral conductor
X Horizontal centre
Y Vertical centre

Allows the circuit breaker to be connected behind the mounting level. 

w Mechanical Interlock for MX1 3- and 4 Pole

When using this locking device with two circuit breakers of the same size, only one of them can be operated.  For manual locking of two circuit breakers. 

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories
w Remote Operator for MX1

X1 Horizontal centre remote operator
X2 Horizontal centre switch
Y Vertical centre

It is suitable for closing, opening and reclosing circuit breakers over long distances, as well as for automation applications. 
- Protection class: IP40
- Display 0, I and tripped in 3 positions
- Switching between automatic and manual operation
- Automatic switching via electrical control inputs.
- Manual switching via switching key.
- When control voltage is between 85% and 110%, the circuit-breaker can be reliably switched on and off.

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories
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w Under Voltage Release for MX1 

Instantaneous tripping of circuit breakers or switch-disconnectors when the supply voltage drops below 35% - 70%. 
Can be used with EMERGENCY STOP devices.
Is installed in the circuit breaker.
When the undervoltage release is de-energised, contacting of the breaker main contacts is reliably prevented during closing attempts.

w Shunt Trip for MX1

Instantaneous tripping of circuit-breaker or switch-disconnector on voltage pulse or application of continuous voltage in the range of 70% to 110% of the rated control voltage.If the 
shunt release is live, contacting of the breaker main contacts is reliably prevented during closing attempts. 

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories
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Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Under Voltage Release for MX1 

Instantaneous tripping of circuit breakers or switch-disconnectors when the supply voltage drops below 35% - 70%. 
Can be used with EMERGENCY STOP devices.
Is installed in the circuit breaker.
When the undervoltage release is de-energised, contacting of the breaker main contacts is reliably prevented during closing attempts.

w Shunt Trip for MX1

Instantaneous tripping of circuit-breaker or switch-disconnector on voltage pulse or application of continuous voltage in the range of 70% to 110% of the rated control voltage.If the 
shunt release is live, contacting of the breaker main contacts is reliably prevented during closing attempts. 

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories
DESCRIPTION AVAILABLE ORDER NO.

General accessories

Toggle Lever Locking Device for MX1 MX190199 

Clip Plate 35mm DIN-S for MX1 3 pole MX190213 

Clip Plate 35mm DIN-S for MX1 4 pole MX190214 

Connecting technic, accessories

Box Terminal for MX1 2.5-75mm², 1 piece MX190015 

Connection extension 3 pole for MX1, 6 pieces MX190019 

Connection extension 4 pole for MX1, 8 pieces MX190020 

Terminal Cover short 3 pole for MX1 MX190780 

Terminal Cover short 4 pole for MX1 MX190781 

Terminal Cover long 3 pole for MX1 MX190783 

Terminal Cover long 4 pole for MX1 MX190784 

Tunnel Terminal 1x16-95mm² for MX1, 1 piece MX196730 

Rear Connection, 3 pole for MX1 MX196734 

Rear Connection, 4 pole for MX1 MX196735 

Socket for MX1 3 pole MX196871 

Socket for MX1 4 pole MX196872 

Safety release for socket MX1 MX196873 

Phase separator plates MX1 MX196870 

Rotary handles, door coupling handles, accessories

Mechanical Interlock for MX1 3 pole MX191581 

Mechanical Interlock for MX1 4 pole MX191582 

Undervoltage release units, shunt-trips and accessories

Under Voltage Release 110VAC for MX1 MX199462 

Under Voltage Release 220-240VAC for MX1 MX199471 

Under Voltage Release 380-415VAC for MX1 MX199473 

Under Voltage Release 24VDC for MX1 MX199481 

Under Voltage Release 220VDC for MX1 MX199489 

Shunt trip 110VAC for MX1 MX199567 

Shunt trip 220-240VAC for MX1 MX190154 

Shunt trip 380-415VAC for MX1 MX191607 

Shunt trip 24VDC for MX1 MX199736 

Shunt trip 220VDC for MX1 MX199742 

Remote Operator 24VDC for MX1 MX199837 

Remote Operator 110VAC/110-120VDC for MX1 MX199838 

Remote Operator 220-240VAC/220VDC for MX1 MX199832 

Remote Operator 380-415VAC for MX1 MX199833 

Auxiliary contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Load Switches MX, Fix Installed

w Load Switches MX Size 1 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Seite
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Schrack-Info
• Load Switches without release unit
• Screw connections standard, box terminals as option
• Retrofittable with auxiliary contacts, undervoltage and shunt release
• Rated short-circuit making capacity Icm = 5kA at 415V 50/60Hz
• According IEC/EN 60947-3
• Rated operational current 250A

MX225035

w Technical Data
Size type 2
Poles 3
Conventional thermal current Ith 40°C 250A
Rated operating current Ie 250A
Rated operating voltage ≤690VAC
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV
Rated short-circuit making capacity Icm 5kA
Rated short-time withstand current Icw 1s / 3s 3.2kA / 3.2kA
Utilization category AC-22A/AC-23A
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Arcing distance 0
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 6000 operation cycles
AC 690V, In 1500 operation cycles

Mounting and connection

Fixed Front connection ●
Rear connection ●

Plug-in Front connection ●
Rear connection ●

Draw-out Front connection -

Rear connection -

DIN rail Front connection ●
Net weight 1.75kg

w Dimensions

DESCRIPTION AVAILABLE ORDER NO.

to 250A load switches, remote releasable

Switch Disconnector MX2 3 pole 250A MX225035 

Load Switches MX, Fix Installed

w Load Switches MX Size 2, 3 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Schrack-Info
• Load Switches without release unit
• Screw connections standard, box terminals as option
• Retrofittable with auxiliary contacts, undervoltage and shunt release
• Rated short-circuit making capacity Icm = 5kA at 415V 50/60Hz
• According IEC/EN 60947-3
• Rated operational current 250A

MX225035

w Technical Data
Size type 2
Poles 3
Conventional thermal current Ith 40°C 250A
Rated operating current Ie 250A
Rated operating voltage ≤690VAC
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV
Rated short-circuit making capacity Icm 5kA
Rated short-time withstand current Icw 1s / 3s 3.2kA / 3.2kA
Utilization category AC-22A/AC-23A
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Arcing distance 0
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 6000 operation cycles
AC 690V, In 1500 operation cycles

Mounting and connection

Fixed Front connection ●
Rear connection ●

Plug-in Front connection ●
Rear connection ●

Draw-out Front connection -

Rear connection -

DIN rail Front connection ●
Net weight 1.75kg

w Dimensions

DESCRIPTION AVAILABLE ORDER NO.

to 250A load switches, remote releasable

Switch Disconnector MX2 3 pole 250A MX225035 

Load Switches MX, Fix Installed

w Load Switches MX Size 2, 3 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• Load Switches without release unit
• Screw connections standard, box terminals as option
• Retrofittable with auxiliary contacts, undervoltage and shunt release
• Rated short-circuit making capacity Icm = 5kA at 415V 50/60Hz
• According IEC/EN 60947-3
• Rated operational current 250A

MX225045

w Technical Data
Size type 2
Poles 4
Conventional thermal current Ith 40°C 250A
Rated operating current Ie 250A
Rated operating voltage ≤690VAC
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 8kV
Rated short-circuit making capacity Icm 5kA
Rated short-time withstand current Icw 1s / 3s 3.2kA / 3.2kA
Utilization category AC-22A/AC-23A
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Arcing distance 0
Mechanical durability 15000 operation cycles

Electrical endurance
AC 415V, In 6000 operation cycles
AC 690V, In 1500 operation cycles

Mounting and connection

Fixed Front connection ●
Rear connection ●

Plug-in Front connection ●
Rear connection ●

Draw-out Front connection -

Rear connection -

DIN rail Front connection ●
Net weight 2.4kg

Load Switches MX, Fix Installed

w Load Switches MX Size 2, 4 Pole
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

to 250A load switches, remote releasable

Switch Disconnector MX2 4 pole 250A MX225045 

Load Switches MX, Fix Installed

w Load Switches MX Size 2, 4 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

to 250A load switches, remote releasable

Switch Disconnector MX2 4 pole 250A MX225045 

Load Switches MX, Fix Installed

w Load Switches MX Size 2, 4 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
Wide range of accessories
• Auxiliary contacts
• Rotary handles, door coupling handles
• Under voltage release units, shunt-trips
• Connection accessories
• General accessories

MX290015 MX290125 MX290172 MX296732

MX299832 MX290199 MX299471 MX296731

w Installation Diagram for Accessories 

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left
2) Right
3) Handle

-) MX2 cannot be equipped with undervoltage release and shunt release at the same time; Shunt trip
-) MX2 can be equipped with a maximum of 2 auxiliary contacts Under-voltage release

Auxiliary contact
Alarm contact

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
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w Auxiliary Contact: Indication of Circuit Breaker Status 
a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

w Clip Plate for MX2 3- and 4 Pole

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
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w Auxiliary Contact: Indication of Circuit Breaker Status 
a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

w Clip Plate for MX2 3- and 4 Pole

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
w Communication Module 

The communication module is an interface module for communication between the 
electronic trigger of the circuit breakers and the bus system and takes over the 
communication and output of the remote control via relay contacts. 
- Rated voltage: AC230V or DC24V (fault range ± 15%)
- Communication type: RS485 (Modbus RTU protocol)
- Contact capacity: AC250V/3A; DC30V / 3A
- Transmission medium: shielded twisted cable
- Transmission distance: 1.2 km (with shielded twisted pair of category A)
- Display of operating status: LED display
- Number of stations: 1 station

INPUT 1 OPV 15V output, connection to controller 15V input
INPUT 2 OPG GND, connect to controller GND
INPUT 3 RXA RS485 Bus A, connection to controller RS485A
INPUT 4 TXB RS485 Bus B, connection to controller RS485B

DI 5 DI1(AX) Auxiliary signal input, connection to AX PIN 4 auxiliary module
DI 6 DI2(AL) Alarm signal input, connection to alarm module AL PIN 4
DI 7 WITH Common terminal, connection to AX, AL, PIN 1

RS485 8 A+ RS485 Bus A, connection to external RS485 Bus A
RS485 9 B- RS485 Bus B, connection to external RS485 Bus B

ON 10 JD2 Relay output, connection with motor drive for switching on
ON 11 JD2 Relay output, connection with motor drive for switching on
OFF 12 JD1 Relay output, connection with motor drive for switching off
OFF 13 JD1 Relay output, connection with motor drive for switching off

DC24V 14 GND Supply voltage GND (DC24V model)
DC24V 15 24V Supply voltage 24V (DC24V model)
AC230 14 N Supply voltage 230V (AC230V model)
AC230 15 L Supply voltage 230V (AC230V model)

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
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w Box Terminal for MX2 10-120mm² 

Suitable for aluminum and Cu conductors.
It enables the direct connection of bare conductors.

w Connection Extension for MX2 3- and 4 Pole
A Top view
B Phase separator
X Horizontal centre
Y Vertical centre

Enables a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Terminal Cover Short for MX2 3- and 4 Pole

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.If the voltage exceeds 500V, the terminal cover must be used

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
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w Box Terminal for MX2 10-120mm² 

Suitable for aluminum and Cu conductors.
It enables the direct connection of bare conductors.

w Connection Extension for MX2 3- and 4 Pole
A Top view
B Phase separator
X Horizontal centre
Y Vertical centre

Enables a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Terminal Cover Short for MX2 3- and 4 Pole

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.If the voltage exceeds 500V, the terminal cover must be used

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
w Terminal Cover Long for MX2 3- and 4 Pole

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.If the voltage exceeds 500V, the terminal cover must be used

w Tunnel Terminal 1x35-240mm² for MX2

w Tunnel Terminal 2x35-120mm²/6X10-35mm² for MX2

Suitable for aluminum and Cu conductors. 
Allows the direct connection of bare conductors.

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
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w Rear Connection for MX2 3- and 4 Pole
A Top view
B Connection extension
N Neutral conductor
X Horizontal centre
Y Vertical centre

Allows the circuit breaker to be connected behind the mounting level. 

w Door Coupling Rotary Handle for MX2, Lockable
X Horizontal centre switch

X1 Horizontal centre rotary handle
Y Vertical centre switch

Y1 Vertical centre rotary handle

Protection class: IP50 
Switching position 0, I and triggered, in 3 positions.
The rotary handle can be locked with a padlock in the OFF position.
Attention: two versions for thermomagnetic or electronic release.
Enclosure door locked in "I" position

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
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w Rear Connection for MX2 3- and 4 Pole
A Top view
B Connection extension
N Neutral conductor
X Horizontal centre
Y Vertical centre

Allows the circuit breaker to be connected behind the mounting level. 

w Door Coupling Rotary Handle for MX2, Lockable
X Horizontal centre switch

X1 Horizontal centre rotary handle
Y Vertical centre switch

Y1 Vertical centre rotary handle

Protection class: IP50 
Switching position 0, I and triggered, in 3 positions.
The rotary handle can be locked with a padlock in the OFF position.
Attention: two versions for thermomagnetic or electronic release.
Enclosure door locked in "I" position

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
w Rotary Handle Complete for MX2, Lockable 

X Horizontal centre switch
X1 Horizontal centre rotary handle
Y Vertical centre switch

Y1 Vertical centre rotary handle

Protection class: IP40
Switching position 0, I and triggered, in 3 positions. 
The rotary handle can be locked with a padlock in the OFF position.
Attention: two versions for thermomagnetic or electronic release.

w Mechanical Interlock for MX2 3- and 4 Pole

When using this locking device with two circuit breakers of the same size, only one of them can be operated.  For manual locking of two circuit breakers. 

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
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w Remote Operator for MX2 
X1 Horizontal centre remote operator
X2 Horizontal centre switch
Y Vertical centre

It is suitable for switching on, off and switching on circuit breakers over long distances, as well as for automation applications. 
- Protection class: IP40
- Display 0, I and triggered in 3 positions
- Switching between Automatic and Manual Operation
- Automatic switching via electrical control inputs
- Manual switching via key.
- When control voltage is between 85% and 110%, the circuit breaker can be reliably switched on and off.

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
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w Remote Operator for MX2 
X1 Horizontal centre remote operator
X2 Horizontal centre switch
Y Vertical centre

It is suitable for switching on, off and switching on circuit breakers over long distances, as well as for automation applications. 
- Protection class: IP40
- Display 0, I and triggered in 3 positions
- Switching between Automatic and Manual Operation
- Automatic switching via electrical control inputs
- Manual switching via key.
- When control voltage is between 85% and 110%, the circuit breaker can be reliably switched on and off.

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
w Under Voltage Release 

Immediate triggering of circuit breakers or switch disconnectors when the supply voltage drops below 35% - 70%. 
Can be used for EMERGENCY STOP devices.
Installed in the circuit breaker.
If the undervoltage trigger is de-energized, contacting the switch main contacts during switch-on tests is safely prevented.

w Shunt Trip

Immediate triggering of circuit breakers or switch disconnectors at voltage pulse or application of continuous voltage in the range of 70% to 110% of the rated control voltage. If the 
working current trigger is live, contacting the switch main contacts during switch-on tests is reliably prevented. 

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories
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Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

DESCRIPTION AVAILABLE ORDER NO.

General accessories

Toggle Lever Locking Device for MX2 MX290199 

Clip Plate 25mm DIN-S for MX2 3 pole MX290213 

Clip Plate 25mm DIN-S for MX2 4 pole MX290214 

Connecting technic, accessories

Box Terminal for MX2 10-120mm², 1 piece MX290015 

Connection extension 3 pole for MX2, 6 pieces MX290019 

Connection extension 4 pole for MX2, 8 pieces MX290020 

Terminal Cover short 3 pole for MX2 MX290780 

Terminal Cover short 4 pole for MX2 MX290781 

Terminal Cover long 3 pole for MX2 MX290783 

Terminal Cover long 4 pole for MX2 MX290784 

Tunnel Terminal 1x35-240mm² for MX2, 1 piece MX296730 

Tunnel Terminal 2x35-120mm² for MX2, 1 piece MX296731 

Tunnel Terminal 6x10-35mm² for MX2, 1 piece MX296732 

Rear Connection, 3 pole for MX2 MX296734 

Rear Connection, 4 pole for MX2 MX296735 

Socket for MX2 3 pole MX296871 

Socket for MX2 4 pole MX296872 

Safety release for socket MX2 for thermal release MX296873 

Safety release for socket MX2 for electronic release MX296874 

Phase separator plates MX2 MX296870 

Rotary handles, door coupling handles, accessories

Mechanical Interlock for MX2 3 pole MX291581 

Mechanical Interlock for MX2 4 pole MX291582 

Rotary handle complete, lockable for MX2 SD MX290127 

Door coupling rotary handle, lockable, for MX2 SD MX290174 

Undervoltage release units, shunt-trips and accessories

Under Voltage Release 110VAC for MX2, MX3 MX299462 

Under Voltage Release 220-240VAC for MX2, MX3 MX299471 

Under Voltage Release 380-415VAC for MX2, MX3 MX299473 

Under Voltage Release 24VDC for MX2, MX3 MX299481 

Under Voltage Release 220VDC for MX2, MX3 MX299489 

Shunt trip 110VAC for MX2, MX3 MX299567 

Shunt trip 220-240VAC for MX2, MX3 MX290154 

Shunt trip 380-415VAC for MX2, MX3 MX291607 

Shunt trip 24VDC for MX2, MX3 MX299736 

Shunt trip 220VDC for MX2, MX3 MX299742 

Remote Operator 24VDC for MX2 MX299837 

Remote Operator 110VAC/110-120VDC for MX2 MX299838 

Remote Operator 220-240VAC/220VDC for MX2 MX299832 

Remote Operator 380-415VAC for MX2 MX299833 

Measuring Unit with Modbus 4-pole for MX2 MX290040 

Auxiliary contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

DESCRIPTION AVAILABLE ORDER NO.

General accessories

Toggle Lever Locking Device for MX2 MX290199 

Clip Plate 25mm DIN-S for MX2 3 pole MX290213 

Clip Plate 25mm DIN-S for MX2 4 pole MX290214 

Connecting technic, accessories

Box Terminal for MX2 10-120mm², 1 piece MX290015 

Connection extension 3 pole for MX2, 6 pieces MX290019 

Connection extension 4 pole for MX2, 8 pieces MX290020 

Terminal Cover short 3 pole for MX2 MX290780 

Terminal Cover short 4 pole for MX2 MX290781 

Terminal Cover long 3 pole for MX2 MX290783 

Terminal Cover long 4 pole for MX2 MX290784 

Tunnel Terminal 1x35-240mm² for MX2, 1 piece MX296730 

Tunnel Terminal 2x35-120mm² for MX2, 1 piece MX296731 

Tunnel Terminal 6x10-35mm² for MX2, 1 piece MX296732 

Rear Connection, 3 pole for MX2 MX296734 

Rear Connection, 4 pole for MX2 MX296735 

Socket for MX2 3 pole MX296871 

Socket for MX2 4 pole MX296872 

Safety release for socket MX2 for thermal release MX296873 

Safety release for socket MX2 for electronic release MX296874 

Phase separator plates MX2 MX296870 

Rotary handles, door coupling handles, accessories

Mechanical Interlock for MX2 3 pole MX291581 

Mechanical Interlock for MX2 4 pole MX291582 

Rotary handle complete, lockable for MX2 SD MX290127 

Door coupling rotary handle, lockable, for MX2 SD MX290174 

Undervoltage release units, shunt-trips and accessories

Under Voltage Release 110VAC for MX2, MX3 MX299462 

Under Voltage Release 220-240VAC for MX2, MX3 MX299471 

Under Voltage Release 380-415VAC for MX2, MX3 MX299473 

Under Voltage Release 24VDC for MX2, MX3 MX299481 

Under Voltage Release 220VDC for MX2, MX3 MX299489 

Shunt trip 110VAC for MX2, MX3 MX299567 

Shunt trip 220-240VAC for MX2, MX3 MX290154 

Shunt trip 380-415VAC for MX2, MX3 MX291607 

Shunt trip 24VDC for MX2, MX3 MX299736 

Shunt trip 220VDC for MX2, MX3 MX299742 

Remote Operator 24VDC for MX2 MX299837 

Remote Operator 110VAC/110-120VDC for MX2 MX299838 

Remote Operator 220-240VAC/220VDC for MX2 MX299832 

Remote Operator 380-415VAC for MX2 MX299833 

Measuring Unit with Modbus 4-pole for MX2 MX290040 

Auxiliary contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Load Switches MX, Fix Installed

w Load Switches MX Size 2 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• Load Switches without release unit
• Screw connections standard, box terminals as option
• Retrofittable with auxiliary contacts, undervoltage and shunt release
• Rated short-circuit making capacity Icm = 8kA (für MX34) / 14kA (für MX38) at 415V 50/60Hz
• According IEC/EN 60947-3
• Rated operational current 400A / 800A

MX340035

w Technical Data
MX34 MX38

Size type 3
Poles 3
Conventional thermal current Ith 40°C 400A 800A
Rated operating current Ie 400A 800A
Rated operating voltage ≤690VAC
Rated insulation voltage Ui 1000V 1250V
Rated impulse withsand voltage Uimp 12kV
Rated short-circuit making capacity Icm 8kA 14kA

Rated short-time withstand current Icw 1s / 3s 5kA/5kA
8kA/10kA (1s); 8kA/10kA 

(3s)
Utilization category AC-22A/AC-23A
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Arcing distance 0
Mechanical durability 15000 operation cycles 10000 operation cycles

Electrical endurance
AC 415V, In 4000 operation cycles 2000 operation cycles
AC 690V, In 1500 operation cycles 1000 operation cycles

Mounting and connection

Fixed Front connection ● -
Rear connection ● ●

Plug-in Front connection ● -
Rear connection ● -

Draw-out Front connection ● ●
Rear connection ● ●

DIN rail Front connection - -
Net weight 5kg 9.5kg

Load Switches MX, Fix Installed

w Load Switches MX Size 3, 3 Pole
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

to 800A load switches, remote releasable

Switch Disconnector MX3, 3 pole, 400A MX340035 

Switch Disconnector MX3, 3 pole, 800A MX380035 

Load Switches MX, Fix Installed

w Load Switches MX Size 3, 3 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

to 800A load switches, remote releasable

Switch Disconnector MX3, 3 pole, 400A MX340035 

Switch Disconnector MX3, 3 pole, 800A MX380035 

Load Switches MX, Fix Installed

w Load Switches MX Size 3, 3 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• Load Switches without release unit
• Screw connections standard, box terminals as option
• Retrofittable with auxiliary contacts, undervoltage and shunt release
• Rated short-circuit making capacity Icm = 8kA (für MX34) / 14kA (für MX38) at 415V 50/60Hz
• According IEC/EN 60947-3
• Rated operational current 400A / 800A

MX340045

w Technical Data
MX34 MX38

Size type 3
Poles 4
Conventional thermal current Ith 40°C 400A 800A
Rated operating current Ie 400A 800A
Rated operating voltage ≤690VAC
Rated insulation voltage Ui 1000V 1250V
Rated impulse withsand voltage Uimp 12kV
Rated short-circuit making capacity Icm 8kA 14kA

Rated short-time withstand current Icw 1s / 3s 5kA/5kA
8kA/10kA (1s); 8kA/

10kA (3s)
Utilization category AC-22A/AC-23A
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Arcing distance 0
Mechanical durability  15000 operation cycles 10000 operation cycles

Electrical endurance
AC 415V, In 4000 operation cycles 2000 operation cycles
AC 690V, In 1500 operation cycles 1000 operation cycles

Mounting and connection

Fixed Front connection ● -
Rear connection ● ●

Plug-in Front connection ● -
Rear connection ● -

Draw-out Front connection ● ●
Rear connection ● ●

DIN rail Front connection - -
Net weight 5.5kg 12.5kg

Load Switches MX, Fix Installed

w Load Switches MX Size 3, 4 Pole
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

to 800A load switches, remote releasable

Switch Disconnector MX3, 4 pole, 400A MX340045 

Switch Disconnector MX3, 4 pole, 800A MX380045 

Load Switches MX, Fix Installed

w Load Switches MX Size 3, 4 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

to 800A load switches, remote releasable

Switch Disconnector MX3, 4 pole, 400A MX340045 

Switch Disconnector MX3, 4 pole, 800A MX380045 

Load Switches MX, Fix Installed

w Load Switches MX Size 3, 4 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
Wide range of accessories
• Auxiliary contacts
• Rotary handles, door coupling handles
• Under voltage release units, shunt-trips
• Connection accessories
• General accessories

MX390015 MX390125 MX390172 MX390199

MX396731 MX399832 MX390780 MX390783

w Installation Diagram for Accessories

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left 
2) Right
3) Handle

-) MX3 cannot be equipped with undervoltage release and shunt release at the same time; Shunt trip
-) MX3 can be equipped with a maximum of 3 auxiliary contacts Under-voltage release
-) MX series can only be equipped with one alarm contac Auxiliary contact

Alarm contact

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
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w Auxiliary Contact: Indication of Circuit Breaker Status 
a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
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w Auxiliary Contact: Indication of Circuit Breaker Status 
a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
w Communication Module 

The communication module is an interface module for communication between the 
electronic trigger of the circuit breakers and the bus system and takes over the 
communication and output of the remote control via relay contacts. 
- Rated voltage: AC230V or DC24V (fault range ± 15%)
- Communication type: RS485 (Modbus RTU protocol)
- Contact capacity: AC250V/3A; DC30V / 3A
- Transmission medium: shielded twisted cable
- Transmission distance: 1.2 km (with shielded twisted pair of category A)
- Display of operating status: LED display
- Number of stations: 1 station

INPUT 1 OPV 15V output, connection to controller 15V input
INPUT 2 OPG GND, connect to controller GND
INPUT 3 RXA RS485 Bus A, connection to controller RS485A
INPUT 4 TXB RS485 Bus B, connection to controller RS485B

DI 5 DI1(AX) Auxiliary signal input, connection to AX PIN 4 auxiliary module
DI 6 DI2(AL) Alarm signal input, connection to alarm module AL PIN 4
DI 7 COM Common terminal, connection to AX, AL, PIN 1

RS485 8 A+ RS485 Bus A, connection to external RS485 Bus A
RS485 9 B- RS485 Bus B, connection to external RS485 Bus B

ON 10 JD2 Relay output, connection with motor drive for switching on
ON 11 JD2 Relay output, connection with motor drive for switching on
OFF 12 JD1 Relay output, connection with motor drive for switching off
OFF 13 JD1 Relay output, connection with motor drive for switching off

DC24V 14 GND Supply voltage GND (DC24V model)
DC24V 15 24V Supply voltage 24V (DC24V model)
AC230 14 N Supply voltage 230V (AC230V model)
AC230 15 L Supply voltage 230V (AC230V model)

w Tunnel Terminal for MX3 4X95mm²

Suitable for aluminum and Cu conductors. 
It enables the direct connection of bare conductors .  

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
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w Connection Extension for MX3
A Top view
B Connection expansion
C Phase separator
X Horizontal centre
Y Vertical centre

Enables a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Terminal Cover Short for MX3

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.
If the voltage exceeds 500V, the terminal cover must be used.

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
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w Connection Extension for MX3
A Top view
B Connection expansion
C Phase separator
X Horizontal centre
Y Vertical centre

Enables a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Terminal Cover Short for MX3

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.
If the voltage exceeds 500V, the terminal cover must be used.

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
w Terminal Cover Long for MX3

Protection class: IP40 
Serves to protect the contacts against contact and also serves as phase separation.
If the voltage exceeds 500V, the terminal cover must be used.

w Tunnel Terminal for MX3, 2x120-240mm²/4X95mm²

Suitable for aluminum and Cu conductors. 
It enables the direct connection of bare conductors

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
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w Rear Connection for MX3 3- and 4 Pole
A Top view
B Rear Connection
N Neutral conductor
X Horizontal centre
Y Vertical centre

Allows the circuit breaker to be connected behind the mounting level. 

w Rotary Handle Complete for MX3, Lockable
X Horizontal centre Switch

X1 Horizontal centre Rotary Handle
Y Vertical centre switch

Y1 Vertical centre Rotary Handle

Protection class: IP40
Activating position 0, I and released, in 3 positions
The rotary handle can be locked with a padlock in the OFF state.
Attention: two versions for thermomagnetic or electronic triggers

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
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w Rear Connection for MX3 3- and 4 Pole
A Top view
B Rear Connection
N Neutral conductor
X Horizontal centre
Y Vertical centre

Allows the circuit breaker to be connected behind the mounting level. 

w Rotary Handle Complete for MX3, Lockable
X Horizontal centre Switch

X1 Horizontal centre Rotary Handle
Y Vertical centre switch

Y1 Vertical centre Rotary Handle

Protection class: IP40
Activating position 0, I and released, in 3 positions
The rotary handle can be locked with a padlock in the OFF state.
Attention: two versions for thermomagnetic or electronic triggers

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
w Door Coupling Rotary Handle for MX3, Lockable

X Horizontal centre switch
X1 Horizontal centre rotary handle
Y Vertical centre switch

Y1 Vertical centre rotary hanlde

Protection class: IP50
Activation position 0, I and triggered, in 3 positions
The rotary handle can be locked with a padlock in the OFF state.
Attention: two versions for thermomagnetic or electronic triggers.
Control cabinet door locked in position "I"

w Mechanical Interlock for MX3 3- and 4 Pole

When using this locking device with two circuit breakers of the same size, only one of them can be operated.  For manual locking of two circuit breakers. 

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
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w Remote Operator for MX3
X1 Horizontal centre remote operator
X2 Horizontal centre switch
Y Vertical centre

It is suitable for switching on, off and switching on circuit breakers over long distances, as well as for automation applications. 
- Protection class: IP40
- Display 0, I and triggered in 3 positions
- Switching between Automatic and Manual Operation
- Automatic switching via electrical control inputs
- Manual switching via key.
- When control voltage is between 85% and 110%, the circuit breaker can be reliably switched on and off.

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
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w Remote Operator for MX3
X1 Horizontal centre remote operator
X2 Horizontal centre switch
Y Vertical centre

It is suitable for switching on, off and switching on circuit breakers over long distances, as well as for automation applications. 
- Protection class: IP40
- Display 0, I and triggered in 3 positions
- Switching between Automatic and Manual Operation
- Automatic switching via electrical control inputs
- Manual switching via key.
- When control voltage is between 85% and 110%, the circuit breaker can be reliably switched on and off.

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
w Under Voltage Release for MX3 

Instantaneous tripping of circuit breakers or switch-disconnectors when the supply voltage drops below 35% - 70%. 
Can be used with EMERGENCY STOP devices.
Is installed in the circuit breaker.
When the undervoltage release is de-energised, contacting of the breaker main contacts is reliably prevented during closing attempts.

w Shunt Trip for MX3

Immediate triggering of circuit breakers or switch disconnectors at voltage pulse or application of continuous voltage in the range of 70% to 110% of the rated control voltage. If the 
working current trigger is live, contacting the switch main contacts during switch-on tests is reliably prevented. 

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories
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Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

DESCRIPTION AVAILABLE ORDER NO.

General accessories

Toggle Lever Locking Device for MX3 MX390199 

Connecting technic, accessories

Box Terminal for MX3 120-240MM², 1 piece MX390015 

Connection extension 3 pole for MX3, 6 pieces MX390019 

Connection extension 4 pole for MX3, 8 pieces MX390020 

Terminal Cover short 3 pole for MX3 MX390780 

Terminal Cover short 4 pole for MX3 MX390781 

Terminal Cover long 3 pole for MX3 MX390783 

Terminal Cover long 4 pole for MX3 MX390784 

Tunnel Terminal 2x120-240mm² for MX3, 1 piece MX396730 

Tunnel Terminal 4x95mm² for MX3, 1 piece MX396731 

Rear Connection, 3 pole for MX3 MX396734 

Rear Connection, 4 pole for MX3 MX396735 

Socket for MX3 3 pole MX396871 

Socket for MX3 4 pole MX396872 

Safety release for socket MX3 for thermal release MX396873 

Safety release for socket MX3 for electronic release MX396874 

Phase separator plates MX3 MX396870 

Rotary handles, door coupling handles, accessories

Mechanical Interlock for MX3 3 pole MX391581 

Mechanical Interlock for MX3 4 pole MX391582 

Rotary handle complete, lockable for MX3 SD MX390127 

Door coupling rotary handle, lockable, for MX3 SD MX390174 

Undervoltage release units, shunt-trips and accessories

Under Voltage Release 110VAC for MX2, MX3 MX299462 

Under Voltage Release 220-240VAC for MX2, MX3 MX299471 

Under Voltage Release 380-415VAC for MX2, MX3 MX299473 

Under Voltage Release 24VDC for MX2, MX3 MX299481 

Under Voltage Release 220VDC for MX2, MX3 MX299489 

Shunt trip 110VAC for MX2, MX3 MX299567 

Shunt trip 220-240VAC for MX2, MX3 MX290154 

Shunt trip 380-415VAC for MX2, MX3 MX291607 

Shunt trip 24VDC for MX2, MX3 MX299736 

Shunt trip 220VDC for MX2, MX3 MX299742 

Remote Operator 24VDC for MX3 MX399837 

Remote Operator 110VAC/110-120VDC for MX3 MX399838 

Remote Operator 220-240VAC/220VDC for MX3 MX399832 

Remote Operator 380-415VAC for MX3 MX399833 

Measuring Unit with Modbus 3-pole for MX3, IT-Net MX390031 

Measuring Unit with Modbus 3-pole for MX3, TT/TN-Net MX390032 

Measuring Unit with Modbus 4-pole for MX3 MX390040 

Auxiliary contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

DESCRIPTION AVAILABLE ORDER NO.

General accessories

Toggle Lever Locking Device for MX3 MX390199 

Connecting technic, accessories

Box Terminal for MX3 120-240MM², 1 piece MX390015 

Connection extension 3 pole for MX3, 6 pieces MX390019 

Connection extension 4 pole for MX3, 8 pieces MX390020 

Terminal Cover short 3 pole for MX3 MX390780 

Terminal Cover short 4 pole for MX3 MX390781 

Terminal Cover long 3 pole for MX3 MX390783 

Terminal Cover long 4 pole for MX3 MX390784 

Tunnel Terminal 2x120-240mm² for MX3, 1 piece MX396730 

Tunnel Terminal 4x95mm² for MX3, 1 piece MX396731 

Rear Connection, 3 pole for MX3 MX396734 

Rear Connection, 4 pole for MX3 MX396735 

Socket for MX3 3 pole MX396871 

Socket for MX3 4 pole MX396872 

Safety release for socket MX3 for thermal release MX396873 

Safety release for socket MX3 for electronic release MX396874 

Phase separator plates MX3 MX396870 

Rotary handles, door coupling handles, accessories

Mechanical Interlock for MX3 3 pole MX391581 

Mechanical Interlock for MX3 4 pole MX391582 

Rotary handle complete, lockable for MX3 SD MX390127 

Door coupling rotary handle, lockable, for MX3 SD MX390174 

Undervoltage release units, shunt-trips and accessories

Under Voltage Release 110VAC for MX2, MX3 MX299462 

Under Voltage Release 220-240VAC for MX2, MX3 MX299471 

Under Voltage Release 380-415VAC for MX2, MX3 MX299473 

Under Voltage Release 24VDC for MX2, MX3 MX299481 

Under Voltage Release 220VDC for MX2, MX3 MX299489 

Shunt trip 110VAC for MX2, MX3 MX299567 

Shunt trip 220-240VAC for MX2, MX3 MX290154 

Shunt trip 380-415VAC for MX2, MX3 MX291607 

Shunt trip 24VDC for MX2, MX3 MX299736 

Shunt trip 220VDC for MX2, MX3 MX299742 

Remote Operator 24VDC for MX3 MX399837 

Remote Operator 110VAC/110-120VDC for MX3 MX399838 

Remote Operator 220-240VAC/220VDC for MX3 MX399832 

Remote Operator 380-415VAC for MX3 MX399833 

Measuring Unit with Modbus 3-pole for MX3, IT-Net MX390031 

Measuring Unit with Modbus 3-pole for MX3, TT/TN-Net MX390032 

Measuring Unit with Modbus 4-pole for MX3 MX390040 

Auxiliary contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Load Switches MX, Fix Installed

w Load Switches MX Size 3 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• Load Switches without release unit
• Screw connections standard, box terminals as option
• Retrofittable with auxiliary contacts, undervoltage and shunt release
• Rated short-circuit making capacity Icm = 40kA at 415V 50/60Hz
• According IEC/EN 60947-3
• Rated operational current 800A / 1600A

MX480035

w Technical Data
Size type 4
Poles 3
Conventional thermal current Ith 40°C 1600A
Rated operating current Ie 1600A
Rated operating voltage ≤690VAC
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 12kV
Rated short-circuit making capacity Icm 40kA
Rated short-time withstand current Icw 1s / 3s 20kA / 20kA
Utilization category AC-22A/AC-23A
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Arcing distance 0
Mechanical durability 6000 operation cycles

Electrical endurance
AC 415V, In 1000 operation cycles
AC 690V, In 1000 operation cycles

Mounting and connection

Fixed Front connection ●
Rear connection ●

Plug-in Front connection -

Rear connection -

Draw-out Front connection -

Rear connection -

DIN rail Front connection -

Net weight 13kg

Load Switches MX, Fix Installed

w Load Switches MX Size 4, 3 Pole



Page 

140

Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A load switches, remote releasable

Switch Disconnector MX4/800 3 pole 800A MX480035 

Switch Disconnector MX4/1600 3 pole 1600A MX416035 

Load Switches MX, Fix Installed

w Load Switches MX Size 4, 3 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50

BP_Kap_17_korr.qxd:KAPITEL_02_AK1_korr  10.09.2012  11:57 Uhr  Seite 566

On stock, usually ready for delivery on the day of order

w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A load switches, remote releasable

Switch Disconnector MX4/800 3 pole 800A MX480035 

Switch Disconnector MX4/1600 3 pole 1600A MX416035 

Load Switches MX, Fix Installed

w Load Switches MX Size 4, 3 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
• Load Switches without release unit
• Screw connections standard, box terminals as option
• Retrofittable with auxiliary contacts, undervoltage and shunt release
• Rated short-circuit making capacity Icm = 40kA at 415V 50/60Hz
• According IEC/EN 60947-3
• Rated operational current 800A / 1600A

MX480045

w Technical Data
Size type 4
Poles 4
Conventional thermal current Ith 40°C 1600A
Rated operating current Ie 1600A
Rated operating voltage ≤690VAC
Rated insulation voltage Ui 1000V
Rated impulse withsand voltage Uimp 12kV
Rated short-circuit making capacity Icm 40kA
Rated short-time withstand current Icw 1s / 3s 20kA / 20kA
Utilization category AC-22A/AC-23A
Min. ambient temperature -40°C
Max. ambient temperature 70°C
Arcing distance 0
Mechanical durability operation cycles 6000 operation cycles

Electrical endurance (operation cycles)
AC 415V, In 1000 operation cycles
AC 690V, In 1000 operation cycles

Mounting and connection

Fixed Front connection ●
Rear connection ●

Plug-in Front connection -

Rear connection -

Draw-out Front connection -

Rear connection -

DIN rail Front connection -

Net weight 17kg

Load Switches MX, Fix Installed

w Load Switches MX Size 4, 4 Pole
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A load switches, remote releasable

Switch Disconnector MX4/800 4 pole 800A MX480045 

Switch Disconnector MX4/1600 4 pole 1600A MX416045 

Load Switches MX, Fix Installed

w Load Switches MX Size 4, 4 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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Seite
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Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Dimensions 

DESCRIPTION AVAILABLE ORDER NO.

800 to 1600A load switches, remote releasable

Switch Disconnector MX4/800 4 pole 800A MX480045 

Switch Disconnector MX4/1600 4 pole 1600A MX416045 

Load Switches MX, Fix Installed

w Load Switches MX Size 4, 4 Pole

 Order. no. blue: On stock, usually ready for delivery on the day of order 

w Schrack-Info
Wide range of accessories
• Auxiliary contacts
• Under voltage release units, shunt-trips
• Connection accessories
• General accessories

MX490017 MX490154 MX496730 MX499471

w Installation Diagram for Accessories

Alarm contact Shunt trip, alarm contact

Auxiliary contact Auxiliary contact, alarm contact

Shunt trip  Under-voltage release, alarm contact

Under-voltage release
Shunt trip, auxiliary contact, alarm 
contact

Shunt trip, auxiliary contact 
Under-voltage release, auxiliary 
contact, alarm contact

Auxiliary contact, under-voltage 
release

1) Left 
2) Right 
3) Handle

-) MX4 cannot be equipped with undervoltage release and shunt release at the same time; Shunt trip
-) MX4 can be equipped with a maximum of 3 auxiliary contacts Under-voltage release
-) MX series can only be equipped with one alarm contac Auxiliary contact

Alarm contact

w Auxiliary Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breaking status
b) Circuit breaker is at making status

w Alarm Contact: Indication of Circuit Breaker Status
a) Circuit breaker is at breakingor making status 
b) Circuit breaker is at free trippingstatus

Load Switches MX, Fix Installed

w Load Switches MX Size 4 - Accessories
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w Communication Module 
The communication module is an interface module for communication between the 
electronic trigger of the circuit breakers and the bus system and takes over the 
communication and output of the remote control via relay contacts. 
- Rated voltage: AC230V or DC24V (fault range ± 15%)
- Communication type: RS485 (Modbus RTU protocol)
- Contact capacity: AC250V/3A; DC30V / 3A 
- Transmission medium: shielded twisted cable 
- Transmission distance: 1.2 km (with shielded twisted pair of category A)
- Display of operating status: LED display
- Number of stations: 1 station

INPUT 1 OPV 15V output, connection to controller 15V input
INPUT 2 OPG GND, connect to controller GND
INPUT 3 RXA RS485 Bus A, connection to controller RS485A
INPUT 4 TXB RS485 Bus B, connection to controller RS485B

DI 5 DI1(AX) Auxiliary signal input, connection to AX PIN 4 auxiliary module
DI 6 DI2(AL) Alarm signal input, connection to alarm module AL PIN 4
DI 7 COM Common terminal, connection to AX, AL, PIN 1

RS485 8 A+ RS485 Bus A, connection to external RS485 Bus A
RS485 9 B- RS485 Bus B, connection to external RS485 Bus B

ON 10 JD2 Relay output, connection with motor drive for switching on
ON 11 JD2 Relay output, connection with motor drive for switching on
OFF 12 JD1 Relay output, connection with motor drive for switching off
OFF 13 JD1 Relay output, connection with motor drive for switching off

DC24V 14 GND Supply voltage GND (DC24V model)
DC24V 15 24V Supply voltage GND (DC24V model)
AC230 14 N Supply voltage 230V (AC230V model)
AC230 15 L Supply voltage 230V (AC230V model)

w Connection Extension for MX4, 1000-1250A, 3 Pole
A Top view
B Connection extension
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased. 

Load Switches MX, Fix Installed

w Load Switches MX Size 4 - Accessories
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w Communication Module 
The communication module is an interface module for communication between the 
electronic trigger of the circuit breakers and the bus system and takes over the 
communication and output of the remote control via relay contacts. 
- Rated voltage: AC230V or DC24V (fault range ± 15%)
- Communication type: RS485 (Modbus RTU protocol)
- Contact capacity: AC250V/3A; DC30V / 3A 
- Transmission medium: shielded twisted cable 
- Transmission distance: 1.2 km (with shielded twisted pair of category A)
- Display of operating status: LED display
- Number of stations: 1 station

INPUT 1 OPV 15V output, connection to controller 15V input
INPUT 2 OPG GND, connect to controller GND
INPUT 3 RXA RS485 Bus A, connection to controller RS485A
INPUT 4 TXB RS485 Bus B, connection to controller RS485B

DI 5 DI1(AX) Auxiliary signal input, connection to AX PIN 4 auxiliary module
DI 6 DI2(AL) Alarm signal input, connection to alarm module AL PIN 4
DI 7 COM Common terminal, connection to AX, AL, PIN 1

RS485 8 A+ RS485 Bus A, connection to external RS485 Bus A
RS485 9 B- RS485 Bus B, connection to external RS485 Bus B

ON 10 JD2 Relay output, connection with motor drive for switching on
ON 11 JD2 Relay output, connection with motor drive for switching on
OFF 12 JD1 Relay output, connection with motor drive for switching off
OFF 13 JD1 Relay output, connection with motor drive for switching off

DC24V 14 GND Supply voltage GND (DC24V model)
DC24V 15 24V Supply voltage GND (DC24V model)
AC230 14 N Supply voltage 230V (AC230V model)
AC230 15 L Supply voltage 230V (AC230V model)

w Connection Extension for MX4, 1000-1250A, 3 Pole
A Top view
B Connection extension
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased. 

Load Switches MX, Fix Installed

w Load Switches MX Size 4 - Accessories
w Connection Extension for MX4, 1000-1250A, 4 Pole

A Top view
B Connection extension
X Horizontal centre
Y Vertikal centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Connection Extension for MX4, 1600A, 3 Pole
A Top view
B Connection extension
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

Load Switches MX, Fix Installed

w Load Switches MX Size 4 - Accessories
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w Connection Extension for MX4, 1600A, 4 Pole
A Top view
B Connection extension
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Tunnel Terminal for MX4, 3X95-300mm²/4X95-240mm²

Suitable for aluminum and Cu conductors. Allows the direct connection of bare conductors.

Load Switches MX, Fix Installed

w Load Switches MX Size 4 - Accessories
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Seite

566

Best. Nr. blau: Lagerware, d.h. üblicherweise versandbereit am Bestelltag!          Zusätzliche Abholverfügbarkeit in jedem Schrack Store!               

VE: 1) Ring á 25 m, 2) Ring á 50 m, 3) Ring á 100 m, 4) Einwegtrommel á 500 m, 5) Kabeltrommel mit freier Auswahl

Lieferung üblicherweise innerhalb 1 Woche!

PVC-ADER-, MANTEL-, SCHLAUCHLEITUNGEN

W PVC-ADERLEITUNGEN / H07V-U (Ye), H07V-R (Ym)

NENNQUER- KUPFER-

SCHNITT ZAHL VE EAN-CODE VERFÜGBAR STORE BEST. NR. PGR PREIS
mm2 kg/km

H07V-U 450/750 V

H07V-U 1,5 sw 15 3)

H07V-U 1,5 bl 15 3)

H07V-U 1,5 br 15 3)

H07V-U 1,5 gg 15 3)

H07V-U 1,5 gr 15 3)

H07V-U 1,5 vi 15 3)

H07V-U 1,5 ws 15 3)

H07V-U 1,5 or 15 3)

H07V-U 1,5 gn 15 3)

H07V-U 1,5 ge 15 3)

H07V-U 1,5 rt 15 3)

H07V-U 2,5 sw 25 3)

H07V-U 2,5 bl 25 3)

H07V-U 2,5 br 25 3)

H07V-U 2,5 gg 25 3)

H07V-U 2,5 gr 25 3)

H07V-U 2,5 vi 25 3)

H07V-U 2,5 ws 25 3)

H07V-U 2,5 or 25 3)

H07V-U 2,5 gn 25 3)

H07V-U 2,5 rt 25 3)

H07V-U 4 sw 40 3)

H07V-U 4 bl 40 3)

H07V-U 4 br 40 3)

H07V-U 4 gg 40 3)

H07V-U 4 gn 40 3)

H07V-U 4 ge 40 3)

H07V-U 6 sw 60 3)

H07V-U 6 bl 60 3)

H07V-U 6 br 60 3)

H07V-U 6 gg 60 3)

H07V-U 10 sw 100 3)

H07V-U 10 bl 100 3)

H07V-U 10 br 100 3)

H07V-U 10 gg 100 3)

H07V-R 450/750 V

H07V-R 6 sw 60 3)

H07V-R 6 bl 60 3)

H07V-R 6 br 60 3)

H07V-R 6 gg 60 3)

H07V-R 10 sw 60 3)

H07V-R 10 bl 100 3)

H07V-R 10 br 100 3)

H07V-R 10 gg 100 3)

9004840423761 XC01010101 7080 13,75

9004840423693 XC01010102 7080 13,75

9004840423709 XC01010103 7080 13,75

9004840423723 XC01010104 7080 14,40

9004840423747 XC01010105 7080 15,10

9004840464122 XC01010106 7080 15,10

9004840423778 XC01010107 7080 15,10

9004840423754 XC01010108 7080 15,10

9004840423730 XC01010109 7080 15,10

9004840423716 XC01010110 7080 15,10

9004840506860 XC01010111 7080 15,10

9004840423853 XC01010201 7080 22,95

9004840423785 XC01010202 7080 22,95

9004840423792 XC01010203 7080 22,95

9004840423808 XC01010204 7080 24,10

9004840423822 XC01010205 7080 25,25

9004840545265 XC01010206 7080 22,95

9004840423860 XC01010207 7080 25,25

9004840423846 XC01010208 7080 25,25

9004840423815 XC01010209 7080 25,25

9004840616880 XC01010211 7008 25,25

9004840423921 XC01010301 7002 34,15

9004840423877 XC01010302 7002 34,15

9004840423884 XC01010303 7002 37,55

9004840423907 XC01010304 7002 37,55

9004840423914 XC01010309 7002 37,55

9004840423891 XC01010310 7002 37,55

9004840423969 XC01010401 7002 49,20

9004840423938 XC01010402 7002 49,20

9004840423945 XC01010403 7002 49,20

9004840423952 XC01010404 7002 54,15

9004840424003 XC01010501 7002 82,95

9004840423976 XC01010502 7002 82,95

9004840423983 XC01010503 7002 91,25

9004840423990 XC01010504 7002 91,25

9004840424034 XC01020101 7041 67,25

9004840424010 XC01020102 7041 67,25

9004840464139 XC01020103 7041 67,25

9004840424027 XC01020104 7041 73,95

9004840424072 XC01020201 7059 95,00

9004840424041 XC01020202 7059 95,00

9004840424058 XC01020203 7059 95,00

9004840424065 XC01020204 7059 104,50
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On stock, usually ready for delivery on the day of order

w Connection Extension for MX4, 1600A, 4 Pole
A Top view
B Connection extension
X Horizontal centre
Y Vertical centre

Allows for a more flexible connection. Installation allows the distance between adjacent poles at the inputs and outputs of the circuit breaker to be increased.

w Tunnel Terminal for MX4, 3X95-300mm²/4X95-240mm²

Suitable for aluminum and Cu conductors. Allows the direct connection of bare conductors.

Load Switches MX, Fix Installed

w Load Switches MX Size 4 - Accessories
w Undervoltage Release 

Immediate triggering of circuit breakers or switch disconnectors when the supply voltage drops below 35% - 70%.  
Can be used for EMERGENCY STOP devices. Installed in the circuit breaker.
Is built into the circuit breaker.
If the undervoltage trigger is de-energized, contacting the switch main contacts during switch-on tests is safely prevented.

w Shunt Trip

Immediate triggering of circuit breakers or switch disconnectors at voltage pulse or application of continuous voltage in the range of 70% to 110% of the rated control voltage. If the 
working current trigger is live, contacting the switch main contacts during switch-on tests is reliably prevented. 

DESCRIPTION AVAILABLE ORDER NO.

Connecting technic, accessories

Connection extension 3 pole for MX4, 1000-1250A, 6 pieces MX490017 

Connection extension 4 pole for MX4, 1000-1250A, 8 pieces MX490018 

Connection extension 3 pole for MX4, 1600A, 6 pieces MX490019 

Connection extension 4 pole for MX4, 1600A, 8 pieces MX490020 

Tunnel Terminal 3x95-300mm² for MX4, 800-1250A, 1 piece MX496730 

Tunnel Terminal 4x95-240mm² for MX4, 800-1250A, 1 piece MX496731 

Phase separator plates MX4 MX496870 

Undervoltage release units, shunt-trips and accessories

Under Voltage Release 220-240VAC for MX4 MX499471 

Under Voltage Release 380-415VAC for MX4 MX499473 

Shunt trip 220-240VAC for MX4 MX490154 

Shunt trip 380-415VAC for MX4 MX491607 

Shunt trip 24VDC for MX4 MX499736 

Auxiliary contacts

Auxiliary contact 1 CO MX199411 

Alarm contact 1 CO MX199511 

Load Switches MX, Fix Installed

w Load Switches MX Size 4 - Accessories

 Order. no. blue: On stock, usually ready for delivery on the day of order 
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M
MX110231  9
MX110231F1  14
MX110241  13
MX110241F1  14
MX110431  7
MX110441  11
MX112035  101
MX112045  103
MX112231  9
MX112231F1  14
MX112241  13
MX112241F1  14
MX112431  7
MX112441  11
MX116231  9
MX116241  13
MX116431  7
MX116441  11
MX120231  9
MX120241  13
MX120431  7
MX120441  11
MX125231  9
MX125241  13
MX125431  7
MX125441  11
MX132231  9
MX132241  13
MX132431  7
MX132441  11
MX140231  9
MX140241  13
MX140431  7
MX140441  11
MX150231  9
MX150241  13
MX150431  7
MX150441  11
MX163231  9
MX163241  13
MX163431  7
MX163441  11
MX180231  9
MX180231F1  14
MX180241  13
MX180241F1  14
MX180431  7
MX180441  11
MX190015  23
MX190019  23
MX190020  23
MX190125  23
MX190154  23
MX190172  23
MX190199  23
MX190213  23
MX190214  23
MX190780  23
MX190781  23
MX190783  23
MX190784  23
MX191581  23
MX191582  23
MX191607  23
MX196730  23
MX196734  23
MX196735  23
MX196870  23
MX196871  23
MX196872  23
MX196873  23
MX199411  23
MX199462  23
MX199471  23
MX199473  23
MX199481  23
MX199489  23
MX199511  23
MX199567  23
MX199736  23
MX199742  23
MX199832  23
MX199833  23
MX199837  23
MX199838  23
MX210232  31

MX210232F1  40
MX210233  31
MX210237  31
MX210242  39
MX210242F1  40
MX210243  39
MX210432  27
MX210433  27
MX210437  27
MX210442  35
MX210443  35
MX212231  31
MX212241  39
MX212431  27
MX212441  35
MX216231  31
MX216232  31
MX216233  31
MX216237  31
MX216241  39
MX216242  39
MX216243  39
MX216431  27
MX216432  27
MX216433  27
MX216437  27
MX216441  35
MX216442  35
MX216443  35
MX220231  31
MX220241  39
MX220431  27
MX220441  35
MX225035  112
MX225045  114
MX225231  31
MX225232  31
MX225232F1  40
MX225233  31
MX225237  31
MX225241  39
MX225242  39
MX225242F1  40
MX225243  39
MX225431  27
MX225432  27
MX225433  27
MX225437  27
MX225441  35
MX225442  35
MX225443  35
MX232232  31
MX232233  31
MX232237  31
MX232242  39
MX232243  39
MX232432  27
MX232433  27
MX232437  27
MX232442  35
MX232443  35
MX263232  31
MX263233  31
MX263237  31
MX263242  39
MX263243  39
MX263432  27
MX263433  27
MX263437  27
MX263442  35
MX263443  35
MX290000  51
MX290001  51
MX290015  51
MX290019  51
MX290020  51
MX290031  51
MX290032  51
MX290040  52
MX290125  51
MX290126  51
MX290127  124
MX290154  52
MX290172  52
MX290173  52
MX290174  124
MX290199  51

MX290213  51
MX290214  51
MX290780  51
MX290781  51
MX290783  51
MX290784  51
MX291581  52
MX291582  52
MX291607  52
MX296730  51
MX296731  51
MX296732  51
MX296734  51
MX296735  51
MX296870  51
MX296871  51
MX296872  51
MX296873  51
MX296874  51
MX299462  52
MX299471  52
MX299473  52
MX299481  52
MX299489  52
MX299567  52
MX299736  52
MX299742  52
MX299832  52
MX299833  52
MX299837  52
MX299838  52
MX340035  126
MX340045  128
MX340231  58
MX340232  58
MX340233  58
MX340237  58
MX340241  67
MX340242  67
MX340243  67
MX340331  62
MX340332  62
MX340332F1  72
MX340332F2  72
MX340333  62
MX340337  62
MX340341  70
MX340342  70
MX340342F1  72
MX340342F2  72
MX340343  70
MX340431  54
MX340441  64
MX350231  58
MX350241  67
MX350331  62
MX350341  70
MX350431  54
MX350441  64
MX363232  58
MX363233  58
MX363237  58
MX363242  67
MX363243  67
MX363332  62
MX363332F1  72
MX363332F2  72
MX363333  62
MX363337  62
MX363342  70
MX363342F1  72
MX363342F2  72
MX363343  70
MX380035  126
MX380045  128
MX390015  82
MX390019  82
MX390020  82
MX390031  82
MX390032  82
MX390040  82
MX390125  82
MX390126  82
MX390127  138
MX390172  82
MX390173  82
MX390174  138

MX390199  82
MX390780  82
MX390781  82
MX390783  82
MX390784  82
MX391581  82
MX391582  82
MX396730  82
MX396731  82
MX396734  82
MX396735  82
MX396870  82
MX396871  82
MX396872  82
MX396873  82
MX396874  82
MX399832  82
MX399833  82
MX399837  82
MX399838  82
MX410232  84
MX410233  84
MX410242  88
MX410243  88
MX410332  86
MX410333  86
MX410342  90
MX410343  90
MX412232  84
MX412233  84
MX412242  88
MX412243  88
MX412332  86
MX412333  86
MX412342  90
MX412343  90
MX416035  140
MX416045  142
MX416232  84
MX416233  84
MX416242  88
MX416243  88
MX416332  86
MX416333  86
MX416342  90
MX416343  90
MX480035  140
MX480045  142
MX480232  84
MX480233  84
MX480242  88
MX480243  88
MX480332  86
MX480333  86
MX480342  90
MX480343  90
MX490017  97
MX490018  97
MX490019  97
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8.5 Der Gewährleistungsanspruch setzt voraus, dass der Käufer die aufgetretenen
Mängel in angemessener Frist schriftlich angezeigt hat und die Anzeige dem
Verkäufer zugeht. Der Käufer hat das Vorliegen des Mangels in angemessener
Frist nachzuweisen, insbesondere die bei ihm vorhandenen Unterlagen bzw.
Daten dem Verkäufer zur Verfügung zu stellen. Bei Vorliegen eines gewähr-
leistungspflichtigen Mangels gemäß Punkt 8.1 hat der Verkäufer nach seiner Wahl
am Erfüllungsort die mangelhafte Ware bzw. den mangelhaften Teil nachzubessern
oder sich zwecks Nachbesserung zusenden zu lassen oder eine angemessene Preis-
minderung vorzunehmen.

8.6 Alle im Zusammenhang mit der Mängelbehebung entstehenden Nebenkosten
(wie z. B. für Ein- und Ausbau, Transport, Entsorgung, Fahrt und Wegzeit) gehen
zu Lasten des Käufers. Für Gewährleistungsarbeiten im Betrieb des Käufers sind
die erforderlichen Hilfskräfte, Hebevorrichtungen, Gerüst und Kleinmaterialien
usw. unentgeltlich beizustellen. Ersetzte Teile werden Eigentum des Verkäufers.

8.7 Wird eine Ware vom Verkäufer auf Grund von Konstruktionsangaben,
Zeichnungen, Modellen oder sonstigen Spezifikationen des Käufers angefertigt, so
erstreckt sich die Haftung des Verkäufers nur auf bedingungsgemäße Ausführung.

8.8 Von der Gewährleistung ausgeschlossen sind solche Mängel, die aus nicht vom 
Verkäufer bewirkter Anordnung und Montage, ungenügender Einrichtung, 
Nichtbeachtung der Installationserfordernisse und Benutzungsbedingungen,
Überbeanspruchung der Teile über die vom Verkäufer angegebene Leistung,
nachlässiger oder unrichtiger Behandlung und Verwendung ungeeigneter
Betriebsmaterialien entstehen; dies gilt ebenso bei Mängeln, die auf vom Käufer
beigestelltes Material zurückzuführen sind. Der Verkäufer haftet auch nicht für
Beschädigungen, die auf Handlungen Dritter, auf atmosphärische Entladungen,
Überspannungen und chemische Einflüsse zurückzuführen sind. Die Gewähr-
leistung bezieht sich nicht auf den Ersatz von Teilen, die einem natürlichen Ver-
schleiß unterliegen. Bei Verkauf gebrauchter Waren übernimmt der Verkäufer
keine Gewähr.

8.9 Die Gewährleistung erlischt sofort, wenn ohne schriftliche Einwilligung des Ver-
käufers der Käufer selbst oder ein nicht vom Verkäufer ausdrücklich ermächtigter
Dritter an den gelieferten Gegenständen Änderungen oder Instandsetzungen
vornimmt.

8.10 Ansprüche nach § 933b ABGB verjähren jedenfalls mit Ablauf der in Punkt 8.2
genannten Frist.

8.11 Die Bestimmungen 8.1 bis 8.10 gelten sinngemäß auch für jedes Einstehen für
Mängel aus anderen Rechtsgründen.

9. Rücktritt vom Vertrag
9.1 Voraussetzung für den Rücktritt des Käufers vom Vertrag ist, sofern keine 

speziellere Regelung getroffen wurde, ein Lieferverzug, der auf grobes Ver-
schulden des Verkäufers zurückzuführen ist sowie der erfolglose Ablauf einer
gesetzten, angemessenen Nachfrist. Der Rücktritt ist mittels eingeschriebenen
Briefes geltend zu machen.

9.2 Unabhängig von seinen sonstigen Rechten ist der Verkäufer berechtigt, vom Ver-
trag zurückzutreten,
a) wenn die Ausführung der Lieferung bzw. der Beginn oder die Weiterführung
der Leistung aus Gründen, die der Käufer zu vertreten hat, unmöglich oder trotz
Setzung einer angemessenen Nachfrist weiter verzögert wird,
b) wenn Bedenken hinsichtlich der Zahlungsfähigkeit des Käufers entstanden
sind und dieser auf Begehren des Verkäufers weder Vorauszahlung leistet, noch
vor Lieferung eine taugliche Sicherheit beibringt,
c) wenn die Verlängerung der Lieferzeit wegen der im Punkt 5.4 angeführten
Umstände insgesamt mehr als die Hälfte der ursprünglich vereinbarten Lieferfrist,
mindestens jedoch 6 Monate beträgt, oder
d) wenn der Käufer den ihm durch Punkt 13 auferlegten Verpflichtungen nicht
oder nicht gehörig nachkommt.

9.3 Der Rücktritt kann auch hinsichtlich eines noch offenen Teiles der Lieferung
oder Leistung aus obigen Gründen erklärt werden.

9.4 Falls über das Vermögen des Käufers ein Insolvenzverfahren eröffnet wird oder
ein Antrag auf Einleitung eines Insolvenzverfahrens mangels hinreichenden
Vermögens abgewiesen wird, ist der Verkäufer berechtigt, ohne Setzung einer
Nachfrist vom Vertrag zurückzutreten. Wird dieser Rücktritt ausgeübt, so wird
er sofort mit der Entscheidung wirksam, dass das Unternehmen nicht fortgeführt
wird. Wird das Unternehmen fortgeführt, so wird ein Rücktritt erst 6 Monate
nach Eröffnung des Insolvenzverfahrens oder nach Abweisung des Antrages auf
Eröffnung mangels Vermögens wirksam. Jedenfalls erfolgt die Vertragsauflösung
mit sofortiger Wirkung, sofern das Insolvenzrecht, dem der Käufer unterliegt, dem
nicht entgegensteht oder wenn die Vertragsauflösung zur Abwendung schwerer 
wirtschaftlicher Nachteile des Verkäufers unerlässlich ist.

9.5 Unbeschadet der Schadenersatzansprüche des Verkäufers einschließlich vor-
prozessualer Kosten sind im Falle des Rücktritts bereits erbrachte Leistungen oder
Teilleistungen vertragsgemäß abzurechnen und zu bezahlen. Dies gilt auch, soweit
die Lieferung oder Leistung vom Käufer noch nicht übernommen wurde sowie für
vom Verkäufer erbrachte Vorbereitungshandlungen. Dem Verkäufer steht an
Stelle dessen auch das Recht zu, die Rückstellung bereits gelieferter Gegenstände
zu verlangen.

9.6 Sonstige Folgen des Rücktritts sind ausgeschlossen.
9.7 Die Geltendmachung von Ansprüchen wegen laesio enormis, Irrtum und Wegfall

der Geschäftsgrundlage durch den Käufer wird ausgeschlossen.

10. Entsorgung von Elektro- und Elektronikaltgeräten
10.1 Der Käufer von Elektro-Elektronikgeräten für gewerbliche Zwecke, welcher

seinen Sitz in Österreich hat, übernimmt die Verpflichtung zur Finanzierung der
Sammlung und Behandlung von Elektro- und Elektronikaltgeräten im Sinn der
Elektroaltgeräteverordnung für den Fall, dass er selbst Nutzer des Elektro-
Elektronikgeräts ist. Ist der Käufer nicht Letztnutzer, hat er die Finanzierungs-
Verpflichtung vollinhaltlich durch Vereinbarung auf seinen Abnehmer zu über-
binden und dies gegenüber dem Verkäufer zu dokumentieren.

10.2 Der Käufer, welcher seinen Sitz in Österreich hat, hat dafür Sorge zu tragen,
dass dem Verkäufer alle Informationen zur Verfügung gestellt werden, um die
Verpflichtungen des Verkäufers als Hersteller/Importeur insbesondere nach §§ 11 
und 24 der Elektroaltgeräteverordnung und dem Abfallwirtschaftsgesetz erfüllen
zu können.

10.3 Der Käufer, welcher seinen Sitz in Österreich hat, haftet gegenüber dem Ver-
käufer für alle Schäden und sonstigen finanziellen Nachteile, die dem Verkäufer
durch den Käufer wegen fehlender oder mangelhafter Erfüllung der
Finanzierungsverpflichtung sowie sonstiger Verpflichtungen nach Punkt 10. ent-
stehen. Die Beweislast für die Erfüllung dieser Verpflichtung trifft den Käufer.

11. Haftung des Verkäufers
11.1 Der Verkäufer haftet für Schäden außerhalb des Anwendungsbereiches des

Produkthaftungsgesetzes nur, sofern ihm Vorsatz oder grobe Fahrlässigkeit nach-
gewiesen werden, im Rahmen der gesetzlichen Vorschriften. Die Gesamthaftung
des Verkäufers in Fällen der groben Fahrlässigkeit ist auf den Nettoauftragswert
oder auf EUR 500.000,- begrenzt, je nachdem, welcher Wert niedriger ist.
Pro Schadensfall ist die Haftung des Verkäufers auf 25 % des Nettoauftragswertes
oder auf EUR 125.000,- begrenzt, je nachdem, welcher Wert niedriger ist.

11.2 Die Haftung für leichte Fahrlässigkeit sowie der Ersatz von Folgeschäden, reinen
Vermögensschäden, indirekten Schäden, Produktionsausfall, Finanzierungskosten,
Kosten für Ersatzenergie, Verlust von Energie, Daten oder Informationen, des ent-
gangenen Gewinns, nicht erzielter Ersparnisse, von Zinsverlusten und von Schäden
aus Ansprüchen Dritter gegen den Käufer sind ausgeschlossen.

11.3 Bei Nichteinhaltung allfälliger Bedingungen für Montage, Inbetriebnahme und
Benutzung (wie z. B. in Bedienungsanleitungen enthalten) oder der behördlichen
Zulassungsbedingungen ist jeder Schadenersatz ausgeschlossen.

11.4 Sind Vertragsstrafen vereinbart, sind darüber hinausgehende Ansprüche aus dem 
jeweiligen Titel ausgeschlossen.

11.5 Die Regelungen des Punktes 11 gelten abschließend für sämtliche Ansprüche
des Käufers gegen den Verkäufer, gleich aus welchem Rechtsgrund und -titel und 
sind auch für alle Mitarbeiter, Subunternehmer und Sublieferanten des Verkäufers 
wirksam.

12. Gewerbliche Schutzrechte und Urheberrecht
12.1 Wird eine Ware vom Verkäufer auf Grund von Konstruktionsangaben, 

Zeichnungen, Modellen oder sonstigen Spezifikationen des Käufers angefertigt, 
hat der Käufer diesen bei allfälliger Verletzung von Schutzrechten schad- und 
klaglos zu halten.

12.2 Ausführungsunterlagen wie z. B. Pläne, Skizzen und sonstige technische Unter-
lagen bleiben ebenso wie Muster, Kataloge, Prospekte, Abbildungen u. dgl. stets
geistiges Eigentum des Verkäufers und unterliegen den einschlägigen gesetzlichen
Bestimmungen hinsichtlich Vervielfältigung, Nachahmung, Wettbewerb usw. Punkt
2.2 gilt auch für Ausführungsunterlagen.

13. Einhaltung von Exportbestimmungen
13.1 Der Käufer hat bei Weitergabe der vom Verkäufer gelieferten Waren (sowie dazu-

gehöriger Dokumentation unabhängig von der Art und Weise der Zur-
verfügungstellung oder der vom Verkäufer erbrachten Leistungen [einschließlich
technischer Unterstützung jeder Art]) an Dritte die jeweils anwendbaren
Vorschriften der nationalen und internationalen (Re-)Exportbestimmungen ein-
zuhalten. In jedem Fall hat er bei Weitergabe der Waren bzw. Leistungen an Dritte 
die (Re-)Exportbestimmungen des Sitzstaates des Verkäufers, der Europäischen
Union und der Vereinigten Staaten von Amerika zu beachten.

13.2 Sofern für Exportkontrollprüfungen erforderlich, hat der Käufer dem Verkäufer
nach Aufforderung unverzüglich alle erforderlichen Informationen, u.a. über
Endempfänger, Endverbleib und Verwendungszweck der Waren bzw. Leistungen
zu übermitteln.

14. Allgemeines
Falls einzelne Bestimmungen des Vertrages oder dieser Bestimmungen unwirksam
sein sollten, wird die Wirksamkeit der übrigen Bestimmungen nicht berührt. Die
unwirksame Bestimmung ist durch eine gültige, die dem angestrebten Ziel 
möglichst nahe kommt, zu ersetzen.

15. Gerichtsstand und Recht
Zur Entscheidung aller aus dem Vertrag entstehenden Streitigkeiten – einschließ-
lich solcher über sein Bestehen oder Nichtbestehen – ist das sachlich zuständige
Gericht am Hauptsitz des Verkäufers, in Wien jenes im Sprengel des Bezirks-
gerichtes Innere Stadt, ausschließlich zuständig. Der Vertrag unterliegt öster-
reichischem Recht unter Ausschluss der Weiterverweisungsnormen. Die An-
wendung des UNCITRAL-Übereinkommens der Vereinten Nationen über
Verträge über den internationalen Warenkauf wird ausgeschlossen.

16. Vorbehaltsklausel
Die Vertragserfüllung seitens des Verkäufers steht unter dem Vorbehalt, dass der
Erfüllung keine Hindernisse aufgrund von nationalen oder internationalen (Re-)
Exportbestimmungen, insbesondere keine Embargos und/oder sonstige
Sanktionen, entgegenstehen.
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W ALLGEMEINE HINWEISE

- Alle Maßskizzen sind nach Möglichkeit des vorhandenen Platzes dargestellt und dienen als unverbindliche Richtlinie.
- Alle Schaltbilder sind Prinzipschaltbilder, die zum besseren Verständnis der Funktion dienen sollen und müssen im Zuge einer 

Projektierung ergänzt bzw. bearbeitet werden.
- Alle Abbildungen stellen beispielhafte Typen des jeweiligen Abschnittes dar und sind unverbindlich.

Es gelten, sofern nicht anders vereinbart, grundsätzlich die allgemeinen Lieferbedingungen des Fachverbandes der Elektro- und
Elektronikindustrie Österreichs (FEEI) in der jeweils gültigen Fassung, die Sie am Ende dieses Kataloges finden.

Irrtümer und Satzfehler im Text, Abbildungen bzw. Änderungen der Produktpalette in technischer Ausführung vorbehalten.

Die in diesem Katalog enthaltenen Anwenderinformationen entsprechen der Meinung des Unternehmens zum Zeitpunkt der
Erstellung. Sie wurden erstellt auf Basis von Normenpublikationen, Branchenfachvorträgen, Fachliteratur und dem unternehmens-
eigenen Know-how. Der Inhalt hat Informationscharakter und daher keine Rechtsverbindlichkeit.  

W TOP-WARENMANAGEMENT IM LOGISTIKZENTRUM GUNTRAMSDORF

Achten Sie auf das Symbol für prompte Bereitschaft zur Versandzustellung

Direkt an der B17, befindet sich das neue Schrack-Logistikzentrum. Die unübersehbare Außengestaltung des Gebäudes im
Schrack-Design, verweist bereits auf alle Produktsäulen, die im Inneren logistisch bewirtschaftet werden. Wir betrachten
Verfügbarkeit als Faktor Nummer 1 für Ihre Wirtschaftlichkeit und für Ihren Erfolg!

w Mehr als 12.000m² Lagerfläche im Innenlager, und ein Kabelfreilager von 2.500m²
w Über 15.000 Artikel für den Versand lagernd
w Professionelles Warenmanagement durch top-geschultes Personal 

W SCHRACK STORE – IHRE TOP-VERFÜGBARKEIT VOR ORT

Wir haben für Sie in allen unseren Geschäftsstellen einen SCHRACK STORE eingerichtet. Außerdem haben wir unser duales
System – lokale und zentrale Verfügbarkeit – weiter perfektioniert und bieten Ihnen: Versandzustellung oder Storeabholung.
Damit können Sie deutlich ihre Lagerhaltungskosten reduzieren.

w Regionale Verfügbarkeit von mehr als 3.000 Artikeln für Sofortabholung
w Top-kompetente Beratung
w Begehbarer Katalog

Achten Sie auf das Symbol für Storeabholung
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8.5 Der Gewährleistungsanspruch setzt voraus, dass der Käufer die aufgetretenen
Mängel in angemessener Frist schriftlich angezeigt hat und die Anzeige dem
Verkäufer zugeht. Der Käufer hat das Vorliegen des Mangels in angemessener
Frist nachzuweisen, insbesondere die bei ihm vorhandenen Unterlagen bzw.
Daten dem Verkäufer zur Verfügung zu stellen. Bei Vorliegen eines gewähr-
leistungspflichtigen Mangels gemäß Punkt 8.1 hat der Verkäufer nach seiner Wahl
am Erfüllungsort die mangelhafte Ware bzw. den mangelhaften Teil nachzubessern
oder sich zwecks Nachbesserung zusenden zu lassen oder eine angemessene Preis-
minderung vorzunehmen.

8.6 Alle im Zusammenhang mit der Mängelbehebung entstehenden Nebenkosten
(wie z. B. für Ein- und Ausbau, Transport, Entsorgung, Fahrt und Wegzeit) gehen
zu Lasten des Käufers. Für Gewährleistungsarbeiten im Betrieb des Käufers sind
die erforderlichen Hilfskräfte, Hebevorrichtungen, Gerüst und Kleinmaterialien
usw. unentgeltlich beizustellen. Ersetzte Teile werden Eigentum des Verkäufers.

8.7 Wird eine Ware vom Verkäufer auf Grund von Konstruktionsangaben,
Zeichnungen, Modellen oder sonstigen Spezifikationen des Käufers angefertigt, so
erstreckt sich die Haftung des Verkäufers nur auf bedingungsgemäße Ausführung.

8.8 Von der Gewährleistung ausgeschlossen sind solche Mängel, die aus nicht vom 
Verkäufer bewirkter Anordnung und Montage, ungenügender Einrichtung, 
Nichtbeachtung der Installationserfordernisse und Benutzungsbedingungen,
Überbeanspruchung der Teile über die vom Verkäufer angegebene Leistung,
nachlässiger oder unrichtiger Behandlung und Verwendung ungeeigneter
Betriebsmaterialien entstehen; dies gilt ebenso bei Mängeln, die auf vom Käufer
beigestelltes Material zurückzuführen sind. Der Verkäufer haftet auch nicht für
Beschädigungen, die auf Handlungen Dritter, auf atmosphärische Entladungen,
Überspannungen und chemische Einflüsse zurückzuführen sind. Die Gewähr-
leistung bezieht sich nicht auf den Ersatz von Teilen, die einem natürlichen Ver-
schleiß unterliegen. Bei Verkauf gebrauchter Waren übernimmt der Verkäufer
keine Gewähr.

8.9 Die Gewährleistung erlischt sofort, wenn ohne schriftliche Einwilligung des Ver-
käufers der Käufer selbst oder ein nicht vom Verkäufer ausdrücklich ermächtigter
Dritter an den gelieferten Gegenständen Änderungen oder Instandsetzungen
vornimmt.

8.10 Ansprüche nach § 933b ABGB verjähren jedenfalls mit Ablauf der in Punkt 8.2
genannten Frist.

8.11 Die Bestimmungen 8.1 bis 8.10 gelten sinngemäß auch für jedes Einstehen für
Mängel aus anderen Rechtsgründen.

9. Rücktritt vom Vertrag
9.1 Voraussetzung für den Rücktritt des Käufers vom Vertrag ist, sofern keine 

speziellere Regelung getroffen wurde, ein Lieferverzug, der auf grobes Ver-
schulden des Verkäufers zurückzuführen ist sowie der erfolglose Ablauf einer
gesetzten, angemessenen Nachfrist. Der Rücktritt ist mittels eingeschriebenen
Briefes geltend zu machen.

9.2 Unabhängig von seinen sonstigen Rechten ist der Verkäufer berechtigt, vom Ver-
trag zurückzutreten,
a) wenn die Ausführung der Lieferung bzw. der Beginn oder die Weiterführung
der Leistung aus Gründen, die der Käufer zu vertreten hat, unmöglich oder trotz
Setzung einer angemessenen Nachfrist weiter verzögert wird,
b) wenn Bedenken hinsichtlich der Zahlungsfähigkeit des Käufers entstanden
sind und dieser auf Begehren des Verkäufers weder Vorauszahlung leistet, noch
vor Lieferung eine taugliche Sicherheit beibringt,
c) wenn die Verlängerung der Lieferzeit wegen der im Punkt 5.4 angeführten
Umstände insgesamt mehr als die Hälfte der ursprünglich vereinbarten Lieferfrist,
mindestens jedoch 6 Monate beträgt, oder
d) wenn der Käufer den ihm durch Punkt 13 auferlegten Verpflichtungen nicht
oder nicht gehörig nachkommt.

9.3 Der Rücktritt kann auch hinsichtlich eines noch offenen Teiles der Lieferung
oder Leistung aus obigen Gründen erklärt werden.

9.4 Falls über das Vermögen des Käufers ein Insolvenzverfahren eröffnet wird oder
ein Antrag auf Einleitung eines Insolvenzverfahrens mangels hinreichenden
Vermögens abgewiesen wird, ist der Verkäufer berechtigt, ohne Setzung einer
Nachfrist vom Vertrag zurückzutreten. Wird dieser Rücktritt ausgeübt, so wird
er sofort mit der Entscheidung wirksam, dass das Unternehmen nicht fortgeführt
wird. Wird das Unternehmen fortgeführt, so wird ein Rücktritt erst 6 Monate
nach Eröffnung des Insolvenzverfahrens oder nach Abweisung des Antrages auf
Eröffnung mangels Vermögens wirksam. Jedenfalls erfolgt die Vertragsauflösung
mit sofortiger Wirkung, sofern das Insolvenzrecht, dem der Käufer unterliegt, dem
nicht entgegensteht oder wenn die Vertragsauflösung zur Abwendung schwerer 
wirtschaftlicher Nachteile des Verkäufers unerlässlich ist.

9.5 Unbeschadet der Schadenersatzansprüche des Verkäufers einschließlich vor-
prozessualer Kosten sind im Falle des Rücktritts bereits erbrachte Leistungen oder
Teilleistungen vertragsgemäß abzurechnen und zu bezahlen. Dies gilt auch, soweit
die Lieferung oder Leistung vom Käufer noch nicht übernommen wurde sowie für
vom Verkäufer erbrachte Vorbereitungshandlungen. Dem Verkäufer steht an
Stelle dessen auch das Recht zu, die Rückstellung bereits gelieferter Gegenstände
zu verlangen.

9.6 Sonstige Folgen des Rücktritts sind ausgeschlossen.
9.7 Die Geltendmachung von Ansprüchen wegen laesio enormis, Irrtum und Wegfall

der Geschäftsgrundlage durch den Käufer wird ausgeschlossen.

10. Entsorgung von Elektro- und Elektronikaltgeräten
10.1 Der Käufer von Elektro-Elektronikgeräten für gewerbliche Zwecke, welcher

seinen Sitz in Österreich hat, übernimmt die Verpflichtung zur Finanzierung der
Sammlung und Behandlung von Elektro- und Elektronikaltgeräten im Sinn der
Elektroaltgeräteverordnung für den Fall, dass er selbst Nutzer des Elektro-
Elektronikgeräts ist. Ist der Käufer nicht Letztnutzer, hat er die Finanzierungs-
Verpflichtung vollinhaltlich durch Vereinbarung auf seinen Abnehmer zu über-
binden und dies gegenüber dem Verkäufer zu dokumentieren.

10.2 Der Käufer, welcher seinen Sitz in Österreich hat, hat dafür Sorge zu tragen,
dass dem Verkäufer alle Informationen zur Verfügung gestellt werden, um die
Verpflichtungen des Verkäufers als Hersteller/Importeur insbesondere nach §§ 11 
und 24 der Elektroaltgeräteverordnung und dem Abfallwirtschaftsgesetz erfüllen
zu können.

10.3 Der Käufer, welcher seinen Sitz in Österreich hat, haftet gegenüber dem Ver-
käufer für alle Schäden und sonstigen finanziellen Nachteile, die dem Verkäufer
durch den Käufer wegen fehlender oder mangelhafter Erfüllung der
Finanzierungsverpflichtung sowie sonstiger Verpflichtungen nach Punkt 10. ent-
stehen. Die Beweislast für die Erfüllung dieser Verpflichtung trifft den Käufer.

11. Haftung des Verkäufers
11.1 Der Verkäufer haftet für Schäden außerhalb des Anwendungsbereiches des

Produkthaftungsgesetzes nur, sofern ihm Vorsatz oder grobe Fahrlässigkeit nach-
gewiesen werden, im Rahmen der gesetzlichen Vorschriften. Die Gesamthaftung
des Verkäufers in Fällen der groben Fahrlässigkeit ist auf den Nettoauftragswert
oder auf EUR 500.000,- begrenzt, je nachdem, welcher Wert niedriger ist.
Pro Schadensfall ist die Haftung des Verkäufers auf 25 % des Nettoauftragswertes
oder auf EUR 125.000,- begrenzt, je nachdem, welcher Wert niedriger ist.

11.2 Die Haftung für leichte Fahrlässigkeit sowie der Ersatz von Folgeschäden, reinen
Vermögensschäden, indirekten Schäden, Produktionsausfall, Finanzierungskosten,
Kosten für Ersatzenergie, Verlust von Energie, Daten oder Informationen, des ent-
gangenen Gewinns, nicht erzielter Ersparnisse, von Zinsverlusten und von Schäden
aus Ansprüchen Dritter gegen den Käufer sind ausgeschlossen.

11.3 Bei Nichteinhaltung allfälliger Bedingungen für Montage, Inbetriebnahme und
Benutzung (wie z. B. in Bedienungsanleitungen enthalten) oder der behördlichen
Zulassungsbedingungen ist jeder Schadenersatz ausgeschlossen.

11.4 Sind Vertragsstrafen vereinbart, sind darüber hinausgehende Ansprüche aus dem 
jeweiligen Titel ausgeschlossen.

11.5 Die Regelungen des Punktes 11 gelten abschließend für sämtliche Ansprüche
des Käufers gegen den Verkäufer, gleich aus welchem Rechtsgrund und -titel und 
sind auch für alle Mitarbeiter, Subunternehmer und Sublieferanten des Verkäufers 
wirksam.

12. Gewerbliche Schutzrechte und Urheberrecht
12.1 Wird eine Ware vom Verkäufer auf Grund von Konstruktionsangaben, 

Zeichnungen, Modellen oder sonstigen Spezifikationen des Käufers angefertigt, 
hat der Käufer diesen bei allfälliger Verletzung von Schutzrechten schad- und 
klaglos zu halten.

12.2 Ausführungsunterlagen wie z. B. Pläne, Skizzen und sonstige technische Unter-
lagen bleiben ebenso wie Muster, Kataloge, Prospekte, Abbildungen u. dgl. stets
geistiges Eigentum des Verkäufers und unterliegen den einschlägigen gesetzlichen
Bestimmungen hinsichtlich Vervielfältigung, Nachahmung, Wettbewerb usw. Punkt
2.2 gilt auch für Ausführungsunterlagen.

13. Einhaltung von Exportbestimmungen
13.1 Der Käufer hat bei Weitergabe der vom Verkäufer gelieferten Waren (sowie dazu-

gehöriger Dokumentation unabhängig von der Art und Weise der Zur-
verfügungstellung oder der vom Verkäufer erbrachten Leistungen [einschließlich
technischer Unterstützung jeder Art]) an Dritte die jeweils anwendbaren
Vorschriften der nationalen und internationalen (Re-)Exportbestimmungen ein-
zuhalten. In jedem Fall hat er bei Weitergabe der Waren bzw. Leistungen an Dritte 
die (Re-)Exportbestimmungen des Sitzstaates des Verkäufers, der Europäischen
Union und der Vereinigten Staaten von Amerika zu beachten.

13.2 Sofern für Exportkontrollprüfungen erforderlich, hat der Käufer dem Verkäufer
nach Aufforderung unverzüglich alle erforderlichen Informationen, u.a. über
Endempfänger, Endverbleib und Verwendungszweck der Waren bzw. Leistungen
zu übermitteln.

14. Allgemeines
Falls einzelne Bestimmungen des Vertrages oder dieser Bestimmungen unwirksam
sein sollten, wird die Wirksamkeit der übrigen Bestimmungen nicht berührt. Die
unwirksame Bestimmung ist durch eine gültige, die dem angestrebten Ziel 
möglichst nahe kommt, zu ersetzen.

15. Gerichtsstand und Recht
Zur Entscheidung aller aus dem Vertrag entstehenden Streitigkeiten – einschließ-
lich solcher über sein Bestehen oder Nichtbestehen – ist das sachlich zuständige
Gericht am Hauptsitz des Verkäufers, in Wien jenes im Sprengel des Bezirks-
gerichtes Innere Stadt, ausschließlich zuständig. Der Vertrag unterliegt öster-
reichischem Recht unter Ausschluss der Weiterverweisungsnormen. Die An-
wendung des UNCITRAL-Übereinkommens der Vereinten Nationen über
Verträge über den internationalen Warenkauf wird ausgeschlossen.

16. Vorbehaltsklausel
Die Vertragserfüllung seitens des Verkäufers steht unter dem Vorbehalt, dass der
Erfüllung keine Hindernisse aufgrund von nationalen oder internationalen (Re-)
Exportbestimmungen, insbesondere keine Embargos und/oder sonstige
Sanktionen, entgegenstehen.
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- Alle Maßskizzen sind nach Möglichkeit des vorhandenen Platzes dargestellt und dienen als unverbindliche Richtlinie.
- Alle Schaltbilder sind Prinzipschaltbilder, die zum besseren Verständnis der Funktion dienen sollen und müssen im Zuge einer 

Projektierung ergänzt bzw. bearbeitet werden.
- Alle Abbildungen stellen beispielhafte Typen des jeweiligen Abschnittes dar und sind unverbindlich.

Es gelten, sofern nicht anders vereinbart, grundsätzlich die allgemeinen Lieferbedingungen des Fachverbandes der Elektro- und
Elektronikindustrie Österreichs (FEEI) in der jeweils gültigen Fassung, die Sie am Ende dieses Kataloges finden.

Irrtümer und Satzfehler im Text, Abbildungen bzw. Änderungen der Produktpalette in technischer Ausführung vorbehalten.

Die in diesem Katalog enthaltenen Anwenderinformationen entsprechen der Meinung des Unternehmens zum Zeitpunkt der
Erstellung. Sie wurden erstellt auf Basis von Normenpublikationen, Branchenfachvorträgen, Fachliteratur und dem unternehmens-
eigenen Know-how. Der Inhalt hat Informationscharakter und daher keine Rechtsverbindlichkeit.  

W TOP-WARENMANAGEMENT IM LOGISTIKZENTRUM GUNTRAMSDORF

Achten Sie auf das Symbol für prompte Bereitschaft zur Versandzustellung

Direkt an der B17, befindet sich das neue Schrack-Logistikzentrum. Die unübersehbare Außengestaltung des Gebäudes im
Schrack-Design, verweist bereits auf alle Produktsäulen, die im Inneren logistisch bewirtschaftet werden. Wir betrachten
Verfügbarkeit als Faktor Nummer 1 für Ihre Wirtschaftlichkeit und für Ihren Erfolg!

w Mehr als 12.000m² Lagerfläche im Innenlager, und ein Kabelfreilager von 2.500m²
w Über 15.000 Artikel für den Versand lagernd
w Professionelles Warenmanagement durch top-geschultes Personal 

W SCHRACK STORE – IHRE TOP-VERFÜGBARKEIT VOR ORT

Wir haben für Sie in allen unseren Geschäftsstellen einen SCHRACK STORE eingerichtet. Außerdem haben wir unser duales
System – lokale und zentrale Verfügbarkeit – weiter perfektioniert und bieten Ihnen: Versandzustellung oder Storeabholung.
Damit können Sie deutlich ihre Lagerhaltungskosten reduzieren.

w Regionale Verfügbarkeit von mehr als 3.000 Artikeln für Sofortabholung
w Top-kompetente Beratung
w Begehbarer Katalog

Achten Sie auf das Symbol für Storeabholung
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8.5 Der Gewährleistungsanspruch setzt voraus, dass der Käufer die aufgetretenen
Mängel in angemessener Frist schriftlich angezeigt hat und die Anzeige dem
Verkäufer zugeht. Der Käufer hat das Vorliegen des Mangels in angemessener
Frist nachzuweisen, insbesondere die bei ihm vorhandenen Unterlagen bzw.
Daten dem Verkäufer zur Verfügung zu stellen. Bei Vorliegen eines gewähr-
leistungspflichtigen Mangels gemäß Punkt 8.1 hat der Verkäufer nach seiner Wahl
am Erfüllungsort die mangelhafte Ware bzw. den mangelhaften Teil nachzubessern
oder sich zwecks Nachbesserung zusenden zu lassen oder eine angemessene Preis-
minderung vorzunehmen.

8.6 Alle im Zusammenhang mit der Mängelbehebung entstehenden Nebenkosten
(wie z. B. für Ein- und Ausbau, Transport, Entsorgung, Fahrt und Wegzeit) gehen
zu Lasten des Käufers. Für Gewährleistungsarbeiten im Betrieb des Käufers sind
die erforderlichen Hilfskräfte, Hebevorrichtungen, Gerüst und Kleinmaterialien
usw. unentgeltlich beizustellen. Ersetzte Teile werden Eigentum des Verkäufers.

8.7 Wird eine Ware vom Verkäufer auf Grund von Konstruktionsangaben,
Zeichnungen, Modellen oder sonstigen Spezifikationen des Käufers angefertigt, so
erstreckt sich die Haftung des Verkäufers nur auf bedingungsgemäße Ausführung.

8.8 Von der Gewährleistung ausgeschlossen sind solche Mängel, die aus nicht vom 
Verkäufer bewirkter Anordnung und Montage, ungenügender Einrichtung, 
Nichtbeachtung der Installationserfordernisse und Benutzungsbedingungen,
Überbeanspruchung der Teile über die vom Verkäufer angegebene Leistung,
nachlässiger oder unrichtiger Behandlung und Verwendung ungeeigneter
Betriebsmaterialien entstehen; dies gilt ebenso bei Mängeln, die auf vom Käufer
beigestelltes Material zurückzuführen sind. Der Verkäufer haftet auch nicht für
Beschädigungen, die auf Handlungen Dritter, auf atmosphärische Entladungen,
Überspannungen und chemische Einflüsse zurückzuführen sind. Die Gewähr-
leistung bezieht sich nicht auf den Ersatz von Teilen, die einem natürlichen Ver-
schleiß unterliegen. Bei Verkauf gebrauchter Waren übernimmt der Verkäufer
keine Gewähr.

8.9 Die Gewährleistung erlischt sofort, wenn ohne schriftliche Einwilligung des Ver-
käufers der Käufer selbst oder ein nicht vom Verkäufer ausdrücklich ermächtigter
Dritter an den gelieferten Gegenständen Änderungen oder Instandsetzungen
vornimmt.

8.10 Ansprüche nach § 933b ABGB verjähren jedenfalls mit Ablauf der in Punkt 8.2
genannten Frist.

8.11 Die Bestimmungen 8.1 bis 8.10 gelten sinngemäß auch für jedes Einstehen für
Mängel aus anderen Rechtsgründen.

9. Rücktritt vom Vertrag
9.1 Voraussetzung für den Rücktritt des Käufers vom Vertrag ist, sofern keine 

speziellere Regelung getroffen wurde, ein Lieferverzug, der auf grobes Ver-
schulden des Verkäufers zurückzuführen ist sowie der erfolglose Ablauf einer
gesetzten, angemessenen Nachfrist. Der Rücktritt ist mittels eingeschriebenen
Briefes geltend zu machen.

9.2 Unabhängig von seinen sonstigen Rechten ist der Verkäufer berechtigt, vom Ver-
trag zurückzutreten,
a) wenn die Ausführung der Lieferung bzw. der Beginn oder die Weiterführung
der Leistung aus Gründen, die der Käufer zu vertreten hat, unmöglich oder trotz
Setzung einer angemessenen Nachfrist weiter verzögert wird,
b) wenn Bedenken hinsichtlich der Zahlungsfähigkeit des Käufers entstanden
sind und dieser auf Begehren des Verkäufers weder Vorauszahlung leistet, noch
vor Lieferung eine taugliche Sicherheit beibringt,
c) wenn die Verlängerung der Lieferzeit wegen der im Punkt 5.4 angeführten
Umstände insgesamt mehr als die Hälfte der ursprünglich vereinbarten Lieferfrist,
mindestens jedoch 6 Monate beträgt, oder
d) wenn der Käufer den ihm durch Punkt 13 auferlegten Verpflichtungen nicht
oder nicht gehörig nachkommt.

9.3 Der Rücktritt kann auch hinsichtlich eines noch offenen Teiles der Lieferung
oder Leistung aus obigen Gründen erklärt werden.

9.4 Falls über das Vermögen des Käufers ein Insolvenzverfahren eröffnet wird oder
ein Antrag auf Einleitung eines Insolvenzverfahrens mangels hinreichenden
Vermögens abgewiesen wird, ist der Verkäufer berechtigt, ohne Setzung einer
Nachfrist vom Vertrag zurückzutreten. Wird dieser Rücktritt ausgeübt, so wird
er sofort mit der Entscheidung wirksam, dass das Unternehmen nicht fortgeführt
wird. Wird das Unternehmen fortgeführt, so wird ein Rücktritt erst 6 Monate
nach Eröffnung des Insolvenzverfahrens oder nach Abweisung des Antrages auf
Eröffnung mangels Vermögens wirksam. Jedenfalls erfolgt die Vertragsauflösung
mit sofortiger Wirkung, sofern das Insolvenzrecht, dem der Käufer unterliegt, dem
nicht entgegensteht oder wenn die Vertragsauflösung zur Abwendung schwerer 
wirtschaftlicher Nachteile des Verkäufers unerlässlich ist.

9.5 Unbeschadet der Schadenersatzansprüche des Verkäufers einschließlich vor-
prozessualer Kosten sind im Falle des Rücktritts bereits erbrachte Leistungen oder
Teilleistungen vertragsgemäß abzurechnen und zu bezahlen. Dies gilt auch, soweit
die Lieferung oder Leistung vom Käufer noch nicht übernommen wurde sowie für
vom Verkäufer erbrachte Vorbereitungshandlungen. Dem Verkäufer steht an
Stelle dessen auch das Recht zu, die Rückstellung bereits gelieferter Gegenstände
zu verlangen.

9.6 Sonstige Folgen des Rücktritts sind ausgeschlossen.
9.7 Die Geltendmachung von Ansprüchen wegen laesio enormis, Irrtum und Wegfall

der Geschäftsgrundlage durch den Käufer wird ausgeschlossen.

10. Entsorgung von Elektro- und Elektronikaltgeräten
10.1 Der Käufer von Elektro-Elektronikgeräten für gewerbliche Zwecke, welcher

seinen Sitz in Österreich hat, übernimmt die Verpflichtung zur Finanzierung der
Sammlung und Behandlung von Elektro- und Elektronikaltgeräten im Sinn der
Elektroaltgeräteverordnung für den Fall, dass er selbst Nutzer des Elektro-
Elektronikgeräts ist. Ist der Käufer nicht Letztnutzer, hat er die Finanzierungs-
Verpflichtung vollinhaltlich durch Vereinbarung auf seinen Abnehmer zu über-
binden und dies gegenüber dem Verkäufer zu dokumentieren.

10.2 Der Käufer, welcher seinen Sitz in Österreich hat, hat dafür Sorge zu tragen,
dass dem Verkäufer alle Informationen zur Verfügung gestellt werden, um die
Verpflichtungen des Verkäufers als Hersteller/Importeur insbesondere nach §§ 11 
und 24 der Elektroaltgeräteverordnung und dem Abfallwirtschaftsgesetz erfüllen
zu können.

10.3 Der Käufer, welcher seinen Sitz in Österreich hat, haftet gegenüber dem Ver-
käufer für alle Schäden und sonstigen finanziellen Nachteile, die dem Verkäufer
durch den Käufer wegen fehlender oder mangelhafter Erfüllung der
Finanzierungsverpflichtung sowie sonstiger Verpflichtungen nach Punkt 10. ent-
stehen. Die Beweislast für die Erfüllung dieser Verpflichtung trifft den Käufer.

11. Haftung des Verkäufers
11.1 Der Verkäufer haftet für Schäden außerhalb des Anwendungsbereiches des

Produkthaftungsgesetzes nur, sofern ihm Vorsatz oder grobe Fahrlässigkeit nach-
gewiesen werden, im Rahmen der gesetzlichen Vorschriften. Die Gesamthaftung
des Verkäufers in Fällen der groben Fahrlässigkeit ist auf den Nettoauftragswert
oder auf EUR 500.000,- begrenzt, je nachdem, welcher Wert niedriger ist.
Pro Schadensfall ist die Haftung des Verkäufers auf 25 % des Nettoauftragswertes
oder auf EUR 125.000,- begrenzt, je nachdem, welcher Wert niedriger ist.

11.2 Die Haftung für leichte Fahrlässigkeit sowie der Ersatz von Folgeschäden, reinen
Vermögensschäden, indirekten Schäden, Produktionsausfall, Finanzierungskosten,
Kosten für Ersatzenergie, Verlust von Energie, Daten oder Informationen, des ent-
gangenen Gewinns, nicht erzielter Ersparnisse, von Zinsverlusten und von Schäden
aus Ansprüchen Dritter gegen den Käufer sind ausgeschlossen.

11.3 Bei Nichteinhaltung allfälliger Bedingungen für Montage, Inbetriebnahme und
Benutzung (wie z. B. in Bedienungsanleitungen enthalten) oder der behördlichen
Zulassungsbedingungen ist jeder Schadenersatz ausgeschlossen.

11.4 Sind Vertragsstrafen vereinbart, sind darüber hinausgehende Ansprüche aus dem 
jeweiligen Titel ausgeschlossen.

11.5 Die Regelungen des Punktes 11 gelten abschließend für sämtliche Ansprüche
des Käufers gegen den Verkäufer, gleich aus welchem Rechtsgrund und -titel und 
sind auch für alle Mitarbeiter, Subunternehmer und Sublieferanten des Verkäufers 
wirksam.

12. Gewerbliche Schutzrechte und Urheberrecht
12.1 Wird eine Ware vom Verkäufer auf Grund von Konstruktionsangaben, 

Zeichnungen, Modellen oder sonstigen Spezifikationen des Käufers angefertigt, 
hat der Käufer diesen bei allfälliger Verletzung von Schutzrechten schad- und 
klaglos zu halten.

12.2 Ausführungsunterlagen wie z. B. Pläne, Skizzen und sonstige technische Unter-
lagen bleiben ebenso wie Muster, Kataloge, Prospekte, Abbildungen u. dgl. stets
geistiges Eigentum des Verkäufers und unterliegen den einschlägigen gesetzlichen
Bestimmungen hinsichtlich Vervielfältigung, Nachahmung, Wettbewerb usw. Punkt
2.2 gilt auch für Ausführungsunterlagen.

13. Einhaltung von Exportbestimmungen
13.1 Der Käufer hat bei Weitergabe der vom Verkäufer gelieferten Waren (sowie dazu-

gehöriger Dokumentation unabhängig von der Art und Weise der Zur-
verfügungstellung oder der vom Verkäufer erbrachten Leistungen [einschließlich
technischer Unterstützung jeder Art]) an Dritte die jeweils anwendbaren
Vorschriften der nationalen und internationalen (Re-)Exportbestimmungen ein-
zuhalten. In jedem Fall hat er bei Weitergabe der Waren bzw. Leistungen an Dritte 
die (Re-)Exportbestimmungen des Sitzstaates des Verkäufers, der Europäischen
Union und der Vereinigten Staaten von Amerika zu beachten.

13.2 Sofern für Exportkontrollprüfungen erforderlich, hat der Käufer dem Verkäufer
nach Aufforderung unverzüglich alle erforderlichen Informationen, u.a. über
Endempfänger, Endverbleib und Verwendungszweck der Waren bzw. Leistungen
zu übermitteln.

14. Allgemeines
Falls einzelne Bestimmungen des Vertrages oder dieser Bestimmungen unwirksam
sein sollten, wird die Wirksamkeit der übrigen Bestimmungen nicht berührt. Die
unwirksame Bestimmung ist durch eine gültige, die dem angestrebten Ziel 
möglichst nahe kommt, zu ersetzen.

15. Gerichtsstand und Recht
Zur Entscheidung aller aus dem Vertrag entstehenden Streitigkeiten – einschließ-
lich solcher über sein Bestehen oder Nichtbestehen – ist das sachlich zuständige
Gericht am Hauptsitz des Verkäufers, in Wien jenes im Sprengel des Bezirks-
gerichtes Innere Stadt, ausschließlich zuständig. Der Vertrag unterliegt öster-
reichischem Recht unter Ausschluss der Weiterverweisungsnormen. Die An-
wendung des UNCITRAL-Übereinkommens der Vereinten Nationen über
Verträge über den internationalen Warenkauf wird ausgeschlossen.

16. Vorbehaltsklausel
Die Vertragserfüllung seitens des Verkäufers steht unter dem Vorbehalt, dass der
Erfüllung keine Hindernisse aufgrund von nationalen oder internationalen (Re-)
Exportbestimmungen, insbesondere keine Embargos und/oder sonstige
Sanktionen, entgegenstehen.
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- Alle Maßskizzen sind nach Möglichkeit des vorhandenen Platzes dargestellt und dienen als unverbindliche Richtlinie.
- Alle Schaltbilder sind Prinzipschaltbilder, die zum besseren Verständnis der Funktion dienen sollen und müssen im Zuge einer 

Projektierung ergänzt bzw. bearbeitet werden.
- Alle Abbildungen stellen beispielhafte Typen des jeweiligen Abschnittes dar und sind unverbindlich.

Es gelten, sofern nicht anders vereinbart, grundsätzlich die allgemeinen Lieferbedingungen des Fachverbandes der Elektro- und
Elektronikindustrie Österreichs (FEEI) in der jeweils gültigen Fassung, die Sie am Ende dieses Kataloges finden.

Irrtümer und Satzfehler im Text, Abbildungen bzw. Änderungen der Produktpalette in technischer Ausführung vorbehalten.

Die in diesem Katalog enthaltenen Anwenderinformationen entsprechen der Meinung des Unternehmens zum Zeitpunkt der
Erstellung. Sie wurden erstellt auf Basis von Normenpublikationen, Branchenfachvorträgen, Fachliteratur und dem unternehmens-
eigenen Know-how. Der Inhalt hat Informationscharakter und daher keine Rechtsverbindlichkeit.  
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Direkt an der B17, befindet sich das neue Schrack-Logistikzentrum. Die unübersehbare Außengestaltung des Gebäudes im
Schrack-Design, verweist bereits auf alle Produktsäulen, die im Inneren logistisch bewirtschaftet werden. Wir betrachten
Verfügbarkeit als Faktor Nummer 1 für Ihre Wirtschaftlichkeit und für Ihren Erfolg!

w Mehr als 12.000m² Lagerfläche im Innenlager, und ein Kabelfreilager von 2.500m²
w Über 15.000 Artikel für den Versand lagernd
w Professionelles Warenmanagement durch top-geschultes Personal 
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8.5 Der Gewährleistungsanspruch setzt voraus, dass der Käufer die aufgetretenen
Mängel in angemessener Frist schriftlich angezeigt hat und die Anzeige dem
Verkäufer zugeht. Der Käufer hat das Vorliegen des Mangels in angemessener
Frist nachzuweisen, insbesondere die bei ihm vorhandenen Unterlagen bzw.
Daten dem Verkäufer zur Verfügung zu stellen. Bei Vorliegen eines gewähr-
leistungspflichtigen Mangels gemäß Punkt 8.1 hat der Verkäufer nach seiner Wahl
am Erfüllungsort die mangelhafte Ware bzw. den mangelhaften Teil nachzubessern
oder sich zwecks Nachbesserung zusenden zu lassen oder eine angemessene Preis-
minderung vorzunehmen.

8.6 Alle im Zusammenhang mit der Mängelbehebung entstehenden Nebenkosten
(wie z. B. für Ein- und Ausbau, Transport, Entsorgung, Fahrt und Wegzeit) gehen
zu Lasten des Käufers. Für Gewährleistungsarbeiten im Betrieb des Käufers sind
die erforderlichen Hilfskräfte, Hebevorrichtungen, Gerüst und Kleinmaterialien
usw. unentgeltlich beizustellen. Ersetzte Teile werden Eigentum des Verkäufers.

8.7 Wird eine Ware vom Verkäufer auf Grund von Konstruktionsangaben,
Zeichnungen, Modellen oder sonstigen Spezifikationen des Käufers angefertigt, so
erstreckt sich die Haftung des Verkäufers nur auf bedingungsgemäße Ausführung.

8.8 Von der Gewährleistung ausgeschlossen sind solche Mängel, die aus nicht vom 
Verkäufer bewirkter Anordnung und Montage, ungenügender Einrichtung, 
Nichtbeachtung der Installationserfordernisse und Benutzungsbedingungen,
Überbeanspruchung der Teile über die vom Verkäufer angegebene Leistung,
nachlässiger oder unrichtiger Behandlung und Verwendung ungeeigneter
Betriebsmaterialien entstehen; dies gilt ebenso bei Mängeln, die auf vom Käufer
beigestelltes Material zurückzuführen sind. Der Verkäufer haftet auch nicht für
Beschädigungen, die auf Handlungen Dritter, auf atmosphärische Entladungen,
Überspannungen und chemische Einflüsse zurückzuführen sind. Die Gewähr-
leistung bezieht sich nicht auf den Ersatz von Teilen, die einem natürlichen Ver-
schleiß unterliegen. Bei Verkauf gebrauchter Waren übernimmt der Verkäufer
keine Gewähr.

8.9 Die Gewährleistung erlischt sofort, wenn ohne schriftliche Einwilligung des Ver-
käufers der Käufer selbst oder ein nicht vom Verkäufer ausdrücklich ermächtigter
Dritter an den gelieferten Gegenständen Änderungen oder Instandsetzungen
vornimmt.

8.10 Ansprüche nach § 933b ABGB verjähren jedenfalls mit Ablauf der in Punkt 8.2
genannten Frist.

8.11 Die Bestimmungen 8.1 bis 8.10 gelten sinngemäß auch für jedes Einstehen für
Mängel aus anderen Rechtsgründen.

9. Rücktritt vom Vertrag
9.1 Voraussetzung für den Rücktritt des Käufers vom Vertrag ist, sofern keine 

speziellere Regelung getroffen wurde, ein Lieferverzug, der auf grobes Ver-
schulden des Verkäufers zurückzuführen ist sowie der erfolglose Ablauf einer
gesetzten, angemessenen Nachfrist. Der Rücktritt ist mittels eingeschriebenen
Briefes geltend zu machen.

9.2 Unabhängig von seinen sonstigen Rechten ist der Verkäufer berechtigt, vom Ver-
trag zurückzutreten,
a) wenn die Ausführung der Lieferung bzw. der Beginn oder die Weiterführung
der Leistung aus Gründen, die der Käufer zu vertreten hat, unmöglich oder trotz
Setzung einer angemessenen Nachfrist weiter verzögert wird,
b) wenn Bedenken hinsichtlich der Zahlungsfähigkeit des Käufers entstanden
sind und dieser auf Begehren des Verkäufers weder Vorauszahlung leistet, noch
vor Lieferung eine taugliche Sicherheit beibringt,
c) wenn die Verlängerung der Lieferzeit wegen der im Punkt 5.4 angeführten
Umstände insgesamt mehr als die Hälfte der ursprünglich vereinbarten Lieferfrist,
mindestens jedoch 6 Monate beträgt, oder
d) wenn der Käufer den ihm durch Punkt 13 auferlegten Verpflichtungen nicht
oder nicht gehörig nachkommt.

9.3 Der Rücktritt kann auch hinsichtlich eines noch offenen Teiles der Lieferung
oder Leistung aus obigen Gründen erklärt werden.

9.4 Falls über das Vermögen des Käufers ein Insolvenzverfahren eröffnet wird oder
ein Antrag auf Einleitung eines Insolvenzverfahrens mangels hinreichenden
Vermögens abgewiesen wird, ist der Verkäufer berechtigt, ohne Setzung einer
Nachfrist vom Vertrag zurückzutreten. Wird dieser Rücktritt ausgeübt, so wird
er sofort mit der Entscheidung wirksam, dass das Unternehmen nicht fortgeführt
wird. Wird das Unternehmen fortgeführt, so wird ein Rücktritt erst 6 Monate
nach Eröffnung des Insolvenzverfahrens oder nach Abweisung des Antrages auf
Eröffnung mangels Vermögens wirksam. Jedenfalls erfolgt die Vertragsauflösung
mit sofortiger Wirkung, sofern das Insolvenzrecht, dem der Käufer unterliegt, dem
nicht entgegensteht oder wenn die Vertragsauflösung zur Abwendung schwerer 
wirtschaftlicher Nachteile des Verkäufers unerlässlich ist.

9.5 Unbeschadet der Schadenersatzansprüche des Verkäufers einschließlich vor-
prozessualer Kosten sind im Falle des Rücktritts bereits erbrachte Leistungen oder
Teilleistungen vertragsgemäß abzurechnen und zu bezahlen. Dies gilt auch, soweit
die Lieferung oder Leistung vom Käufer noch nicht übernommen wurde sowie für
vom Verkäufer erbrachte Vorbereitungshandlungen. Dem Verkäufer steht an
Stelle dessen auch das Recht zu, die Rückstellung bereits gelieferter Gegenstände
zu verlangen.

9.6 Sonstige Folgen des Rücktritts sind ausgeschlossen.
9.7 Die Geltendmachung von Ansprüchen wegen laesio enormis, Irrtum und Wegfall

der Geschäftsgrundlage durch den Käufer wird ausgeschlossen.

10. Entsorgung von Elektro- und Elektronikaltgeräten
10.1 Der Käufer von Elektro-Elektronikgeräten für gewerbliche Zwecke, welcher

seinen Sitz in Österreich hat, übernimmt die Verpflichtung zur Finanzierung der
Sammlung und Behandlung von Elektro- und Elektronikaltgeräten im Sinn der
Elektroaltgeräteverordnung für den Fall, dass er selbst Nutzer des Elektro-
Elektronikgeräts ist. Ist der Käufer nicht Letztnutzer, hat er die Finanzierungs-
Verpflichtung vollinhaltlich durch Vereinbarung auf seinen Abnehmer zu über-
binden und dies gegenüber dem Verkäufer zu dokumentieren.

10.2 Der Käufer, welcher seinen Sitz in Österreich hat, hat dafür Sorge zu tragen,
dass dem Verkäufer alle Informationen zur Verfügung gestellt werden, um die
Verpflichtungen des Verkäufers als Hersteller/Importeur insbesondere nach §§ 11 
und 24 der Elektroaltgeräteverordnung und dem Abfallwirtschaftsgesetz erfüllen
zu können.

10.3 Der Käufer, welcher seinen Sitz in Österreich hat, haftet gegenüber dem Ver-
käufer für alle Schäden und sonstigen finanziellen Nachteile, die dem Verkäufer
durch den Käufer wegen fehlender oder mangelhafter Erfüllung der
Finanzierungsverpflichtung sowie sonstiger Verpflichtungen nach Punkt 10. ent-
stehen. Die Beweislast für die Erfüllung dieser Verpflichtung trifft den Käufer.

11. Haftung des Verkäufers
11.1 Der Verkäufer haftet für Schäden außerhalb des Anwendungsbereiches des

Produkthaftungsgesetzes nur, sofern ihm Vorsatz oder grobe Fahrlässigkeit nach-
gewiesen werden, im Rahmen der gesetzlichen Vorschriften. Die Gesamthaftung
des Verkäufers in Fällen der groben Fahrlässigkeit ist auf den Nettoauftragswert
oder auf EUR 500.000,- begrenzt, je nachdem, welcher Wert niedriger ist.
Pro Schadensfall ist die Haftung des Verkäufers auf 25 % des Nettoauftragswertes
oder auf EUR 125.000,- begrenzt, je nachdem, welcher Wert niedriger ist.

11.2 Die Haftung für leichte Fahrlässigkeit sowie der Ersatz von Folgeschäden, reinen
Vermögensschäden, indirekten Schäden, Produktionsausfall, Finanzierungskosten,
Kosten für Ersatzenergie, Verlust von Energie, Daten oder Informationen, des ent-
gangenen Gewinns, nicht erzielter Ersparnisse, von Zinsverlusten und von Schäden
aus Ansprüchen Dritter gegen den Käufer sind ausgeschlossen.

11.3 Bei Nichteinhaltung allfälliger Bedingungen für Montage, Inbetriebnahme und
Benutzung (wie z. B. in Bedienungsanleitungen enthalten) oder der behördlichen
Zulassungsbedingungen ist jeder Schadenersatz ausgeschlossen.

11.4 Sind Vertragsstrafen vereinbart, sind darüber hinausgehende Ansprüche aus dem 
jeweiligen Titel ausgeschlossen.

11.5 Die Regelungen des Punktes 11 gelten abschließend für sämtliche Ansprüche
des Käufers gegen den Verkäufer, gleich aus welchem Rechtsgrund und -titel und 
sind auch für alle Mitarbeiter, Subunternehmer und Sublieferanten des Verkäufers 
wirksam.

12. Gewerbliche Schutzrechte und Urheberrecht
12.1 Wird eine Ware vom Verkäufer auf Grund von Konstruktionsangaben, 

Zeichnungen, Modellen oder sonstigen Spezifikationen des Käufers angefertigt, 
hat der Käufer diesen bei allfälliger Verletzung von Schutzrechten schad- und 
klaglos zu halten.

12.2 Ausführungsunterlagen wie z. B. Pläne, Skizzen und sonstige technische Unter-
lagen bleiben ebenso wie Muster, Kataloge, Prospekte, Abbildungen u. dgl. stets
geistiges Eigentum des Verkäufers und unterliegen den einschlägigen gesetzlichen
Bestimmungen hinsichtlich Vervielfältigung, Nachahmung, Wettbewerb usw. Punkt
2.2 gilt auch für Ausführungsunterlagen.

13. Einhaltung von Exportbestimmungen
13.1 Der Käufer hat bei Weitergabe der vom Verkäufer gelieferten Waren (sowie dazu-

gehöriger Dokumentation unabhängig von der Art und Weise der Zur-
verfügungstellung oder der vom Verkäufer erbrachten Leistungen [einschließlich
technischer Unterstützung jeder Art]) an Dritte die jeweils anwendbaren
Vorschriften der nationalen und internationalen (Re-)Exportbestimmungen ein-
zuhalten. In jedem Fall hat er bei Weitergabe der Waren bzw. Leistungen an Dritte 
die (Re-)Exportbestimmungen des Sitzstaates des Verkäufers, der Europäischen
Union und der Vereinigten Staaten von Amerika zu beachten.

13.2 Sofern für Exportkontrollprüfungen erforderlich, hat der Käufer dem Verkäufer
nach Aufforderung unverzüglich alle erforderlichen Informationen, u.a. über
Endempfänger, Endverbleib und Verwendungszweck der Waren bzw. Leistungen
zu übermitteln.

14. Allgemeines
Falls einzelne Bestimmungen des Vertrages oder dieser Bestimmungen unwirksam
sein sollten, wird die Wirksamkeit der übrigen Bestimmungen nicht berührt. Die
unwirksame Bestimmung ist durch eine gültige, die dem angestrebten Ziel 
möglichst nahe kommt, zu ersetzen.

15. Gerichtsstand und Recht
Zur Entscheidung aller aus dem Vertrag entstehenden Streitigkeiten – einschließ-
lich solcher über sein Bestehen oder Nichtbestehen – ist das sachlich zuständige
Gericht am Hauptsitz des Verkäufers, in Wien jenes im Sprengel des Bezirks-
gerichtes Innere Stadt, ausschließlich zuständig. Der Vertrag unterliegt öster-
reichischem Recht unter Ausschluss der Weiterverweisungsnormen. Die An-
wendung des UNCITRAL-Übereinkommens der Vereinten Nationen über
Verträge über den internationalen Warenkauf wird ausgeschlossen.

16. Vorbehaltsklausel
Die Vertragserfüllung seitens des Verkäufers steht unter dem Vorbehalt, dass der
Erfüllung keine Hindernisse aufgrund von nationalen oder internationalen (Re-)
Exportbestimmungen, insbesondere keine Embargos und/oder sonstige
Sanktionen, entgegenstehen.
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- Alle Maßskizzen sind nach Möglichkeit des vorhandenen Platzes dargestellt und dienen als unverbindliche Richtlinie.
- Alle Schaltbilder sind Prinzipschaltbilder, die zum besseren Verständnis der Funktion dienen sollen und müssen im Zuge einer 

Projektierung ergänzt bzw. bearbeitet werden.
- Alle Abbildungen stellen beispielhafte Typen des jeweiligen Abschnittes dar und sind unverbindlich.

Es gelten, sofern nicht anders vereinbart, grundsätzlich die allgemeinen Lieferbedingungen des Fachverbandes der Elektro- und
Elektronikindustrie Österreichs (FEEI) in der jeweils gültigen Fassung, die Sie am Ende dieses Kataloges finden.

Irrtümer und Satzfehler im Text, Abbildungen bzw. Änderungen der Produktpalette in technischer Ausführung vorbehalten.

Die in diesem Katalog enthaltenen Anwenderinformationen entsprechen der Meinung des Unternehmens zum Zeitpunkt der
Erstellung. Sie wurden erstellt auf Basis von Normenpublikationen, Branchenfachvorträgen, Fachliteratur und dem unternehmens-
eigenen Know-how. Der Inhalt hat Informationscharakter und daher keine Rechtsverbindlichkeit.  

W TOP-WARENMANAGEMENT IM LOGISTIKZENTRUM GUNTRAMSDORF

Achten Sie auf das Symbol für prompte Bereitschaft zur Versandzustellung

Direkt an der B17, befindet sich das neue Schrack-Logistikzentrum. Die unübersehbare Außengestaltung des Gebäudes im
Schrack-Design, verweist bereits auf alle Produktsäulen, die im Inneren logistisch bewirtschaftet werden. Wir betrachten
Verfügbarkeit als Faktor Nummer 1 für Ihre Wirtschaftlichkeit und für Ihren Erfolg!

w Mehr als 12.000m² Lagerfläche im Innenlager, und ein Kabelfreilager von 2.500m²
w Über 15.000 Artikel für den Versand lagernd
w Professionelles Warenmanagement durch top-geschultes Personal 

W SCHRACK STORE – IHRE TOP-VERFÜGBARKEIT VOR ORT

Wir haben für Sie in allen unseren Geschäftsstellen einen SCHRACK STORE eingerichtet. Außerdem haben wir unser duales
System – lokale und zentrale Verfügbarkeit – weiter perfektioniert und bieten Ihnen: Versandzustellung oder Storeabholung.
Damit können Sie deutlich ihre Lagerhaltungskosten reduzieren.

w Regionale Verfügbarkeit von mehr als 3.000 Artikeln für Sofortabholung
w Top-kompetente Beratung
w Begehbarer Katalog

Achten Sie auf das Symbol für Storeabholung

Allgemeine Lieferbedingungen

8.5 Der Gewährleistungsanspruch setzt voraus, dass der Käufer die aufgetretenen
Mängel in angemessener Frist schriftlich angezeigt hat und die Anzeige dem
Verkäufer zugeht. Der Käufer hat das Vorliegen des Mangels in angemessener
Frist nachzuweisen, insbesondere die bei ihm vorhandenen Unterlagen bzw.
Daten dem Verkäufer zur Verfügung zu stellen. Bei Vorliegen eines gewähr-
leistungspflichtigen Mangels gemäß Punkt 8.1 hat der Verkäufer nach seiner Wahl
am Erfüllungsort die mangelhafte Ware bzw. den mangelhaften Teil nachzubessern
oder sich zwecks Nachbesserung zusenden zu lassen oder eine angemessene Preis-
minderung vorzunehmen.

8.6 Alle im Zusammenhang mit der Mängelbehebung entstehenden Nebenkosten
(wie z. B. für Ein- und Ausbau, Transport, Entsorgung, Fahrt und Wegzeit) gehen
zu Lasten des Käufers. Für Gewährleistungsarbeiten im Betrieb des Käufers sind
die erforderlichen Hilfskräfte, Hebevorrichtungen, Gerüst und Kleinmaterialien
usw. unentgeltlich beizustellen. Ersetzte Teile werden Eigentum des Verkäufers.

8.7 Wird eine Ware vom Verkäufer auf Grund von Konstruktionsangaben,
Zeichnungen, Modellen oder sonstigen Spezifikationen des Käufers angefertigt, so
erstreckt sich die Haftung des Verkäufers nur auf bedingungsgemäße Ausführung.

8.8 Von der Gewährleistung ausgeschlossen sind solche Mängel, die aus nicht vom 
Verkäufer bewirkter Anordnung und Montage, ungenügender Einrichtung, 
Nichtbeachtung der Installationserfordernisse und Benutzungsbedingungen,
Überbeanspruchung der Teile über die vom Verkäufer angegebene Leistung,
nachlässiger oder unrichtiger Behandlung und Verwendung ungeeigneter
Betriebsmaterialien entstehen; dies gilt ebenso bei Mängeln, die auf vom Käufer
beigestelltes Material zurückzuführen sind. Der Verkäufer haftet auch nicht für
Beschädigungen, die auf Handlungen Dritter, auf atmosphärische Entladungen,
Überspannungen und chemische Einflüsse zurückzuführen sind. Die Gewähr-
leistung bezieht sich nicht auf den Ersatz von Teilen, die einem natürlichen Ver-
schleiß unterliegen. Bei Verkauf gebrauchter Waren übernimmt der Verkäufer
keine Gewähr.

8.9 Die Gewährleistung erlischt sofort, wenn ohne schriftliche Einwilligung des Ver-
käufers der Käufer selbst oder ein nicht vom Verkäufer ausdrücklich ermächtigter
Dritter an den gelieferten Gegenständen Änderungen oder Instandsetzungen
vornimmt.

8.10 Ansprüche nach § 933b ABGB verjähren jedenfalls mit Ablauf der in Punkt 8.2
genannten Frist.

8.11 Die Bestimmungen 8.1 bis 8.10 gelten sinngemäß auch für jedes Einstehen für
Mängel aus anderen Rechtsgründen.

9. Rücktritt vom Vertrag
9.1 Voraussetzung für den Rücktritt des Käufers vom Vertrag ist, sofern keine 

speziellere Regelung getroffen wurde, ein Lieferverzug, der auf grobes Ver-
schulden des Verkäufers zurückzuführen ist sowie der erfolglose Ablauf einer
gesetzten, angemessenen Nachfrist. Der Rücktritt ist mittels eingeschriebenen
Briefes geltend zu machen.

9.2 Unabhängig von seinen sonstigen Rechten ist der Verkäufer berechtigt, vom Ver-
trag zurückzutreten,
a) wenn die Ausführung der Lieferung bzw. der Beginn oder die Weiterführung
der Leistung aus Gründen, die der Käufer zu vertreten hat, unmöglich oder trotz
Setzung einer angemessenen Nachfrist weiter verzögert wird,
b) wenn Bedenken hinsichtlich der Zahlungsfähigkeit des Käufers entstanden
sind und dieser auf Begehren des Verkäufers weder Vorauszahlung leistet, noch
vor Lieferung eine taugliche Sicherheit beibringt,
c) wenn die Verlängerung der Lieferzeit wegen der im Punkt 5.4 angeführten
Umstände insgesamt mehr als die Hälfte der ursprünglich vereinbarten Lieferfrist,
mindestens jedoch 6 Monate beträgt, oder
d) wenn der Käufer den ihm durch Punkt 13 auferlegten Verpflichtungen nicht
oder nicht gehörig nachkommt.

9.3 Der Rücktritt kann auch hinsichtlich eines noch offenen Teiles der Lieferung
oder Leistung aus obigen Gründen erklärt werden.

9.4 Falls über das Vermögen des Käufers ein Insolvenzverfahren eröffnet wird oder
ein Antrag auf Einleitung eines Insolvenzverfahrens mangels hinreichenden
Vermögens abgewiesen wird, ist der Verkäufer berechtigt, ohne Setzung einer
Nachfrist vom Vertrag zurückzutreten. Wird dieser Rücktritt ausgeübt, so wird
er sofort mit der Entscheidung wirksam, dass das Unternehmen nicht fortgeführt
wird. Wird das Unternehmen fortgeführt, so wird ein Rücktritt erst 6 Monate
nach Eröffnung des Insolvenzverfahrens oder nach Abweisung des Antrages auf
Eröffnung mangels Vermögens wirksam. Jedenfalls erfolgt die Vertragsauflösung
mit sofortiger Wirkung, sofern das Insolvenzrecht, dem der Käufer unterliegt, dem
nicht entgegensteht oder wenn die Vertragsauflösung zur Abwendung schwerer 
wirtschaftlicher Nachteile des Verkäufers unerlässlich ist.

9.5 Unbeschadet der Schadenersatzansprüche des Verkäufers einschließlich vor-
prozessualer Kosten sind im Falle des Rücktritts bereits erbrachte Leistungen oder
Teilleistungen vertragsgemäß abzurechnen und zu bezahlen. Dies gilt auch, soweit
die Lieferung oder Leistung vom Käufer noch nicht übernommen wurde sowie für
vom Verkäufer erbrachte Vorbereitungshandlungen. Dem Verkäufer steht an
Stelle dessen auch das Recht zu, die Rückstellung bereits gelieferter Gegenstände
zu verlangen.

9.6 Sonstige Folgen des Rücktritts sind ausgeschlossen.
9.7 Die Geltendmachung von Ansprüchen wegen laesio enormis, Irrtum und Wegfall

der Geschäftsgrundlage durch den Käufer wird ausgeschlossen.

10. Entsorgung von Elektro- und Elektronikaltgeräten
10.1 Der Käufer von Elektro-Elektronikgeräten für gewerbliche Zwecke, welcher

seinen Sitz in Österreich hat, übernimmt die Verpflichtung zur Finanzierung der
Sammlung und Behandlung von Elektro- und Elektronikaltgeräten im Sinn der
Elektroaltgeräteverordnung für den Fall, dass er selbst Nutzer des Elektro-
Elektronikgeräts ist. Ist der Käufer nicht Letztnutzer, hat er die Finanzierungs-
Verpflichtung vollinhaltlich durch Vereinbarung auf seinen Abnehmer zu über-
binden und dies gegenüber dem Verkäufer zu dokumentieren.

10.2 Der Käufer, welcher seinen Sitz in Österreich hat, hat dafür Sorge zu tragen,
dass dem Verkäufer alle Informationen zur Verfügung gestellt werden, um die
Verpflichtungen des Verkäufers als Hersteller/Importeur insbesondere nach §§ 11 
und 24 der Elektroaltgeräteverordnung und dem Abfallwirtschaftsgesetz erfüllen
zu können.

10.3 Der Käufer, welcher seinen Sitz in Österreich hat, haftet gegenüber dem Ver-
käufer für alle Schäden und sonstigen finanziellen Nachteile, die dem Verkäufer
durch den Käufer wegen fehlender oder mangelhafter Erfüllung der
Finanzierungsverpflichtung sowie sonstiger Verpflichtungen nach Punkt 10. ent-
stehen. Die Beweislast für die Erfüllung dieser Verpflichtung trifft den Käufer.

11. Haftung des Verkäufers
11.1 Der Verkäufer haftet für Schäden außerhalb des Anwendungsbereiches des

Produkthaftungsgesetzes nur, sofern ihm Vorsatz oder grobe Fahrlässigkeit nach-
gewiesen werden, im Rahmen der gesetzlichen Vorschriften. Die Gesamthaftung
des Verkäufers in Fällen der groben Fahrlässigkeit ist auf den Nettoauftragswert
oder auf EUR 500.000,- begrenzt, je nachdem, welcher Wert niedriger ist.
Pro Schadensfall ist die Haftung des Verkäufers auf 25 % des Nettoauftragswertes
oder auf EUR 125.000,- begrenzt, je nachdem, welcher Wert niedriger ist.

11.2 Die Haftung für leichte Fahrlässigkeit sowie der Ersatz von Folgeschäden, reinen
Vermögensschäden, indirekten Schäden, Produktionsausfall, Finanzierungskosten,
Kosten für Ersatzenergie, Verlust von Energie, Daten oder Informationen, des ent-
gangenen Gewinns, nicht erzielter Ersparnisse, von Zinsverlusten und von Schäden
aus Ansprüchen Dritter gegen den Käufer sind ausgeschlossen.

11.3 Bei Nichteinhaltung allfälliger Bedingungen für Montage, Inbetriebnahme und
Benutzung (wie z. B. in Bedienungsanleitungen enthalten) oder der behördlichen
Zulassungsbedingungen ist jeder Schadenersatz ausgeschlossen.

11.4 Sind Vertragsstrafen vereinbart, sind darüber hinausgehende Ansprüche aus dem 
jeweiligen Titel ausgeschlossen.

11.5 Die Regelungen des Punktes 11 gelten abschließend für sämtliche Ansprüche
des Käufers gegen den Verkäufer, gleich aus welchem Rechtsgrund und -titel und 
sind auch für alle Mitarbeiter, Subunternehmer und Sublieferanten des Verkäufers 
wirksam.

12. Gewerbliche Schutzrechte und Urheberrecht
12.1 Wird eine Ware vom Verkäufer auf Grund von Konstruktionsangaben, 

Zeichnungen, Modellen oder sonstigen Spezifikationen des Käufers angefertigt, 
hat der Käufer diesen bei allfälliger Verletzung von Schutzrechten schad- und 
klaglos zu halten.

12.2 Ausführungsunterlagen wie z. B. Pläne, Skizzen und sonstige technische Unter-
lagen bleiben ebenso wie Muster, Kataloge, Prospekte, Abbildungen u. dgl. stets
geistiges Eigentum des Verkäufers und unterliegen den einschlägigen gesetzlichen
Bestimmungen hinsichtlich Vervielfältigung, Nachahmung, Wettbewerb usw. Punkt
2.2 gilt auch für Ausführungsunterlagen.

13. Einhaltung von Exportbestimmungen
13.1 Der Käufer hat bei Weitergabe der vom Verkäufer gelieferten Waren (sowie dazu-

gehöriger Dokumentation unabhängig von der Art und Weise der Zur-
verfügungstellung oder der vom Verkäufer erbrachten Leistungen [einschließlich
technischer Unterstützung jeder Art]) an Dritte die jeweils anwendbaren
Vorschriften der nationalen und internationalen (Re-)Exportbestimmungen ein-
zuhalten. In jedem Fall hat er bei Weitergabe der Waren bzw. Leistungen an Dritte 
die (Re-)Exportbestimmungen des Sitzstaates des Verkäufers, der Europäischen
Union und der Vereinigten Staaten von Amerika zu beachten.

13.2 Sofern für Exportkontrollprüfungen erforderlich, hat der Käufer dem Verkäufer
nach Aufforderung unverzüglich alle erforderlichen Informationen, u.a. über
Endempfänger, Endverbleib und Verwendungszweck der Waren bzw. Leistungen
zu übermitteln.

14. Allgemeines
Falls einzelne Bestimmungen des Vertrages oder dieser Bestimmungen unwirksam
sein sollten, wird die Wirksamkeit der übrigen Bestimmungen nicht berührt. Die
unwirksame Bestimmung ist durch eine gültige, die dem angestrebten Ziel 
möglichst nahe kommt, zu ersetzen.

15. Gerichtsstand und Recht
Zur Entscheidung aller aus dem Vertrag entstehenden Streitigkeiten – einschließ-
lich solcher über sein Bestehen oder Nichtbestehen – ist das sachlich zuständige
Gericht am Hauptsitz des Verkäufers, in Wien jenes im Sprengel des Bezirks-
gerichtes Innere Stadt, ausschließlich zuständig. Der Vertrag unterliegt öster-
reichischem Recht unter Ausschluss der Weiterverweisungsnormen. Die An-
wendung des UNCITRAL-Übereinkommens der Vereinten Nationen über
Verträge über den internationalen Warenkauf wird ausgeschlossen.

16. Vorbehaltsklausel
Die Vertragserfüllung seitens des Verkäufers steht unter dem Vorbehalt, dass der
Erfüllung keine Hindernisse aufgrund von nationalen oder internationalen (Re-)
Exportbestimmungen, insbesondere keine Embargos und/oder sonstige
Sanktionen, entgegenstehen.
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- Alle Maßskizzen sind nach Möglichkeit des vorhandenen Platzes dargestellt und dienen als unverbindliche Richtlinie.
- Alle Schaltbilder sind Prinzipschaltbilder, die zum besseren Verständnis der Funktion dienen sollen und müssen im Zuge einer 

Projektierung ergänzt bzw. bearbeitet werden.
- Alle Abbildungen stellen beispielhafte Typen des jeweiligen Abschnittes dar und sind unverbindlich.

Es gelten, sofern nicht anders vereinbart, grundsätzlich die allgemeinen Lieferbedingungen des Fachverbandes der Elektro- und
Elektronikindustrie Österreichs (FEEI) in der jeweils gültigen Fassung, die Sie am Ende dieses Kataloges finden.

Irrtümer und Satzfehler im Text, Abbildungen bzw. Änderungen der Produktpalette in technischer Ausführung vorbehalten.

Die in diesem Katalog enthaltenen Anwenderinformationen entsprechen der Meinung des Unternehmens zum Zeitpunkt der
Erstellung. Sie wurden erstellt auf Basis von Normenpublikationen, Branchenfachvorträgen, Fachliteratur und dem unternehmens-
eigenen Know-how. Der Inhalt hat Informationscharakter und daher keine Rechtsverbindlichkeit.  

W TOP-WARENMANAGEMENT IM LOGISTIKZENTRUM GUNTRAMSDORF

Achten Sie auf das Symbol für prompte Bereitschaft zur Versandzustellung

Direkt an der B17, befindet sich das neue Schrack-Logistikzentrum. Die unübersehbare Außengestaltung des Gebäudes im
Schrack-Design, verweist bereits auf alle Produktsäulen, die im Inneren logistisch bewirtschaftet werden. Wir betrachten
Verfügbarkeit als Faktor Nummer 1 für Ihre Wirtschaftlichkeit und für Ihren Erfolg!

w Mehr als 12.000m² Lagerfläche im Innenlager, und ein Kabelfreilager von 2.500m²
w Über 15.000 Artikel für den Versand lagernd
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w Top-kompetente Beratung
w Begehbarer Katalog

Achten Sie auf das Symbol für Storeabholung

W TOP WARENMANAGEMENT IM LOGISTIKZENTRUM ACHAU
 Ende 2018 ist das neue Schrack Technik Logistikzentrum in Betrieb gegangenen. Im niederösterreichischen Achau, in der  
 Schrack-Straße 1, sorgen rund 100 Beschäftigte für eine professionelle Warenbewirtschaftung um Kunden prompt und  
 zuverlässig mit Schrack Produkten zu beliefern. In der 19.000 Quadratmeter großen Halle werden mehr als 20.000 Produkte  
 gelagert, kommissioniert und transportsicher verpackt.
 Wir betrachten Verfügbarkeit als Faktor Nummer 1 für Ihre Wirtschaftlichkeit und Ihren Erfolg.
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8.5. The foregoing warranty obligations are conditional upon the Buyer giving within 
a reasonable period notice in writing of any defects that have occurred and such 
notice reaching the Seller. Buyer shall prove within a reasonable period the 
presence of a defect, in particular he shall make available within a reasonable 
period to Seller all material and data in his possession. Upon receipt of such 
notice Seller shall, in the case of a defect covered by the warranty under 8.1 above, 
have the option to replace the defective goods or defective parts thereof or else 
to repair them on Buyer’s premises or have them returned for repair, or to grant 
a fair and reasonable price reduction.

8.6. Any expenses incurred in connection with rectifying defects (e. g. expenses for 
assembly and disassembly, transport, waste disposal, travel and siteto-quarters
time) shall be borne by Buyer. For warranty work on Buyer’s premises Buyer 
shall make available free of charge any assistance, hoisting gear, scaffolding and 
sundry supplies and incidentals that may he required. Replaced parts shall 
become the property of Seller.

8.7. If an article is manufactured by Seller on the basis of design data, design drawings, 
models or other specifications supplied by Buyer, Seller’s warranty shall be 
restricted to non-compliance with Buyers specifications.

8.8. Seller’s warranty obligation shall not extend to any defects due to assembly and 
installation work not undertaken by Seller, inadequate equipment, or due to non-
compliance with installation requirements and operating conditions, overloading 
of parts in excess of the design values stipulated by Seller, negligent or faulty 
handling or the use of inappropriate materials, nor for defects attributable to 
material supplied by Buyer. Nor shall Seller be li- able for damage due to acts of 
third parties, atmospheric discharges. Excess voltage and chemical influences. The 
warranty does not cover the replacement of parts subject to natural wear and tear. 
Seller accepts no warranty for the sale of used goods.

8.9. The warranty shall lapse immediately if, without written consent of Seller, Buyer 
himself or a third party not expressly authorised undertakes modifications or
repairs on any items delivered.

8.10. Claims acc. to § 933b ABGB are struck by the statute of limitation with lapse of 
the period mentioned under point 8.2.

8.11. The provisions of sub-paragraphs 8.1 to 8.10 shall apply, mutatis mutandis, to all 
cases where the obligation to repair defects has to be accepted for other reasons 
laid down by law.

9. Withdrawal from contract
9.1. Buyer may withdraw from the contract only in the event of delays caused by gross 

negligence on the part of Seller and only after a reasonable period of grace has 
elapsed. Withdrawal from contract shall be notified in writing by registered mail.

9.2. Irrespective of his other rights Seller shall be entitled to withdraw from the 
contract
a) if the execution of delivery or the inception or continuation of services to be 

rendered under the contract is made impossible for reasons within the 
responsibility of Buyer and if the delay is extended beyond a reasonable 
period of grace allowed;

b) if doubts have arisen as to Buyer’s creditworthiness and if same fails, on 
Seller’s request, to make an advance payment or to provide adequate security 
prior to delivery, or

c) if, for reasons mentioned in 5.4, the period allowed for delivery is extended by
more than half of the period originally agreed or by at least 6 months, or

d) if Buyer does not or does not properly meet the obligations imposed as per
paragraph 13.

9.3. For the reasons given above withdrawal from the contract shall also be possible in 
respect of any outstanding part of the delivery or service contracted for.

9.4. If bankruptcy proceedings are instituted against Buyer or an application for 
bankruptcy proceedings is not granted for insufficiency of assets, Seller may with-
draw from the contract without allowing a period of grace. If this withdrawal is 
taken, it shall take effect immediately upon the decision that the business will not 
be continued. If the business will be continued, a withdrawal shall not take effect 
until 6 months after the institution of bankruptcy proceedings or after an 
application for bankruptcy proceedings has not been granted for insufficiency of 
assets. In any case, the contract shall be terminated immediately unless the 
bankruptcy law to which Buyer is subject conflicts with this or if termination of 
the contract is necessary to prevent significant damages to Seller.

9.5. Without prejudice to Seller’s claim for damages including expenses arising prior 
to a lawsuit, upon withdrawal from contract any open accounts in respect of 
deliveries made or services rendered in whole or in part shall be settled according 
to contract This provision also covers deliveries or services not yet accepted by
Buyer as well as any preparatory acts performed by Seller. Seller shall, however, 
have the option alternatively to require the restitution of articles already 
delivered.

9.6. Withdrawal from contract shall have no consequences other than those stipulated 
above.

9.7. The assertion of claims on the ground of laesio enormis, error, or lapse of 
purpose by the Buyer is excluded.

10. Disposal of waste electrical and electronic equipment
10.1. The Buyer of electrical/electronic equipment for commercial purposes, 

incorporated in Austria, is responsible for the financing of the collection and 
treatment of waste electrical and electronic equipment as defined by the 
Ordinance Regulating the Handling of Waste Electrical Equipment, if he is him-
self the user of the electrical/electronic equipment. If the Buyer is not the end 
user, he shall transfer the full financial commitment to his customer by agree-
ment and furnish proof thereof to the Seller.

10.2. The Buyer incorporated in Austria shall ensure that the Seller is provided with
all information necessary to meet the Seller’s obligations as manufacturer/
importer, particularly according to §§ 11 and 24 of the Ordinance Regulating the 
Handling of Waste Electrical Equipment and the Waste Management Act.

10.3. The Buyer incorporated in Austria is liable vis-à-vis the Seller for any damage
and other financial disadvantages incurred by Seller due to Buyer’s failure to
meet or fully meet his financing commitment or any other obligations according 
to Article 10. The Buyer shall bear the burden of proof of performance of this 
obligation.

11. Seller’s liability
11.1. Outside the scope of the Product Liability Act, Seller shall be liable only if the 

damage in question is proved to be due to intentional acts or acts of gross 
negligence, within the limits of statutory provisions. Seller's total liability in cases 
of gross negligence is limited to the net value of the order or EUR 500,000, 
depending on which amount is lower.

11.2. For each incident of damage, Seller shall be liable for 25% of the net value of the
order or EUR 125,000, depending on which amount is lower.

11.3. Seller shall not be liable for damage due to acts of ordinary negligence nor for 
consequential damages or damages for pure economic loss, indirect damages, 
loss of production, financing costs, costs for replacement energy, loss of energy, 
data or information, loss of profits, loss of savings or interest, or damage 
resulting from third-party claims against buyer.

11.4. Seller shall not be liable for damages in case of non-compliance with instructions 
for assembly, commissioning and operation (such as are contained in instructions 
for use) or non-compliance with licensing requirements.

11.5. Claims that exceed the contractual penalties that were agreed on are excluded
from the respective title. The provisions of paragraph 11 apply exclusively for all 
claims by Buyer against Seller, regardless of the legal basis or entitlement, and 
also apply to all employees, subcontractors and subsuppliers of Seller.

12. Industrial property rights and copyrights
12.1. Buyer shall indemnify Seller and hold him harmless against any claims for any

infringement of industrial property rights raised against him if Seller 
manufactures an article pursuant to any design data, design drawings, models or 
other specifications made available to him by Buyer.

12.2. Design documents such as plans and drawings and other technical specifications
as well as samples, catalogues, prospectuses, pictures and the like shall remain the 
intellectual property of Seller and are subject to the relevant statutory provisions 
governing reproduction, imitation, competition etc. The provisions of 2.2 above
shall also cover design documents.

13. Compliance with export provisions
13.1. When passing on goods delivered by Seller to third parties (as well as any 

related documentation, regardless of the method of provision or the services 
performed by Seller [including technical support of any kind]), Buyer must 
comply with the applicable regulations of national and international (re-)export 
provisions. In any case, Buyer must observe the (re-)export provisions of Seller's
country of residence, the European Union and the United States of America.

13.2. If necessary for export controls, Buyer must provide Seller with all necessary
information immediately after being requested to do so, for example, 
information about the final recipient, final destination and purpose of the goods 
or services.

14. General
Should individual provisions of the contract or of these provisions be invalid the
validity of the other provisions shall not be affected. The invalid provision shall 
be replaced by a valid one, which comes as close to the target goal as possible.

15. Jurisdiction and applicable law
Any litigations arising under the contract including litigations over the existence
or non-existence thereof shall fall within the exclusive jurisdiction of the 
competent court at Sellers domicile; the competent court of the Bezirksgericht
Innere Stadt, Vienna, shall have exclusive jurisdiction if Seller is domiciled in
Vienna. The contract is subject to Austrian law excluding the referral rules. 
Application of the UN Convention on Contracts for the International Sale of 
Goods is renounced.

16. Proviso
The execution of the contract by Seller is subject to the condition that there are
no obstacles standing in the way of execution due to national or international
(re-)export provisions, and especially no embargos and/or other sanctions.
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8.5. The foregoing warranty obligations are conditional upon the Buyer giving within 
a reasonable period notice in writing of any defects that have occurred and such 
notice reaching the Seller. Buyer shall prove within a reasonable period the 
presence of a defect, in particular he shall make available within a reasonable 
period to Seller all material and data in his possession. Upon receipt of such 
notice Seller shall, in the case of a defect covered by the warranty under 8.1 above, 
have the option to replace the defective goods or defective parts thereof or else 
to repair them on Buyer’s premises or have them returned for repair, or to grant 
a fair and reasonable price reduction.

8.6. Any expenses incurred in connection with rectifying defects (e. g. expenses for 
assembly and disassembly, transport, waste disposal, travel and siteto-quarters
time) shall be borne by Buyer. For warranty work on Buyer’s premises Buyer 
shall make available free of charge any assistance, hoisting gear, scaffolding and 
sundry supplies and incidentals that may he required. Replaced parts shall 
become the property of Seller.

8.7. If an article is manufactured by Seller on the basis of design data, design drawings, 
models or other specifications supplied by Buyer, Seller’s warranty shall be 
restricted to non-compliance with Buyers specifications.

8.8. Seller’s warranty obligation shall not extend to any defects due to assembly and 
installation work not undertaken by Seller, inadequate equipment, or due to non-
compliance with installation requirements and operating conditions, overloading 
of parts in excess of the design values stipulated by Seller, negligent or faulty 
handling or the use of inappropriate materials, nor for defects attributable to 
material supplied by Buyer. Nor shall Seller be li- able for damage due to acts of 
third parties, atmospheric discharges. Excess voltage and chemical influences. The 
warranty does not cover the replacement of parts subject to natural wear and tear. 
Seller accepts no warranty for the sale of used goods.

8.9. The warranty shall lapse immediately if, without written consent of Seller, Buyer 
himself or a third party not expressly authorised undertakes modifications or
repairs on any items delivered.

8.10. Claims acc. to § 933b ABGB are struck by the statute of limitation with lapse of 
the period mentioned under point 8.2.

8.11. The provisions of sub-paragraphs 8.1 to 8.10 shall apply, mutatis mutandis, to all 
cases where the obligation to repair defects has to be accepted for other reasons 
laid down by law.

9. Withdrawal from contract
9.1. Buyer may withdraw from the contract only in the event of delays caused by gross 

negligence on the part of Seller and only after a reasonable period of grace has 
elapsed. Withdrawal from contract shall be notified in writing by registered mail.

9.2. Irrespective of his other rights Seller shall be entitled to withdraw from the 
contract
a) if the execution of delivery or the inception or continuation of services to be 

rendered under the contract is made impossible for reasons within the 
responsibility of Buyer and if the delay is extended beyond a reasonable 
period of grace allowed;

b) if doubts have arisen as to Buyer’s creditworthiness and if same fails, on 
Seller’s request, to make an advance payment or to provide adequate security 
prior to delivery, or

c) if, for reasons mentioned in 5.4, the period allowed for delivery is extended by
more than half of the period originally agreed or by at least 6 months, or

d) if Buyer does not or does not properly meet the obligations imposed as per
paragraph 13.

9.3. For the reasons given above withdrawal from the contract shall also be possible in 
respect of any outstanding part of the delivery or service contracted for.

9.4. If bankruptcy proceedings are instituted against Buyer or an application for 
bankruptcy proceedings is not granted for insufficiency of assets, Seller may with-
draw from the contract without allowing a period of grace. If this withdrawal is 
taken, it shall take effect immediately upon the decision that the business will not 
be continued. If the business will be continued, a withdrawal shall not take effect 
until 6 months after the institution of bankruptcy proceedings or after an 
application for bankruptcy proceedings has not been granted for insufficiency of 
assets. In any case, the contract shall be terminated immediately unless the 
bankruptcy law to which Buyer is subject conflicts with this or if termination of 
the contract is necessary to prevent significant damages to Seller.

9.5. Without prejudice to Seller’s claim for damages including expenses arising prior 
to a lawsuit, upon withdrawal from contract any open accounts in respect of 
deliveries made or services rendered in whole or in part shall be settled according 
to contract This provision also covers deliveries or services not yet accepted by
Buyer as well as any preparatory acts performed by Seller. Seller shall, however, 
have the option alternatively to require the restitution of articles already 
delivered.

9.6. Withdrawal from contract shall have no consequences other than those stipulated 
above.

9.7. The assertion of claims on the ground of laesio enormis, error, or lapse of 
purpose by the Buyer is excluded.

10. Disposal of waste electrical and electronic equipment
10.1. The Buyer of electrical/electronic equipment for commercial purposes, 

incorporated in Austria, is responsible for the financing of the collection and 
treatment of waste electrical and electronic equipment as defined by the 
Ordinance Regulating the Handling of Waste Electrical Equipment, if he is him-
self the user of the electrical/electronic equipment. If the Buyer is not the end 
user, he shall transfer the full financial commitment to his customer by agree-
ment and furnish proof thereof to the Seller.

10.2. The Buyer incorporated in Austria shall ensure that the Seller is provided with
all information necessary to meet the Seller’s obligations as manufacturer/
importer, particularly according to §§ 11 and 24 of the Ordinance Regulating the 
Handling of Waste Electrical Equipment and the Waste Management Act.

10.3. The Buyer incorporated in Austria is liable vis-à-vis the Seller for any damage
and other financial disadvantages incurred by Seller due to Buyer’s failure to
meet or fully meet his financing commitment or any other obligations according 
to Article 10. The Buyer shall bear the burden of proof of performance of this 
obligation.

11. Seller’s liability
11.1. Outside the scope of the Product Liability Act, Seller shall be liable only if the 

damage in question is proved to be due to intentional acts or acts of gross 
negligence, within the limits of statutory provisions. Seller's total liability in cases 
of gross negligence is limited to the net value of the order or EUR 500,000, 
depending on which amount is lower.

11.2. For each incident of damage, Seller shall be liable for 25% of the net value of the
order or EUR 125,000, depending on which amount is lower.

11.3. Seller shall not be liable for damage due to acts of ordinary negligence nor for 
consequential damages or damages for pure economic loss, indirect damages, 
loss of production, financing costs, costs for replacement energy, loss of energy, 
data or information, loss of profits, loss of savings or interest, or damage 
resulting from third-party claims against buyer.

11.4. Seller shall not be liable for damages in case of non-compliance with instructions 
for assembly, commissioning and operation (such as are contained in instructions 
for use) or non-compliance with licensing requirements.

11.5. Claims that exceed the contractual penalties that were agreed on are excluded
from the respective title. The provisions of paragraph 11 apply exclusively for all 
claims by Buyer against Seller, regardless of the legal basis or entitlement, and 
also apply to all employees, subcontractors and subsuppliers of Seller.

12. Industrial property rights and copyrights
12.1. Buyer shall indemnify Seller and hold him harmless against any claims for any

infringement of industrial property rights raised against him if Seller 
manufactures an article pursuant to any design data, design drawings, models or 
other specifications made available to him by Buyer.

12.2. Design documents such as plans and drawings and other technical specifications
as well as samples, catalogues, prospectuses, pictures and the like shall remain the 
intellectual property of Seller and are subject to the relevant statutory provisions 
governing reproduction, imitation, competition etc. The provisions of 2.2 above
shall also cover design documents.

13. Compliance with export provisions
13.1. When passing on goods delivered by Seller to third parties (as well as any 

related documentation, regardless of the method of provision or the services 
performed by Seller [including technical support of any kind]), Buyer must 
comply with the applicable regulations of national and international (re-)export 
provisions. In any case, Buyer must observe the (re-)export provisions of Seller's
country of residence, the European Union and the United States of America.

13.2. If necessary for export controls, Buyer must provide Seller with all necessary
information immediately after being requested to do so, for example, 
information about the final recipient, final destination and purpose of the goods 
or services.

14. General
Should individual provisions of the contract or of these provisions be invalid the
validity of the other provisions shall not be affected. The invalid provision shall 
be replaced by a valid one, which comes as close to the target goal as possible.

15. Jurisdiction and applicable law
Any litigations arising under the contract including litigations over the existence
or non-existence thereof shall fall within the exclusive jurisdiction of the 
competent court at Sellers domicile; the competent court of the Bezirksgericht
Innere Stadt, Vienna, shall have exclusive jurisdiction if Seller is domiciled in
Vienna. The contract is subject to Austrian law excluding the referral rules. 
Application of the UN Convention on Contracts for the International Sale of 
Goods is renounced.

16. Proviso
The execution of the contract by Seller is subject to the condition that there are
no obstacles standing in the way of execution due to national or international
(re-)export provisions, and especially no embargos and/or other sanctions.
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1. Scope
1.1. These General Terms shall govern legal transactions between business enter-

prises, namely the delivery of commodities and, mutatis mutandis, the rendering 
of services. Software transactions are with precedence governed by the Software 
Conditions issued by the Austrian Electrical and Electronics Industry
Association, assembly work by the Terms and Conditions for Assembly Work 
issued by the Austrian Power Current and Light Current Engineering Industry 
and/or (where applicable) the Terms and Conditions for the Assembly of 
Electrical Equipment used in Medicine issued by the Austrian Electrical and 
Electronics Industry (the current versions are available at www.feei.at).

1.2. Any departure from the terms and conditions mentioned in 1.1 above shall be 
valid only if expressly accepted in writing by Seller.

2. Submission of offers
2.1. Seller’s offers shall be deemed offers without engagement.
2.2. Tender documents and project documentation must not be duplicated nor made

available to third parties without the permission of Seller. They may be claimed 
back at any time and shall be returned to Seller immediately if the order is placed 
elsewhere.

3. Conclusion of contract
3.1. The contract shall be deemed concluded upon written confirmation by Seller of 

an order received or upon dispatch of a delivery.
3.2. Particulars appearing in catalogues, folders etc. as well as any oral or written 

statements shall only be binding if Seller makes express reference to them in the
confirmation of the order.

3.3. Subsequent amendments of or additions to the contract shall be subject to 
written confirmation.

4. Prices
4.1. Prices shall be quoted ex works or ex Seller’s warehouse without VAT, packing 

and packaging, loading, disassembly, take-back and proper recycling and disposal 
of waste electrical and electronic equipment for commercial purposes as defined 
by the Ordinance Regulating the Handling of Waste Electrical Equipment. Buyer 
shall be liable for any and all charges, taxes or other duties levied in respect of 
delivery. If the terms of delivery include transport to a destination designated by 
Buyer, transport costs as well as the cost of any transport insurance desired by 
Buyer shall be borne by the latter. Delivery does not, however, include unloading 
and subsequent handling. Packaging materials will be taken back only by express
agreement.

4.2. Seller reserves the right to modify prices if the order placed is not in accordance
with the offer submitted.

4.3. Prices are based on costs obtaining at the time of the first quotation. In the event 
that the costs have increased by the time of delivery, Seller shall have the right to 
adjust prices accordingly.

4.4. In carrying out repair orders, Seller shall provide all services deemed expedient 
and shall charge Buyer for the same on the basis of the work input and/or 
expenditures required. The same holds for any services or additional services the 
expediency of which becomes apparent only as the repair order is executed. In 
such an event special notification of Buyer shall not be required.

4.5. Expenses for estimates of costs of repair and maintenance or for expert 
valuations shall be invoiced to Buyer.

5. Delivery
5.1. The period allowed for delivery shall commence at the latest of the following dates:

a) the date of order confirmation by Seller;
b) the date of fulfilment by Buyer of all the conditions, technical, commercial and 

other, for which he is responsible;
c) the date of receipt by Seller of a deposit or security due before delivery of the 

goods in question.
5.2. Buyer shall obtain whatever licences or approvals may be required from 

authorities or third parties for the construction of plant and equipment. If the 
granting of such licences or approvals is delayed for any reason the delivery 
period shall be extended accordingly.

5.3. Seller may carry out, and charge Buyer for, partial or advance deliveries. If 
delivery on call is agreed upon, the commodity shall be deemed called off at the 
latest one year after the order was placed.

5.4. In case of unforeseeable circumstances or circumstances beyond the parties 
control, such as all cases of force majeure, which impede compliance with the 
agreed period of delivery, the latter shall be extended in any case for the 
duration of such circumstances; these include in particular armed conflicts, 
official interventions and prohibitions, delays in transport or customs clearance, 
damages in transit, energy shortage and raw materials scarcity, labour disputes, 
and default on performance by a major component supplier who is difficult to 
replace. The aforesaid circumstances shall be deemed to prevail irrespective of 
whether they affect Seller or his subcontractor(s).

5.5. If a contractual penalty for default of delivery was agreed upon by contracting
parties when the contract was concluded, it shall be executed as follows, and any
deviations concerning individual items shall not affect the remaining provisions: 
Where delay in performance can be shown to have occurred solely through the 
fault of Seller, Buyer may claim for each completed week of delay an indemnity 

of at most one half of one per cent, a total of no more than 5 %, however, of the
value of that part of the goods to be delivered which cannot be used on account 
of Seller’s failure to deliver an essential part thereof, provided the Buyer has 
suffered a damage to the aforesaid extent. Assertion of rights of damages 
exceeding this extent is precluded.

6. Passage of risk and place of performance
6.1. Unless otherwise agreed, the delivery of goods is considered sold EXW in

accordance with INCOTERMS® 2010.
6.2. For services, the place of performance shall be the place indicated in the written

order confirmation, secondary to that at which the service is actually rendered by
Seller. The risk in respect of such services or any part thereof shall pass to Buyer
at the time the services have been rendered.

7. Payment
7.1. Unless otherwise agreed, one third of the purchase price shall fall due at the time

of receipt by Buyer of the order confirmation of Seller, one third after half the
delivery period has elapsed and the balance at the time of delivery. Irrespective 
thereof the turnover tax comprised in the amount of the invoice shall be paid 
within 30 days of the invoice date. If bankruptcy proceedings are instituted against 
the assets of Buyer or if an application for bankruptcy proceedings is not granted
for insufficiency of assets, deliveries shall only be made against cash in advance.

7.2. In the case of part settlements the individual part payments shall fall due upon 
receipt of the respective invoices. The same shall apply to amounts invoiced for 
additional deliveries or resulting from additional agreements beyond the scope of
the original contract, irrespective of the terms of payment agreed upon for the
principal delivery.

7.3. Payment shall be made without any discount free Seller’s domicile in the agreed 
currency. Drafts and checks shall be accepted on account of payment only, with all 
interest, fees and charges in connection therewith (such as col- lection and 
discounting charges) to be borne by Buyer.

7.4. Buyer shall not be entitled to withhold or offset payment on the grounds of any 
warranty claims or other counterclaims.

7.5. Payment shall be deemed to have been effected on the date at which the amount
in question is at Seller’s disposal.

7.6. If Buyer fails to meet the terms of payment or any other obligation arising from
this or other legal transactions, Seller may without prejudice to his other rights
a) suspend performance of his own obligations until payments have been made 

or other obligations fulfilled, and exercise his right to extend the period of 
delivery to a reasonable extent,

b) call in debts arisen from this or any other legal transactions and charge default 
interest amounting to 1.25 % per month plus turnover tax for these amounts
beginning with the due dates, unless Seller proves costs exceeding this.

c) only perform other legal transactions against cash in advance in the case of 
qualified insolvency, in other words, following two delays in payment.

In any case Seller has the right to invoice all expenses arising prior to a lawsuit, 
especially reminder charges and lawyer’s fees.

7.7. Discounts or bonuses are subject to complete payment in due time.
7.8. Seller retains title to all goods delivered by him until receipt of all amounts 

invoiced including interests and charges. Buyer herewith assigns his claim out of 
a resale of conditional commodities, even if they are processed, transformed or 
combined with other commodities, to Seller to secure the latter’s purchase money 
claim. In the case of resale granting respite Buyer shall have the power of 
disposal of the product under retention of ownership only with the proviso that 
upon reselling Buyer notifies the secondary buyer of the assignment for security
or enters the assignment in his account books. Upon request Buyer has to notify
the assigned claim and the debtor thereof to Seller, and to make all information
and material required for his debt collection available and to notify the assign-
ment to the third-party debtor. If the goods are attached or otherwise levied upon, 
Buyer shall draw attention to Sellers title and immediately inform Seller of the 
attachment or levy.

8. Warranty and acceptance of obligation to repair defects
8.1. Once the agreed terms of payment have been complied with, Seller shall, subject 

to the conditions hereunder, remedy any defect existing at the time of acceptance 
of the article in question whether due to faulty design, material or manufacture, 
that impairs the functioning of said article. From particulars appearing in 
catalogues, folders, promotional literature as well as written or oral statements
which have not been included in the agreement no warranty obligations may be 
deduced.

8.2. Unless special warranty periods operate for individual items the warranty period
shall be 12 months. These conditions shall also apply to any goods supplied, or 
services rendered in respect of goods supplied, that are firmly attached to 
buildings or the ground. The warranty period begins at the point of passage of risk 
acc. to paragraph 6.

8.3. For improved or exchanged parts, the warranty period shall start again, but shall
end in any case 6 months after the original warranty period has expired.

8.4. If delivery or the performance of services is delayed for reasons outside the 
control of Seller, the warranty period shall begin 2 weeks after Seller is ready to
deliver or perform services.
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8.5. The foregoing warranty obligations are conditional upon the Buyer giving within 
a reasonable period notice in writing of any defects that have occurred and such 
notice reaching the Seller. Buyer shall prove within a reasonable period the 
presence of a defect, in particular he shall make available within a reasonable 
period to Seller all material and data in his possession. Upon receipt of such 
notice Seller shall, in the case of a defect covered by the warranty under 8.1 above, 
have the option to replace the defective goods or defective parts thereof or else 
to repair them on Buyer’s premises or have them returned for repair, or to grant 
a fair and reasonable price reduction.

8.6. Any expenses incurred in connection with rectifying defects (e. g. expenses for 
assembly and disassembly, transport, waste disposal, travel and siteto-quarters
time) shall be borne by Buyer. For warranty work on Buyer’s premises Buyer 
shall make available free of charge any assistance, hoisting gear, scaffolding and 
sundry supplies and incidentals that may he required. Replaced parts shall 
become the property of Seller.

8.7. If an article is manufactured by Seller on the basis of design data, design drawings, 
models or other specifications supplied by Buyer, Seller’s warranty shall be 
restricted to non-compliance with Buyers specifications.

8.8. Seller’s warranty obligation shall not extend to any defects due to assembly and 
installation work not undertaken by Seller, inadequate equipment, or due to non-
compliance with installation requirements and operating conditions, overloading 
of parts in excess of the design values stipulated by Seller, negligent or faulty 
handling or the use of inappropriate materials, nor for defects attributable to 
material supplied by Buyer. Nor shall Seller be li- able for damage due to acts of 
third parties, atmospheric discharges. Excess voltage and chemical influences. The 
warranty does not cover the replacement of parts subject to natural wear and tear. 
Seller accepts no warranty for the sale of used goods.

8.9. The warranty shall lapse immediately if, without written consent of Seller, Buyer 
himself or a third party not expressly authorised undertakes modifications or
repairs on any items delivered.

8.10. Claims acc. to § 933b ABGB are struck by the statute of limitation with lapse of 
the period mentioned under point 8.2.

8.11. The provisions of sub-paragraphs 8.1 to 8.10 shall apply, mutatis mutandis, to all 
cases where the obligation to repair defects has to be accepted for other reasons 
laid down by law.

9. Withdrawal from contract
9.1. Buyer may withdraw from the contract only in the event of delays caused by gross 

negligence on the part of Seller and only after a reasonable period of grace has 
elapsed. Withdrawal from contract shall be notified in writing by registered mail.

9.2. Irrespective of his other rights Seller shall be entitled to withdraw from the 
contract
a) if the execution of delivery or the inception or continuation of services to be 

rendered under the contract is made impossible for reasons within the 
responsibility of Buyer and if the delay is extended beyond a reasonable 
period of grace allowed;

b) if doubts have arisen as to Buyer’s creditworthiness and if same fails, on 
Seller’s request, to make an advance payment or to provide adequate security 
prior to delivery, or

c) if, for reasons mentioned in 5.4, the period allowed for delivery is extended by
more than half of the period originally agreed or by at least 6 months, or

d) if Buyer does not or does not properly meet the obligations imposed as per
paragraph 13.

9.3. For the reasons given above withdrawal from the contract shall also be possible in 
respect of any outstanding part of the delivery or service contracted for.

9.4. If bankruptcy proceedings are instituted against Buyer or an application for 
bankruptcy proceedings is not granted for insufficiency of assets, Seller may with-
draw from the contract without allowing a period of grace. If this withdrawal is 
taken, it shall take effect immediately upon the decision that the business will not 
be continued. If the business will be continued, a withdrawal shall not take effect 
until 6 months after the institution of bankruptcy proceedings or after an 
application for bankruptcy proceedings has not been granted for insufficiency of 
assets. In any case, the contract shall be terminated immediately unless the 
bankruptcy law to which Buyer is subject conflicts with this or if termination of 
the contract is necessary to prevent significant damages to Seller.

9.5. Without prejudice to Seller’s claim for damages including expenses arising prior 
to a lawsuit, upon withdrawal from contract any open accounts in respect of 
deliveries made or services rendered in whole or in part shall be settled according 
to contract This provision also covers deliveries or services not yet accepted by
Buyer as well as any preparatory acts performed by Seller. Seller shall, however, 
have the option alternatively to require the restitution of articles already 
delivered.

9.6. Withdrawal from contract shall have no consequences other than those stipulated 
above.

9.7. The assertion of claims on the ground of laesio enormis, error, or lapse of 
purpose by the Buyer is excluded.

10. Disposal of waste electrical and electronic equipment
10.1. The Buyer of electrical/electronic equipment for commercial purposes, 

incorporated in Austria, is responsible for the financing of the collection and 
treatment of waste electrical and electronic equipment as defined by the 
Ordinance Regulating the Handling of Waste Electrical Equipment, if he is him-
self the user of the electrical/electronic equipment. If the Buyer is not the end 
user, he shall transfer the full financial commitment to his customer by agree-
ment and furnish proof thereof to the Seller.

10.2. The Buyer incorporated in Austria shall ensure that the Seller is provided with
all information necessary to meet the Seller’s obligations as manufacturer/
importer, particularly according to §§ 11 and 24 of the Ordinance Regulating the 
Handling of Waste Electrical Equipment and the Waste Management Act.

10.3. The Buyer incorporated in Austria is liable vis-à-vis the Seller for any damage
and other financial disadvantages incurred by Seller due to Buyer’s failure to
meet or fully meet his financing commitment or any other obligations according 
to Article 10. The Buyer shall bear the burden of proof of performance of this 
obligation.

11. Seller’s liability
11.1. Outside the scope of the Product Liability Act, Seller shall be liable only if the 

damage in question is proved to be due to intentional acts or acts of gross 
negligence, within the limits of statutory provisions. Seller's total liability in cases 
of gross negligence is limited to the net value of the order or EUR 500,000, 
depending on which amount is lower.

11.2. For each incident of damage, Seller shall be liable for 25% of the net value of the
order or EUR 125,000, depending on which amount is lower.

11.3. Seller shall not be liable for damage due to acts of ordinary negligence nor for 
consequential damages or damages for pure economic loss, indirect damages, 
loss of production, financing costs, costs for replacement energy, loss of energy, 
data or information, loss of profits, loss of savings or interest, or damage 
resulting from third-party claims against buyer.

11.4. Seller shall not be liable for damages in case of non-compliance with instructions 
for assembly, commissioning and operation (such as are contained in instructions 
for use) or non-compliance with licensing requirements.

11.5. Claims that exceed the contractual penalties that were agreed on are excluded
from the respective title. The provisions of paragraph 11 apply exclusively for all 
claims by Buyer against Seller, regardless of the legal basis or entitlement, and 
also apply to all employees, subcontractors and subsuppliers of Seller.

12. Industrial property rights and copyrights
12.1. Buyer shall indemnify Seller and hold him harmless against any claims for any

infringement of industrial property rights raised against him if Seller 
manufactures an article pursuant to any design data, design drawings, models or 
other specifications made available to him by Buyer.

12.2. Design documents such as plans and drawings and other technical specifications
as well as samples, catalogues, prospectuses, pictures and the like shall remain the 
intellectual property of Seller and are subject to the relevant statutory provisions 
governing reproduction, imitation, competition etc. The provisions of 2.2 above
shall also cover design documents.

13. Compliance with export provisions
13.1. When passing on goods delivered by Seller to third parties (as well as any 

related documentation, regardless of the method of provision or the services 
performed by Seller [including technical support of any kind]), Buyer must 
comply with the applicable regulations of national and international (re-)export 
provisions. In any case, Buyer must observe the (re-)export provisions of Seller's
country of residence, the European Union and the United States of America.

13.2. If necessary for export controls, Buyer must provide Seller with all necessary
information immediately after being requested to do so, for example, 
information about the final recipient, final destination and purpose of the goods 
or services.

14. General
Should individual provisions of the contract or of these provisions be invalid the
validity of the other provisions shall not be affected. The invalid provision shall 
be replaced by a valid one, which comes as close to the target goal as possible.

15. Jurisdiction and applicable law
Any litigations arising under the contract including litigations over the existence
or non-existence thereof shall fall within the exclusive jurisdiction of the 
competent court at Sellers domicile; the competent court of the Bezirksgericht
Innere Stadt, Vienna, shall have exclusive jurisdiction if Seller is domiciled in
Vienna. The contract is subject to Austrian law excluding the referral rules. 
Application of the UN Convention on Contracts for the International Sale of 
Goods is renounced.

16. Proviso
The execution of the contract by Seller is subject to the condition that there are
no obstacles standing in the way of execution due to national or international
(re-)export provisions, and especially no embargos and/or other sanctions.
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8.5. The foregoing warranty obligations are conditional upon the Buyer giving within 
a reasonable period notice in writing of any defects that have occurred and such 
notice reaching the Seller. Buyer shall prove within a reasonable period the 
presence of a defect, in particular he shall make available within a reasonable 
period to Seller all material and data in his possession. Upon receipt of such 
notice Seller shall, in the case of a defect covered by the warranty under 8.1 above, 
have the option to replace the defective goods or defective parts thereof or else 
to repair them on Buyer’s premises or have them returned for repair, or to grant 
a fair and reasonable price reduction.

8.6. Any expenses incurred in connection with rectifying defects (e. g. expenses for 
assembly and disassembly, transport, waste disposal, travel and siteto-quarters
time) shall be borne by Buyer. For warranty work on Buyer’s premises Buyer 
shall make available free of charge any assistance, hoisting gear, scaffolding and 
sundry supplies and incidentals that may he required. Replaced parts shall 
become the property of Seller.

8.7. If an article is manufactured by Seller on the basis of design data, design drawings, 
models or other specifications supplied by Buyer, Seller’s warranty shall be 
restricted to non-compliance with Buyers specifications.

8.8. Seller’s warranty obligation shall not extend to any defects due to assembly and 
installation work not undertaken by Seller, inadequate equipment, or due to non-
compliance with installation requirements and operating conditions, overloading 
of parts in excess of the design values stipulated by Seller, negligent or faulty 
handling or the use of inappropriate materials, nor for defects attributable to 
material supplied by Buyer. Nor shall Seller be li- able for damage due to acts of 
third parties, atmospheric discharges. Excess voltage and chemical influences. The 
warranty does not cover the replacement of parts subject to natural wear and tear. 
Seller accepts no warranty for the sale of used goods.

8.9. The warranty shall lapse immediately if, without written consent of Seller, Buyer 
himself or a third party not expressly authorised undertakes modifications or
repairs on any items delivered.

8.10. Claims acc. to § 933b ABGB are struck by the statute of limitation with lapse of 
the period mentioned under point 8.2.

8.11. The provisions of sub-paragraphs 8.1 to 8.10 shall apply, mutatis mutandis, to all 
cases where the obligation to repair defects has to be accepted for other reasons 
laid down by law.

9. Withdrawal from contract
9.1. Buyer may withdraw from the contract only in the event of delays caused by gross 

negligence on the part of Seller and only after a reasonable period of grace has 
elapsed. Withdrawal from contract shall be notified in writing by registered mail.

9.2. Irrespective of his other rights Seller shall be entitled to withdraw from the 
contract
a) if the execution of delivery or the inception or continuation of services to be 

rendered under the contract is made impossible for reasons within the 
responsibility of Buyer and if the delay is extended beyond a reasonable 
period of grace allowed;

b) if doubts have arisen as to Buyer’s creditworthiness and if same fails, on 
Seller’s request, to make an advance payment or to provide adequate security 
prior to delivery, or

c) if, for reasons mentioned in 5.4, the period allowed for delivery is extended by
more than half of the period originally agreed or by at least 6 months, or

d) if Buyer does not or does not properly meet the obligations imposed as per
paragraph 13.

9.3. For the reasons given above withdrawal from the contract shall also be possible in 
respect of any outstanding part of the delivery or service contracted for.

9.4. If bankruptcy proceedings are instituted against Buyer or an application for 
bankruptcy proceedings is not granted for insufficiency of assets, Seller may with-
draw from the contract without allowing a period of grace. If this withdrawal is 
taken, it shall take effect immediately upon the decision that the business will not 
be continued. If the business will be continued, a withdrawal shall not take effect 
until 6 months after the institution of bankruptcy proceedings or after an 
application for bankruptcy proceedings has not been granted for insufficiency of 
assets. In any case, the contract shall be terminated immediately unless the 
bankruptcy law to which Buyer is subject conflicts with this or if termination of 
the contract is necessary to prevent significant damages to Seller.

9.5. Without prejudice to Seller’s claim for damages including expenses arising prior 
to a lawsuit, upon withdrawal from contract any open accounts in respect of 
deliveries made or services rendered in whole or in part shall be settled according 
to contract This provision also covers deliveries or services not yet accepted by
Buyer as well as any preparatory acts performed by Seller. Seller shall, however, 
have the option alternatively to require the restitution of articles already 
delivered.

9.6. Withdrawal from contract shall have no consequences other than those stipulated 
above.

9.7. The assertion of claims on the ground of laesio enormis, error, or lapse of 
purpose by the Buyer is excluded.

10. Disposal of waste electrical and electronic equipment
10.1. The Buyer of electrical/electronic equipment for commercial purposes, 

incorporated in Austria, is responsible for the financing of the collection and 
treatment of waste electrical and electronic equipment as defined by the 
Ordinance Regulating the Handling of Waste Electrical Equipment, if he is him-
self the user of the electrical/electronic equipment. If the Buyer is not the end 
user, he shall transfer the full financial commitment to his customer by agree-
ment and furnish proof thereof to the Seller.

10.2. The Buyer incorporated in Austria shall ensure that the Seller is provided with
all information necessary to meet the Seller’s obligations as manufacturer/
importer, particularly according to §§ 11 and 24 of the Ordinance Regulating the 
Handling of Waste Electrical Equipment and the Waste Management Act.

10.3. The Buyer incorporated in Austria is liable vis-à-vis the Seller for any damage
and other financial disadvantages incurred by Seller due to Buyer’s failure to
meet or fully meet his financing commitment or any other obligations according 
to Article 10. The Buyer shall bear the burden of proof of performance of this 
obligation.

11. Seller’s liability
11.1. Outside the scope of the Product Liability Act, Seller shall be liable only if the 

damage in question is proved to be due to intentional acts or acts of gross 
negligence, within the limits of statutory provisions. Seller's total liability in cases 
of gross negligence is limited to the net value of the order or EUR 500,000, 
depending on which amount is lower.

11.2. For each incident of damage, Seller shall be liable for 25% of the net value of the
order or EUR 125,000, depending on which amount is lower.

11.3. Seller shall not be liable for damage due to acts of ordinary negligence nor for 
consequential damages or damages for pure economic loss, indirect damages, 
loss of production, financing costs, costs for replacement energy, loss of energy, 
data or information, loss of profits, loss of savings or interest, or damage 
resulting from third-party claims against buyer.

11.4. Seller shall not be liable for damages in case of non-compliance with instructions 
for assembly, commissioning and operation (such as are contained in instructions 
for use) or non-compliance with licensing requirements.

11.5. Claims that exceed the contractual penalties that were agreed on are excluded
from the respective title. The provisions of paragraph 11 apply exclusively for all 
claims by Buyer against Seller, regardless of the legal basis or entitlement, and 
also apply to all employees, subcontractors and subsuppliers of Seller.

12. Industrial property rights and copyrights
12.1. Buyer shall indemnify Seller and hold him harmless against any claims for any

infringement of industrial property rights raised against him if Seller 
manufactures an article pursuant to any design data, design drawings, models or 
other specifications made available to him by Buyer.

12.2. Design documents such as plans and drawings and other technical specifications
as well as samples, catalogues, prospectuses, pictures and the like shall remain the 
intellectual property of Seller and are subject to the relevant statutory provisions 
governing reproduction, imitation, competition etc. The provisions of 2.2 above
shall also cover design documents.

13. Compliance with export provisions
13.1. When passing on goods delivered by Seller to third parties (as well as any 

related documentation, regardless of the method of provision or the services 
performed by Seller [including technical support of any kind]), Buyer must 
comply with the applicable regulations of national and international (re-)export 
provisions. In any case, Buyer must observe the (re-)export provisions of Seller's
country of residence, the European Union and the United States of America.

13.2. If necessary for export controls, Buyer must provide Seller with all necessary
information immediately after being requested to do so, for example, 
information about the final recipient, final destination and purpose of the goods 
or services.

14. General
Should individual provisions of the contract or of these provisions be invalid the
validity of the other provisions shall not be affected. The invalid provision shall 
be replaced by a valid one, which comes as close to the target goal as possible.

15. Jurisdiction and applicable law
Any litigations arising under the contract including litigations over the existence
or non-existence thereof shall fall within the exclusive jurisdiction of the 
competent court at Sellers domicile; the competent court of the Bezirksgericht
Innere Stadt, Vienna, shall have exclusive jurisdiction if Seller is domiciled in
Vienna. The contract is subject to Austrian law excluding the referral rules. 
Application of the UN Convention on Contracts for the International Sale of 
Goods is renounced.

16. Proviso
The execution of the contract by Seller is subject to the condition that there are
no obstacles standing in the way of execution due to national or international
(re-)export provisions, and especially no embargos and/or other sanctions.

Last revised in September 2011

W GENERAL INFORMATION

- All dimensioned drawings are displayed within the confines of available space on the page and are only intended 

as a guide.

- All circuit diagrams are schematic wiring diagrams which are intended to allow better understanding of the function,

and will need to be edited/added to during the course of project planning.

- All images represent samples of the product and are intended for information purposes only.

Unless otherwise stipulated, the current version of the General Terms of Delivery issued by The Association of the Austrian Electrical and

Electronics Industries “FEEI” shall apply. You can find a copy of these at the end of this catalogue.

No liability for errors in text, type or images; we reserve the right to make changes to technical specifications of the product range.

The user information contained in this catalogue reflect the opinion of the company at the time of writing. The information contained in it was

assembled on the basis of published norms, specialist industry presentations, specialist literature and in-house expertise. The content is for infor-

mational purposes only and has no validity in law.  

W TOP WAREHOUSE MANAGEMENT IN OUR DISTRIBUTION CENTRE NEAR VIENNA

Look out for the icon signalling prompt availability for delivery

The new Schrack distribution centres is located just outside Vienna. The prominent appearance of the building with its 
unmistakable Schrack design highlights all product characteristics which are handled logistically in its interior. We consider
availability the number 1 factor for your economic and business success!

w Over 12,000m² indoor storage space and an outdoor cable storage space of 2,500m²
w More than 15,000 items are stored ready for shipping
w Professional warehouse management by our top-trained staff
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w GENIO Maxi Green
6kVA / 8 – 20kVA

w AVARA Plus HIP
100 – 600kVA

w AVARA Modular Industrial
20 – 160kVA

w AVARA Plus
10 – 100kVA / 10 – 800kVA

w AVARA Multi
10 – 20kVA / 10 – 200kVA

w AVARA Modular
15 – 120kVA

w AVARA Master Static Bypass
800 – 3000kVA

w AVARA Master Switch MTS 3/3phasig
100 – 600A

w AVARA Master Switch MMS 1/1phasig
32 – 63 – 120A
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RUMÄNIEN
SCHRACK TECHNIK SRL
Str. Simion Barnutiu nr. 15
RO-410204 Oradea
TEL +40 259/435 887
FAX +40 259/412 892
E-MAIL schrack@schrack.ro

SERBIEN
SCHRACK TECHNIK D.O.O.
Kumodraska 260
RS-11000 Beograd
TEL +38 1/11 309 2600
FAX +38 1/11 309 2620
E-MAIL office@schrack.rs

SLOWAKEI
SCHRACK TECHNIK S.R.O.
Ivanská cesta 10/C
SK-82104 Bratislava 
TEL +42 (02)/491 081 01
FAX +42 (02)/491 081 99
E-MAIL info@schrack.sk

SLOWENIEN
SCHRACK TECHNIK D.O.O.
Pameče 175
SLO-2380 Slovenj Gradec
TEL +38 6/2 883 92 00
FAX +38 6/2 884 34 71
E-MAIL schrack.sg@schrack.si

TSCHECHIEN
SCHRACK TECHNIK SPOL. SR.O.
Dolnomecholupska 2
CZ-10200 Praha 10 – Hostivar
TEL +42(0)2/810 08 264
FAX +42(0)2/810 08 462
E-MAIL praha@schrack.cz

UNGARN
SCHRACK TECHNIK KFT.
Vidor u. 5
H-1172 Budapest
TEL +36 1/253 14 01
FAX +36 1/253 14 91
E-MAIL schrack@schrack.hu
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Im Büro und unterwegs mit der Live Phone App Ab Lager In Stores
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WWW.SCHRACK.COM

K-LSMX-EN1

MCCB &  
Load Switches MX

www.schrack.com

Check availabilities in your Schrack Technik Online Shop

ENERGY INDUSTRY BUILDINGS FACILITIES DATA CABLES LIGHT PHOTOVOLTAICS

AVAILABILITY INFORMATIONSCAN AND BUY

in our mobile Online Shop


